From: Brett Sands

To: LeDoux, Erica

Subject: Muscogee Nation Meat Processing Plant 2
Date: Tuesday, August 24, 2021 9:50:08 AM
Attachments: Duck Creek EPA reveiw Drawings- Submittal.pdf

OK200205 MCN Meat Processing Facility GEO Report (9.21.2020).pdf
wastewater utilities.pdf
MCN Meat Processing SWWP.pdf

Ms. Erica,
Here are more documents to attach along with the request for air permitting.

Regards,

DISCLAIMER: This communication, along with any documents, files or attachments, is intended only for the use of the
addressee and may contain legally privileged and confidential information. If you are not the intended recipient, you are
hereby notified that any dissemination, distribution or copying of any information contained in or attached to this
communication is strictly prohibited. If you have received this message in error, please notify the sender immediately and
destroy the original communication and its attachments without reading, printing or saving in any manner. Please consider
the environment before printing this e-mail.


mailto:brettsands@muscogeenation.com
mailto:LeDoux.Erica@epa.gov
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DRINKING FOUNTAINS 97 97/400 0.25 : - : . Oklahoma City, OK 73118-7436
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LAVATORIES (FEMALE) 34 34140 085 OCCUPANT | COMMON PATH | MAXIMUM TRAVEL | MAXIMUM DEAD END | MINIMUM NUMBER ;)SLIJN(T;LEJBS:TE%VXQIEL BRACKET ITEM SEALED DOCUMENT
DRINKING FOUNTAINS 67 67/100 0.67 LOAD FACTOR | OF TRAVEL |DISTANCE TO EXITS| CORRIDOR LENGTH OF EXITS EXIT WIDTH VIXED USE NON-SEPARATED o
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} TOPOGRAPHIC SURVEY CERTIFICATION s s D
Y 1, Joseph H. Farmer, certify that this project was completed under my direct and responsible m
° charge from an actual survey made under my supervision; that this ground survey was performed
at the 95 percent confidence level to meet Federal Geographic Data Committee Standards; that REVISION HISTORY:
this survey was performed to meet the Specifications for Topographic and Planimetric Mapping
¢ contained in the Oklahoma Minimum Standards for the Practice of Land Surveying as adopted
- by the Oklahoma State Board of Licensure for P ional Engineers and Land Surveyors. The
original data was obtained on August 19, 2020; and the survey was completed on September 1,
2020; and all coordinates are based on NAD83 Oklahoma State Planes, North Zone, US Foot;
¥ and all clevations are based on NAVDSS.
|
W Dated this__1__day of September 2020.
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GENERAL NOTES
1. INTENT

THE CONSTRUCTION DRAWINGS AND THE SPECIFICATIONS ACCOMPANYING
THEM DESCRIBE THE WORK TO BE DONE AND THE MATERIALS TO BE
FURNISHED FOR CONSTRUCTION.

THE DRAWINGS AND SPECIFICATIONS ARE INTENDED TO BE FULLY
EXPLANATORY AND SUPPLEMENTARY. HOWEVER, SHOULD ANYTHING BE
SHOWN, INDICATED OR SPECIFIED ON ONE AND NOT THE OTHER, IT SHALL BE
DONE THE SAME AS IF SHOWN, INDICATED OR SPECIFIED IN BOTH. IN THE
EVENT THERE IS A CONFLICT BETWEEN THE CONTRACT DRAWINGS AND
SPECIFICATIONS, THE SPECIFICATIONS SHALL GOVERN.

THE PURPOSE OF THE SPECIFICATIONS IS TO INTERPRET THE INTENT OF THE
DRAWINGS AND TO DESIGNATE THE METHOD OF THE PROCEDURE, TYPE AND
QUALITY OF MATERIALS REQUIRED TO COMPLETE THE WORK.

ALL WORK NOT EXPRESSLY COVERED IN THE SPECIFICATIONS, INCLUDING,
BUT NOT LIMITED TO, PAVING, GRADING, DEMOLITION, DRAINAGE
STRUCTURES, ETC., SHALL BE PERFORMED ACCORDING TO THE
APPROPRIATE SECTIONS OF THE OKLAHOMA DEPARTMENT OF
TRANSPORTATION (ODOT) STANDARD SPECIFICATIONS AND DETAILS,
CURRENT VERSION.

2. CONFLICTS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL
MEASUREMENTS AT THE SITE BEFORE ORDERING ANY MATERIALS OR DOING
ANY WORK. NO EXTRA CHARGE OR COMPENSATION SHALL BE ALLOWED DUE
TO DIFFERENCE BETWEEN ACTUAL DIMENSIONS AND DIMENSIONS INDICATED
ON THE CONSTRUCTION DRAWINGS. ANY SUCH DISCREPANCY IN DIMENSION
WHICH MAY BE FOUND SHALL BE SUBMITTED TO THE A/E FOR
CONSIDERATION BEFORE THE CONTRACTOR PROCEEDS WITH THE WORK IN
THE AFFECTED AREAS.

THE CONTRACTOR WILL NOT BE ALLOWED ANY EXTRA COMPENSATION BY
REASON OF ANY MATTER OR THING CONCERNING WHICH HE MIGHT HAVE
INFORMED HIMSELF.

NO PLEAS OF IGNORANCE OF CONDITIONS THAT EXIST, OR OF DIFFICULTIES
OR CONDITIONS THAT EXIST, OR OF DIFFICULTIES OR CONDITIONS THAT MAY
BE ENCOUNTERED OR OF ANY OTHER RELEVANT MATTER CONCERNING THE
WORK TO BE PERFORMED OR IN THE EXECUTION OF THE WORK WILL BE
ACCEPTED AS AN EXCUSE FOR ANY FAILURE OR OMISSION ON THE PART OF
THE CONTRACTOR TO FULFILL EVERY DETAIL OF ALL THE REQUIREMENTS OF
THE CONTRACT DOCUMENTS GOVERNING THE WORK.

3. FIELD QUALITY CONTROL

COMPACTION SHALL BE IN ACCORDANCE WITH ASTM D-698 FOR ALL SITE
WORK UNLESS OTHERWISE SHOWN. AREAS OF SETTLEMENT WILL BE
EXCAVATED AND REFILLED AT CONTRACTOR'S EXPENSE.

TECHNICAL PROVISIONS
1. CONSTRUCTION STAKING

THE CONTRACTOR SHALL ESTABLISH HORIZONTAL AND VERTICAL CONTROLS
FOR THE EXECUTION OF CONSTRUCTION. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR FURNISHING ALL CONSTRUCTION STAKES.

ALL CONSTRUCTION STAKING FOR UTILITIES, PAVING, SITE STRUCTURES, AND
LOTS DEPICTED ON THE PLANS SHALL BE PERFORMED BY A LICENSED
SURVEYOR.

THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING COORDINATES AND
ELEVATIONS PRIOR TO BEGINNING DEMOLITION.

2. ADJUSTMENT OF EXISTING STRUCTURES

THIS WORK SHALL CONSIST OF THE NECESSARY ADJUSTMENTS.
ALTERATIONS, RELOCATING OR RESETTING, TO THE REQUIRED GRADE AND
ALIGNMENT OF EXISTING STRUCTURES, EQUIPMENT OR APPURTENANCES
WHICH ARE NOT TO BE REMOVED OR ABANDONED AND WHICH ARE NOT THE
PROPERTY OF A PRIVATE COMPANY, FIRM OR CORPORATION REQUIRED TO
MOVE THEIR OWN PROPERTY, IN ACCORDANCE WITH THESE SPECIFICATIONS
AND REASONABLY CLOSE CONFORMITY WITH THE LINES, GRADES,
ELEVATIONS AND DIMENSIONS SHOWN ON THE PLANS.

3. PROTECTION OF EXISTING STRUCTURES

THE CONTRACTOR SHALL PROVIDE ALL NECESSARY SHEETING, SHORING,
AND OTHER BRACING AND SUPPORTS TO PROTECT IMPROVEMENTS
ADJACENT TO THE CONSTRUCTION. DAMAGE TO AREAS OUTSIDE OF THE
WORK AREA SHALL BE REPAIRED AT THE CONTRACTORS EXPENSE.

4. INCIDENTAL WORK

ANY ITEM NOT COVERED IN THE SPECIFICATIONS OR DRAWINGS SHALL BE
CONSIDERED AS INCIDENTAL CONSTRUCTION FOR WHICH THE CONTRACTOR
IS RESPONSIBLE.

5. FINAL CLEANUP

UPON COMPLETION OF THE WORK, AND BEFORE ACCEPTANCE AND FINAL
PAYMENT WILL BE MADE, THE CONTRACTOR SHALL CLEAN AND REMOVE,
FROM THE SITE OF WORK, SURPLUS AND DISCARD MATERIAL, TEMPORARY
STRUCTURES, STUMPS, OR PORTIONS OF TREES AND DEBRIS OF ANY KIND.
THE CONTRACTOR SHALL LEAVE THE SITE OF WORK IN A NEAT AND ORDERLY
CONDITION. WASTE MATERIALS REMOVED FROM THE SITE OF THE WORK
SHALL BE DISPOSED OF OFF-SITE.

AS-BUILT INFORMATION FOR THE IMPROVEMENTS SPECIFIED BY THE OWNER
SHALL BE PROVIDED AFTER COMPLETION.

6. PUBLIC CONVENIENCES AND SAFETY

MATERIALS STORED ABOUT THE WORK SITE SHALL BE SO PLACED AND THE
WORK SHALL AT ALL TIMES BE SO CONDUCTED AS TO CAUSE NO GREATER
OBSTRUCTION TO THE TRAVELING PUBLIC THAN IS CONSIDERED NECESSARY
BY THE OWNER. THE SIDEWALKS, AND DRIVEWAYS SHALL BE KEPT OPEN TO
ALLOW FOR THE FREE PASSAGE OF VEHICLES AND PEDESTRIANS, PROVIDED
THAT, WHERE THE BRIDGING IS IMPRACTICAL OR UNNECESSARY, THE
CONTRACTOR MAY MAKE ARRANGEMENTS SATISFACTORY TO THE OWNER
AND/OR THE OKLAHOMA DEPARTMENT OF TRANSPORTATION (ODOT) FOR THE
DIVERSION OF TRAFFIC AND SHALL, AT HIS OWN EXPENSE, PROVIDE ALL
MATERIALS AND PERFORM WORK NECESSARY FOR THE CONSTRUCTION AND
MAINTENANCE OF ROADWAYS AND BRIDGES FOR THE DIVERSION OF TRAFFIC.
THE CONTRACTOR SHALL NOTIFY THE OKLAHOMA DEPARTMENT OF
TRANSPORTATION (ODOT) WHEN ANY STREET IS CLOSED OR OBSTRUCTED
AND SHALL KEEP ANY STREET IN CONDITION FOR UNOBSTRUCTED USE OF
FIRE APPARATUS.

7. PROTECTION AND RESTORATION OF PROPERTY

THE CONTRACTOR SHALL NOT ENTER UPON PRIVATE PROPERTY FOR ANY
PURPOSE WITHOUT FIRST OBTAINING PERMISSION AND HE SHALL BE
RESPONSIBLE FOR THE PRESERVATION OF AND SHALL USE EVERY
PRECAUTION NECESSARY TO PREVENT DAMAGE TO ALL TREES, FENCES,
CULVERTS, BRIDGES, PAVEMENTS, DRIVEWAYS, SIDEWALKS, ETC. AND TO ALL
WATER, SEWER, GAS, OR ELECTRICAL LINES OR APPURTENANCES THEREOF
AND TO ALL OTHER PUBLIC OR PRIVATE PROPERTY ALONG OR ADJACENT TO
WORK. THE CONTRACTOR SHALL NOTIFY THE PROPER REPRESENTATIVES OF
ANY PUBLIC SERVICE CORPORATION, AND COMPANY, OR ANY INDIVIDUAL NOT
LESS THAN TWENTY-FOUR (24) HOURS IN ADVANCE OF ANY WORK WHICH
MIGHT DAMAGE OR INTERFERE WITH THE PREPARATION OF THEIR OR HIS
PROPERTY, ALONG OR ADJACENT TO THE WORK. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL DAMAGE OR INJURY TO PROPERTY OR ANY
CHARACTER RESULTING FROM AN ACT, OMISSION, NEGLECT, OR
MISCONDUCT IN THE MANNER OR METHOD OF EXECUTING THE WORK OR DUE
TO HIS NON-EXECUTION OF THE WORK OR AT ANY TIME DUE TO DEFECTIVE
WORK OR MATERIALS, AND SAID RESPONSIBILITY SHALL NOT BE RELEASED
UNTIL THE WORK SHALL HAVE BEEN COMPLETED AND ACCEPTED, WHEN AND
WHERE ANY DIRECT OR MISCONDUCT IN THE EXECUTION OF THE WORK OR IN
CONSEQUENCE OF THE NON-EXECUTION THEREOF, ON THE PART OF THE
CONTRACTOR, HE SHALL RESTORE AT HIS EXPENSE, SUCH PROPERTY TO A
CONDITION SIMILAR OR EQUAL TO THE EXISTING BEFORE SUCH DAMAGE OR
INJURY WAS DONE, BY REPAIRING, REBUILDING, OR OTHERWISE RESTORING
AS MAY BE DIRECTED OR HE SHALL MAKE GOOD FOR SUCH DAMAGE OR
INJURY IN AN ACCEPTABLE MANNER.

8. REMOVAL OF DEFECTIVE AND UNAUTHORIZED WORK

ALL WORK WHICH HAS BEEN REJECTED OR CONDEMNED SHALL BE REPAIRED
OR IF IT CANNOT BE SATISFACTORILY REPAIRED, IT SHALL BE REMOVED AND
REPLACED AT THE CONTRACTOR'S EXPENSE. DEFECTIVE MATERIALS SHALL
BE REMOVED IMMEDIATELY FROM THE SITE OF THE WORK.

WORK DONE WITHOUT LINES AND GRADES HAVING BEEN GIVEN, WORK DONE
BEYOND THE LINES OR NOT IN CONFORMITY WITH GRADES SHOWN ON THE
PLANS OR AS GIVEN, SAVE AS HEREIN PROVIDED, WORK DONE WITHOUT
PROPER INSPECTION, OR ANY EXTRA OR UNCLASSIFIED WORK DONE
WITHOUT WRITTEN AUTHORITY AND PRIOR AGREEMENT IN WRITING AS TO
PRICES, WILL BE DONE AT THE CONTRACTOR'S RISK AND WILL BE
CONSIDERED UNAUTHORIZED, AND, AT THE OPTION OF THE OWNER, MAY NOT
BE MEASURED AND PAID FOR AND MAY BE ORDERED REMOVED AT THE
CONTRACTOR'S EXPENSE.

UPON FAILURE OF THE CONTRACTOR TO SATISFACTORILY REPAIR OR TO
REMOVE AND REPLACE, IF SO DIRECTED, ANY REJECTED, UNAUTHORIZED, OR
CONDEMNED WORK OR MATERIALS IMMEDIATELY AFTER RECEIVING NOTICE
FROM THE OWNER, THE OWNER SHALL, AFTER GIVING WRITTEN NOTICE TO
THE CONTRACTOR, HAVE THE AUTHORITY TO CAUSE DEFECTIVE WORK TO BE
REMEDIED AND REPLACED AND TO DEDUCT THE COST THEREOF FROM ANY
COMPENSATION DUE OR TO BECOME DUE THE CONTRACTOR. IF THE OWNER
AND A/E DEEM IT NOT EXPEDIENT TO CORRECT THE WORK DAMAGED OR
DONE NOT IN ACCORDANCE WITH THE CONTRACT, AN EQUITABLE DEDUCTION
FROM THE CONTRACT PRICE SHALL BE MADE THEREOF.

9. CLEARING AND GRUBBING

THE CONTRACTOR SHALL USE EVERY PRECAUTION NECESSARY TO PREVENT
DAMAGE TO ALL TREES, SHRUBS, FENCES, DRIVEWAYS, ETC., ADJACENT TO
THE LINE OF CONSTRUCTION.

EXCEPT IN AREAS TO BE CLEARED, DO NOT REMOVE, CUT, DEFACE, INJURE,
OR DESTROY TREES OR SHRUBS WITHOUT THE OWNER'S PERMISSION. DO
NOT FASTEN OR ATTACH ROPES, CABLES, OR GUYS TO EXISTING NEARBY
TREES FOR ANCHORAGES UNLESS AUTHORIZED BY THE OWNER. WHERE
SUCH USE OF ATTACHED ROPES, CABLES, OR GUYS IS AUTHORIZED, THE
CONTRACTOR WILL BE RESPONSIBLE FOR ANY RESULTANT DAMAGE.

10.  EXCAVATION

EXCAVATION AND TRENCHING WORK SHALL INCLUDE REMOVAL AND
SUBSEQUENT HANDLING OF ALL MATERIALS EXCAVATED OR OTHERWISE
REMOVED IN PERFORMANCE OF THE CONTRACT WORK, REGARDLESS OF THE
TYPE, CHARACTER, COMPOSITION OR CONDITION THEREOF.

EXCAVATION WORK SHALL BE PERFORMED IN A SAFE AND PROPER MANNER
WITH SUITABLE PRECAUTIONS BEING TAKEN AGAINST ALL HAZARDS.
EXCAVATIONS SHALL PROVIDE ADEQUATE WORKING SPACE AND
CLEARANCES FOR THE WORK TO BE PERFORMED THEREIN.

EXCAVATED MATERIAL REQUIRED TO BE USED FOR BACKFILL MAY BE
DEPOSITED BY THE CONTRACTOR IN STORAGE PILES AT POINTS CONVENIENT
FOR RE-HANDLING OF THE MATERIAL DURING THE BACK FILLING OPERATIONS.

EXCAVATED MATERIAL REQUIRED TO BE WASTED SHALL BE DISPOSED OF BY
THE CONTRACTOR, AND THE DISPOSAL SHALL BE IN SUCH MANNER AS NOT
TO OBSTRUCT THE DRAINAGE OR OTHERWISE IMPAIR THE EFFICIENCY OR
APPEARANCE OF ANY PART OF THE WORK. THE CONTRACTOR SHALL
EXERCISE PROPER PRECAUTIONS WHEN DISPOSING OF THE EXCAVATED
MATERIAL OFF SITE, SUCH AS FLAG MEN, WARNING SIGNS, ETC. FOR THE
PROTECTION OF PERSONS AND PROPERTY AND SHALL BE RESPONSIBLE FOR
ALL DAMAGES RELATED THEREIN.

11, UTILITY LINES

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATION OF ALL
UTILITIES, WHETHER PRIVATE OR PUBLIC, PRIOR TO EXCAVATING. THE
INFORMATION AND DATA SHOWN WITH RESPECT TO THE EXISTING
UNDERGROUND FACILITIES AT OR ADJACENT TO THE SITE IS APPROXIMATED
AND BASED ON INFORMATION AND DATA FURNISHED BY THE TOPOGRAPHIC
SURVEY. THE A/E SHALL NOT BE RESPONSIBLE FOR THE ACCURACY OR
COMPLETENESS OF ANY SUCH INFORMATION OR DATA, AND, THE
CONTRACTOR SHALL HAVE FULL RESPONSIBILITY FOR REVIEWING AND
CHECKING ALL INFORMATION OR DATA, FOR LOCATING ALL UNDERGROUND
FACILITIES DURING CONSTRUCTION, FOR THE SAFETY AND PROTECTION
THEREOF, AND REPAIRING ANY DAMAGE THERETO RESULTING FROM THE
WORK, THE COST OF ALL WHICH WILL BE CONSIDERED AS HAVING BEEN
INCLUDED IN THE CONTRACT PRICE. CONTRACTOR SHALL VERIFY LOCATION
AND ELEVATION OF EXISTING UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL NOTIFY ANY AFFECTED UTILITY COMPANIES OR
AGENCIES AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION. PRIOR
TO EXCAVATION CALL "OKIE" PIPE LINE LOCATORS AT 840-5032 OR (800)
522-6543.

12.  DRAINAGE

WHEN EXISTING SEWERS, DRAINS, OR DITCHES ARE BLOCKED, CUT, OPENED,
OR REMOVED IN THE COURSE OF THE WORK, THE CONTRACTOR SHALL
PROVIDE AND MAINTAIN TEMPORARY OUTLETS AND CONNECTIONS. HE SHALL
PROVIDE FOR DISPOSAL OF ALL SEWAGE OR DRAINAGE UNTIL THE
PERMANENT FACILITIES HAVE BEEN RESTORED AND HE SHALL PROVIDE AND
MAINTAIN ANY PUMPS, DIVERSIONS, PIPING, CONTAINERS, AND OTHER
FACILITIES REQUIRED FOR THIS PURPOSE.

13.  REMOVAL OF EXISTING STRUCTURES

MATERIALS WHICH ARE NOT DEEMED SALVAGEABLE BY THE OWNER SHALL
BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE REMOVED TO A
SUITABLE LOCATION OFF OF THE SITE AND DISPOSED OF BY THE
CONTRACTOR IN A MANNER SATISFACTORY TO LOCAL AND STATE LAWS AND
REGULATIONS.

14.  SHEETING, SHORING AND BRACING

THE CONTRACTOR SHALL PROVIDE ADEQUATE SHEETING, SHORING,
BRACING, AND OTHER MEASURES TO PREVENT SLIDES, CAVE-INS,
SETTLEMENT, DAMAGE TO EXISTING STRUCTURES, DAMAGE TO THE WORK,
AND HAZARDS TO PERSONNEL, AND TO COMPLY WITH ALL EXISTING SAFETY
LAWS AND REGULATIONS.

15.  REMOVAL OF PAVING, DRIVEWAYS, ETC.

PAVEMENT AND SLABS, INCLUDING AGGREGATE BASE, NOT DESIGNATED TO
BE RECYCLED BY THE OWNER SHALL BECOME THE PROPERTY OF THE
CONTRACTOR AND SHALL BE REMOVED TO A SUITABLE LOCATION OFF OF
THE SITE AND DISPOSED OF BY THE CONTRACTOR IN A MANNER
SATISFACTORY TO LOCAL AND STATE LAWS AND REGULATIONS.

16.  GRADING AND LEVELING

SPOT ELEVATIONS ARE TO TOP OF CURB AT BACK OF CURB UNLESS
OTHERWISE NOTED.

DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.
STRAIGHT GRADE BETWEEN SPOT ELEVATIONS.

TO THE MAXIMUM EXTENT POSSIBLE, EXCESS EARTH OBTAINED FROM THE
STRUCTURE AND TRENCH EXCAVATION SHALL BE USED FOR LEVELING AND
GRADING IN AREAS DESIGNATED ON THE PLANS.

TO ALLEVIATE DUST CONDITIONS DURING GRADING OPERATIONS, THE
CONTRACTOR SHALL SPRINKLE GRADING AT INTERVALS NECESSARY TO
PREVENT DUSTING.

AFTER COMPLETION OF THE FINISHED WORK, THE CONTRACTOR SHALL
REMOVE ALL EXCESS MATERIAL AND SHALL GRADE THE AREA AS REQUIRED.
THE FINAL GRADE SHALL BE DRESSED TO SMOOTH, EVEN CONTOURS TO
PROVIDE SATISFACTORY DRAINAGE.

17.  RESTORATION

ALL AREAS DISTURBED DURING THE COURSE OF CONSTRUCTION SHALL BE
RESTORED IN ACCORDANCE WITH THE LANDSCAPE PLANS. ANY DISTURBED
AREAS OUTSIDE THE LIMITS OF THE LANDSCAPING SHALL BE RESTORED IN
LIKE MANNER TO THE SATISFACTION OF THE OWNER.

18.  TRAFFIC CONTROL DEVICES

THE CONTRACTOR IS RESPONSIBLE FOR THE REPLACEMENT/REPAIR OF ALL
TRAFFIC CONTROL DEVICES AND APPURTENANCES DAMAGED OR DISTURBED
DUE TO CONSTRUCTION.

19. STORM WATER PERMIT

AN OKR10 PERMIT FROM THE OKLAHOMA DEPARTMENT OF ENVIRONMENTAL
QUALITY IS REQUIRED BEFORE ANY LAND DISTURBING ACTIVITIES CAN BEGIN.
CONTRACTOR SHALL CONFORM TO ALL BEST MANAGEMENT PRACTICES
(BMP'S) GIVEN IN THE OKLAHOMA DEPARTMENT OF TRANSPORTATION (ODOT)
BEST MANAGEMENT PRACTICES MANUAL.

THE PROJECT HAS BEEN DESIGNED TO PROVIDE POSITIVE
POST-CONSTRUCTION CONTROL OF THE EXCESS STORM WATER GENERATED
ON THE SITE THROUGH THE USE OF TRENCH DRAINS, PIPING AND OUTLETS
TO THE RECEIVING STREAM. EROSION AND SEDIMENT CONTROL MEASURES
MUST BE IMPLEMENTED BY THE CONTRACTOR TO PROVIDE TEMPORARY
STORM WATER CONTROLS. DURING THE COURSE OF CONSTRUCTION, THE
CONTRACTOR WILL INSTALL AND MAINTAIN STORM WATER CONTROLS
DURING CONSTRUCTION SEQUENCING TO PROVIDE THE MAXIMUM
MANAGEMENT OF STORM WATER FOR A PROJECT OF THIS NATURE.

THE PROJECT HAS ALSO BEEN DESIGNED TO MINIMIZE ADVERSE OFF-SITE
AFFECTS OF SOIL EROSION AND RESULTING SEDIMENT LOSS THROUGH THE
USE OF PROPER CONSTRUCTION TECHNIQUES. THE CONTRACTOR SHALL
INSTALL BOTH TEMPORARY AND PERMANENT STORM WATER MANAGEMENT
PRACTICES. ALL SOIL DISTURBING ACTIVITIES PERFORMED BY THE
CONTRACTOR WILL BE ACCOMPLISHED IN SUCH A MANNER AS TO PREVENT
THE LOSS OF SEDIMENT FROM THE CONSTRUCTION SITE DURING RAINFALL
EVENTS.

20. MATERIALS AND SPECIFICATIONS

ALL CONSTRUCTION, MATERIALS AND SPECIFICATIONS SHALL BE IN
ACCORDANCE WITH THE OKLAHOMA DEPARTMENT OF TRANSPORTATION
(ODOT) AND OKLAHOMA DEPARTMENT OF ENVIRONMENTAL QUALITY (ODEQ)
STANDARDS AND SPECIFICATIONS.
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DESCRIPTION

BENCHMARK / MONUMENT
CONTROL POINT

BORE LOCATION

IRON PIN

SPOT ELEVATION
SIGN

TREE, DECIDUOUS

TREE, CONIFEROUS

BUSH / SHRUB

BOLLARD

FLAGPOLE

AREA INLET

CURB INLET

HEADWALL

STORM DRAIN MANHOLE

FIRE HYDRANT

FIRE DEPARTMENT CONNECTION
WATER WELL

WATER VALVE

WATER VAULT

WATER METER

POST INDICATOR VALVE
YARD HYDRANT

SANITARY SEWER CLEANOUT

SANITARY SEWER MANHOLE
MAIL BOX

UTILITY POLE

LIGHT POLE

GUY WIRE ANCHOR

ELECTRIC VAULT

ELECTRIC MANHOLE

TELEPHONE RISER

TELEPHONE VAULT

TELEPHONE MANHOLE

ELECTRIC PULLBOX

TRAFFIC SIGNAL CONTROLLER CASE
TRAFFIC LIGHT

COMMUNICATIONS VAULT
COMMUNICATIONS MANHOLE

GAS VALVE

GAS RISER

GAS VAULT

GAS METER

CONTOUR (MAJOR)

CONTOUR (MINOR)

FENCE, BARBED WIRE OR CHAIN LINK
FENCE, WOODEN

FENCE, MASONRY

BUILDING OUTLINE

CONSTRUCTION LIMITS / PROJECT LIMIT LINE

CENTERLINE

PROPERTY LINE

STORM DRAIN LINE

DOMESTIC WATER LINE

FIRE WATER LINE

SANITARY SEWER LINE

SANITARY SEWER FORCE MAIN
OVERHEAD ELECTRIC LINE
UNDERGROUND ELECTRIC LINE
OVERHEAD COMMUNICATIONS LINE

UNDERGROUND COMMUNICATIONS LINE

GAS LINE
FUEL LINE
CHILLED WATER LINE

NOTE: NOT ALL ABBREVIATIONS AND SYMBOLS ARE USED ON THIS PROJECT.

ABBREVIATIONS & SYMBOLS
AC ASPHALTIC CONCRETE
ADDL ADDITIONAL

APPROX APPROXIMATE

ASPH ASPHALT

B-B BACK TO BACK

BC BACK OF CURB

BLDG BUILDING

c-C CENTER TO CENTER

cL CENTER LINE

CLR CLEARANCE

cMuU CONCRETE MASONRY UNIT
co CLEANOUT

CONC CONCRETE

CONST CONSTRUCT

CONT CONTINUOUS

cYy CUBIC YARDS

DES DESIGN

a DIAMETER

DIA DIAMETER

DIP DUCTILE IRON PIPE

bDw DOMESTIC WATER

ELEC ELECTRIC

ELEV ELEVATION

EXIST EXISTING

EXP EXPANSION

FC FACE OF CURB

FDC FIRE DEPARTMENT CONNECTION
F-F FACE TO FACE

FFE FINISH FLOOR ELEVATION
FH FIRE HYDRANT

FG FINISH GRADE

FL FLOWLINE

HDPE HIGH DENSITY POLYETHYLENE
HORIZ HORIZONTAL

HT HEIGHT

IN INCH

LBS POUNDS

LF LINEAR FEET

MATL MATERIAL

MAX MAXIMUM

MH MANHOLE

MIN MINIMUM

NIC NOT IN CONTRACT

NTS NOT TO SCALE

oc ON CENTER

OCEW ON CENTER EACH WAY
oD OUTSIDE DIAMETER

oD OUTSIDE DIMENSION

PC PORTLAND CEMENT

PCC PORTLAND CEMENT CONCRETE
PERIM PERIMETER

PG PROFILE GRADE

PIV POST INDICATOR VALVE
PL PROPERTY LINE

PVC POLYVINYL CHLORIDE
PVMT PAVEMENT

RW RIGHT OF WAY

RCP REINFORCED CONCRETE PIPE
REINF REINFORCEMENT

REQD REQUIRED

SAN SANITARY

SCHED SCHEDULE

sD STORM DRAIN

SF SQUARE FEET

SIM SIMILAR

SQIN SQUARE INCH

ss SANITARY SEWER

SLS SINGLE LONG SERVICE
8ss SINGLE SHORT SERVICE
STA STATION

STD STANDARD

STR STRUCTURE

sSw SIDEWALK

TG TOP OF GRATE

TR TOP OF RIM

TC TOP OF CURB

Ts TOP OF SURFACE

TYP TYPICAL

uUGc UNDERGROUND COMMUNICATIONS
UGE UNDERGROUND ELECTRIC
VAR VARIES

VERT VERTICAL

WTR WATER

wv WATER VALVE

XFMR TRANSFORMER
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GENERAL NOTES IMPORTANT NOTE

A. REFER TO SHEET V-101 FOR BASIS OF VERTICAL AND HORIZONTAL CONTROL CONSTRUCTION FENCE SHALL BE PLACED ALONG THE PROJECT LIMIT LINE EXCEPT CONTRACTOR MUST VERIFY LOCATION AND DEPTH OF
WHERE SHOWN OTHERWISE ON THIS PLAN. AREAS OUTSIDE THE CONSTRUCTION ALL UTILITIES PRIOR TO ANY EXCAVATION ACTIVITIES,

B. REFER TO SHEET C-101 FOR ADDITIONAL NOTES AND REQUIREMENTS FENCE BUT INSIDE THE PROJECT LIMIT LINE SHALL BE COORDINATED IN CONTRACTOR MUST VERIFY UTILITIES HAVE BEEN

C. DIMENSIONS SHOWN ARE TO FACE OF CURB/EDGE OF PAVEMENT UNLESS CONSTRUCTION PHASING SO AS TO MINIMIZE DISRUPTION OF TRAFFIC AND TAKEN OUT OF SERVICE BEFORE REMOVAL OR

OTHERWISE NOTED. PEDESTRIAN ACCESS. WORK AREAS SHOWN OUTSIDE THE LIMITS OF CONSTRUCTION RELOCATION,
D. THE DEMOLITION PLAN IS INTENDED TO SERVE AS AN AID TO VISUALIZE THE FENCE SHOWN ON THIS PLAN SHALL BE PROTECTED BY CONSTRUCTION FENCE

APPROXIMATE EXTENT OF THE DEMOLITION WORK. DEMOLITION WORK IN THIS
CONTRACT INCLUDES ALL EXISTING OBJECTS, MATERIALS, OR FEATURES, ETC, THAT
MUST BE REMOVED TO CONSTRUCT NEW WORK.

CONTRACTOR SHALL EXERCISE CARE TO AVOID DAMAGE TO EXISTING PAVEMENT TO
REMAIN. ANY DAMAGE TO EXISTING PAVEMENT TO REMAIN SHALL BE REPAIRED TO
THE OWNER'S SATISFACTION AT THE CONTRACTOR'S EXPENSE.

UTILITY LINES ARE FROM THE TOPOGRAPHICAL SURVEY. REFER TO SHEET V-101 FOR
"UTILITY WARNING". THE CONTRACTOR SHALL FIELD-VERIFY THE LOCATION AND
DEPTHS OF ALL UTILITIES. CARE SHALL BE EXERCISED TO AVOID DAMAGE TO
EXISTING UTILITY LINES AND PREVENT LOSS OF SERVICE TO ADJACENT FACILITIES.
ANY DAMAGE TO EXISTING UTILITIES HALL BE REPAIRED TO THE OWNER'S
SATISFACTION AT THE CONTRACTORS EXPENSE.

DURING THOSE TIMES WHEN WORK IS TAKING PLACE IN THE AFFECTED AREAS.

THE CONTRACTOR SHALL PHASE AND COORDINATE THE WORK SO AS TO MINIMIZE
THE DISRUPTION OF TRAFFIC AND PEDESTRIAN ACCESS TO ADJACENT FACILITIES.

ENTRANCE DESIGNED BY CEC.
SEE: TO-4 DUCK CREEK SMOKE
SHOP DRIVE, DATED 05/06/2020

FOR DEMOLITION AND
CONSTRUCTION INFORMATION

PROJECT

REMOVE EXISTING LIMIT LINE

GRAVEL ENTRANCE

REMOVE 12x12'

REMOVE EXISTING CONC CONC PAD

RETAINING WALL

REMOVE GRAVEL AND GRAVEL
PILE FOR NEW CONC PAVEMENT

SAW CUT FULL DEPTH WHERE
NEW CONC PAVEMENT WILL MEET
EXISTING ASPHALT

REMOVE #20 LF
OF FENCE

EXISTING
ASPHALT

1

1

1

PROJECT |
LIMIT LINE \

SAW CUT FULL DEPTH WHERE
NEW CONC PAVEMENT WILL MEET
EXISTING ASPHALT

REMOVE GRAVEL FOR
NEW CONC PAVEMENT

DEMOLITIION PLAN

1" =2

Q¢

LOCATE AND REMOVE ANY EXISTING
IRRIGATION SYSTEM ASSOCIATED WITH
THE SEWAGE DISPOSAL SYSTEM
CONSTRUCTED FOR THE SMOKE SHOP.
OWNER WILL BE RESPONSIBLE FOR
RELOCATING THE IRRIGATION SYSTEM.

(4] 10

20 40
Scale: 1" = 20"
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ENTRANCE DESIGNED BY CEC. |
SEE: TO-4 DUCK CREEK SMOKE
SHOP DRIVE, DATED 05/06/2020
FOR DEMOLITION AND
CONSTRUCTION INFORMATION
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FORCE MAIN SEWER
BY OTHERS. SEE
LAGOON PLANS BY
SEARCH, LLC.
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GENERAL NOTES

m

-

T

-

A

B.

C.

D.

=

K.

L.

N.

REFER TO SHEET V-101 FOR BASIS OF VERTICAL AND
HORIZONTAL CONTROL

REFER TO SHEET C-101 FOR ADDITIONAL NOTES AND
REQUIREMENTS

DIMENSIONS SHOWN ARE TO FACE OF CURB/EDGE OF
PAVEMENT UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL EXERCISE CARE TO AVOID
DAMAGE TO EXISTING PAVEMENT TO REMAIN. ANY
DAMAGE TO EXISTING PAVEMENT TO REMAIN SHALL
BE REPAIRED TO THE OWNER'S SATISFACTION AT
THE CONTRACTOR'S EXPENSE.

. CONSTRUCTION FENCE SHALL BE PLACED ALONG THE

PROJECT LIMIT LINE EXCEPT WHERE SHOWN
OTHERWISE ON THIS PLAN. AREAS OUTSIDE THE
CONSTRUCTION FENCE BUT INSIDE THE PROJECT
LIMIT LINE SHALL BE COORDINATED IN
CONSTRUCTION PHASING SO AS TO MINIMIZE
DISRUPTION OF TRAFFIC AND PEDESTRIAN ACCESS.
WORK AREAS SHOWN OUTSIDE THE LIMITS OF
CONSTRUCTION FENCE SHOWN ON THIS PLAN SHALL
BE PROTECTED BY CONSTRUCTION FENCE DURING
THOSE TIMES WHEN WORK IS TAKING PLACE IN THE
AFFECTED AREAS.

. THE CONTRACTOR SHALL PHASE AND COORDINATE

THE WORK SO AS TO MINIMIZE THE DISRUPTION OF
TRAFFIC AND PEDESTRIAN ACCESS TO ADJACENT
FACILITIES.

G.EXISTING UNDERGROUND UTILITY LINES SHOWN

HERE ARE FROM THE TOPOGRAPHICAL SURVEY AND
MAY  REPRESENT INFORMATION FROM ATLAS
DRAWINGS AND OTHER INFORMATION. THE
CONTRACTOR SHALL FIELD-VERIFY THE LOCATION
AND DEPTHS OF ALL UTILITIES. CARE SHALL BE
EXERCISED TO AVOID DAMAGE TO EXISTING UTILITY
LINES AND PREVENT LOSS OF SERVICE TO ADJACENT
FACILITIES. ANY DAMAGE TO EXISTING UTILITIES
SHALL BE REPAIRED TO THE OWNER'S SATISFACTION
AT THE CONTRACTOR'S EXPENSE.

.CONTRACTOR ~SHALL  PROTECT ALL EXISTING

UTILITIES THAT PASS THROUGH THE PROJECT SITE.
THESE UTILITIES ARE ACTIVE AND THEY SHALL NOT
BE DISRUPTED. ANY DAMAGE TO EXISTING UTILITIES
SHALL BE REPAIRED TO THE SATISFACTION OF THE
UTILITY OWNER AT THE CONTRACTOR'S EXPENSE

. FOR ALL WATER LINES, MINIMUM COVER IS 48",

ALL MATERIALS, CONSTRUCTION, AND INSPECTION
FOR WATER AND SANITARY SEWER LINES SHALL BE
PER  THE  OKLAHOMA  DEPARTMENT  OF
ENVIRONMENTAL ~ QUALITY (ODEQ) ~ STANDARD
SPECIFICATIONS AND REQUIREMENTS.

ROCK BACKFILL SHALL BE PLACED IN ALL UTILITY
TRENCHES UP TO GROUND LEVEL WHERE LINES
CROSS UNDER PROPOSED OR EXISTING PAVING.

ALL NECESSARY INSPECTIONS AND/OR
CERTIFICATIONS REQUIRED BY CODES AND/OR
UTILITY COMPANIES SHALL BE PERFORMED PRIOR TO
ANNOUNCED BUILDING POSSESSION AND THE FINAL
CONNECTION OF SERVICE,

M.GENERAL CONTRACTOR IS TO COORDINATE WITH

APPROPRIATE ~ UTILITY COMPANIES PRIOR TO
CONSTRUCTION, ADJUSTMENT, OR RELOCATION OF
EXISTING UTILITIES.

CONTRACTOR ~ SHALL  NOTIFY  THE  UTILITY
AUTHORITIES' INSPECTORS 72 HOURS BEFORE
CONNECTING TO ANY EXISTING FACILITIES.
CONTRACTOR SHALL COORDINATE AND SCHEDULE
TIE-INS/CONNECTIONS WITH ALL UTILITY
COMPANIES.

O SHEET KEYNOTES

1

2.
3.
4.
5.
6.

+685 LF OF 2" DOMESTIC WATER LINE TO BE
INSTALLED. RE: 8/C-501 FOR TRENCHING DETAIL.

GRAVEL SURFACE. RE: 12/C-502.

HEAVY-DUTY CONCRETE PAVEMENT. RE: 1/C-501.
CONCRETE SIDEWALK. RE: 3/C-501.

PROPANE TANK FARM. RE: 13/C-502 FOR PAD DETAIL.
6' CHAINLINK FENCE. RE: 14/C-502.

1" = 60"

@ T\OVERALL SITE PLAN

Point Table
Point # Description Northing Easting Elevation
1 CP 1/SET 1/2IN IP W/CAP | 300,031.9557 | 2,557,034.4857 728.55
2 BM 2/ SET 1/2IN IP W/CAP | 300,689.3949 | 2,557,021.3537 | 734.94
3 BM 3/SET X-CUT IN DRIVE | 299,980.7256 | 2,557,283.8577 | 727.91

(] 30 60 120
e
Scale: 1" = 60"
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GENERAL NOTES

**IMPORTANT NOTE**

5
O SHEET KEYNOTES

A. REFER TO SHEET V-101 FOR BASIS OF VERTICAL AND HORIZONTAL CONTROL
B. REFER TO SHEET C-101 FOR ADDITIONAL NOTES AND REQUIREMENTS

C. DIMENSIONS SHOWN ARE TO FACE OF CURB/EDGE OF PAVEMENT UNLESS
OTHERWISE NOTED.

D. CONTRACTOR SHALL EXERCISE CARE TO AVOID DAMAGE TO EXISTING PAVEMENT TO
REMAIN. ANY DAMAGE TO EXISTING PAVEMENT TO REMAIN SHALL BE REPAIRED TO
THE OWNER'S SATISFACTION AT THE CONTRACTOR'S EXPENSE.

E. CONSTRUCTION FENCE SHALL BE PLACED ALONG THE PROJECT LIMIT LINE EXCEPT
WHERE SHOWN OTHERWISE ON THIS PLAN. AREAS OUTSIDE THE CONSTRUCTION
FENCE BUT INSIDE THE PROJECT LIMIT LINE SHALL BE COORDINATED IN
CONSTRUCTION PHASING SO AS TO MINIMIZE DISRUPTION OF TRAFFIC AND
PEDESTRIAN ACCESS. WORK AREAS SHOWN OUTSIDE THE LIMITS OF CONSTRUCTION
FENCE SHOWN ON THIS PLAN SHALL BE PROTECTED BY CONSTRUCTION FENCE
DURING THOSE TIMES WHEN WORK IS TAKING PLACE IN THE AFFECTED AREAS.

F. THE CONTRACTOR SHALL PHASE AND COORDINATE THE WORK SO AS TO MINIMIZE
THE DISRUPTION OF TRAFFIC AND PEDESTRIAN ACCESS TO ADJACENT FACILITIES.

G. FOR CLARITY, JOINTING IS NOT SHOWN ON THIS PLAN. REFER TO SHEET CP101 FOR
JOINT LAYOUT PLAN.

H.  FOR CLARITY, UTILITIES ARE NOT SHOWN ON THIS PLAN. REFER TO SHEET CS100
FOR UTILITY LAYOUT PLAN.

I ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH ADA REQUIREMENTS FOR
ACCESS.

J. WHERE CURB ABUTS SIDEWALK REFER TO DETAIL 4/C-501.

CONTRACTOR MUST VERIFY LOCATION AND DEPTH OF
ALL UTILITIES PRIOR TO ANY EXCAVATION ACTIVITIES.
CONTRACTOR MUST VERIFY UTILITIES HAVE BEEN
TAKEN OUT OF SERVICE BEFORE REMOVAL OR
RELOCATION.

1. CURB HEIGHT VARIES. SEE SHEET CG101.1 FOR
SPOT ELEVATIONS ALONG CURB.

CURB TERMINAL. RE: 5/C-501.
BOLLARD. RE: 7/C-501.

ADA ACCESSIBLE RAMP. RE: 14/C-501.
CONCRETE STOOP. RE: 6/C-501.

ADA PARKING STALL. RE: 9/C-501.

EQUIPMENT PAD FOR PROPANE TANKS.
RE: 13/C-502.

CONCRETE CURB. RE: 2/C-501.
9. 6 CHAINLINK FENCE. RE: 14/C-502.

N v WS

I

ENTRANCE DESIGNED BY CEC.
SEE: TO-4 DUCK CREEK SMOKE
SHOP DRIVE, DATED 05/06/2020
FOR DEMOLITION AND

CONSTRUCTION INFORMATION
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BUILDING PAD PREPARATION | PAVEMENT PREPARATION

*%x *%k
GENERAL NOTES IMPORTANT NOTE PAVEMENT PREPARATION
A. REFER TO SHEET V-101 FOR BASIS OF VERTICAL AND HORIZONTAL CONTROL A. EXCAVATE EXISTING SOIL BELOW BUILDING PAD TO A MAX | A. EXCAVATE EXISTING SOIL TO A DEPTH OF 24" BELOW | CONTRACTOR MUST VERIFY LOCATION AND DEPTH OF | 1. 8" DUCTILE IRON PIPE AT MINIMUM 0.5% SLOPE. RE: 11/C-501.
B. REFER TO SHEET C-101 FOR ADDITIONAL NOTES AND REQUIREMENTS ELEVATION OF 731.00. FINISHED PAVEMENT ELEVATION. T o T N e e | 2. 4" DUCTILE IRON PIPE AT MINIMUM 0.5% SLOPE. RE: 11/C-501.
C. CONTOURS REPRESENT FINISH SURFACE. CONTRACTOR SHALL MAKE ALLOWANCES FOR TOPSOIL AND | B+ SCARIFY EXPOSED SUBGRADE TO A DEPTH OF 8" AND | B. SCARIFY EXPOSED SUBGRADE TO A DEPTH OF 8" AND | AN OUT OF SERVICE BEFORE REMOVAL OR | 3. 6" HDPE PIPE AT MINIMUM 0.5% SLOPE. RE: SIM. 11
. - RECOMPACT. RECOMPACT. - -5% - RE: SIM. 11/C-501.
PAVEMENTS. SOD OR SEED TOPSOIL IN DISTURBED AREAS UPON COMPLETION OF GRADING OPERATIONS. RELOCATION.
C. PLACE AND COMPACT STRUCTURAL FILL TO A MINIMUM | C. PLACE AND COMPACT 12" OF STRUCTURAL FILL BELOW
D. SCALE CONTOURS IN ALL GRASS AREAS. ELEVATION OF 733.10 BELOW THE BUILDING PAD. PAVEMENT AGGREGATE BASE.
E.  STRAIGHT GRADE BETWEEN SPOT ELEVATIONS IN ALL PAVED AREAS. D. COMPACT IN ACCORDANCE WITH THE SPECIFICATIONS | D. COMPACT IN ACCORDANCE WITH THE SPECIFICATIONS
F.  SPOT ELEVATIONS NOTED AS “BC” ARE AT THE TOP OF THE BACK OF CURB (RE: 2/C-501). SPOT ELEVATIONS PROVIDED. PROVIDED.
NOTED AS "FC" ARE AT THE BOTTOM OF THE FACE OF CURB (RE: 2/C-501). SPOT ELEVATIONS NOTED AS "EP" | ' ¢ eryCTURAL FILL MATERIAL MAY BE AVAILABLE AT THE | E. STRUCTURAL FILL MATERIAL MAY BE AVAILABLE AT THE
ARE AT THE TOP OF THE PAVING AT THE EDGE OF PAVEMENT. SPOT ELEVATIONS NOTED AS “TS” ARE AT THE
SOt LAGOON SITE AS INDICATED IN THE GEOTECHNICAL REPORT LAGOON SITE AS INDICATED IN THE GEOTECHNICAL REPORT
TOP OF THE FINISH SURFACE, SPOT ELEVATIONS NOTED AS "TP” ARE AT THE TOP OF FINISHED PAVING. PROVIDED BY BUILDING & EARTH, DATED SEPTEMBER 21, PROVIDED BY BUILDING & EARTH, DATED SEPTEMBER 21
SPOT ELEVATIONS NOTED AS “FL” ARE AT THE FLOWLINE OF THE DRAINAGE STRUCTURE. SPOT ELEVATIONS : ' A : g
NOTED AS “TG" OR “TR" ARE AT THE TOP OF GRATE OR RIM OF THE STRUCTURE. -
G. REMOVE AND STOCKPILE 8” OF TOPSOIL FROM DISTURBED AREAS PRIOR TO BEGINNING GRADING
OPERATIONS. STORE TOPSOIL THUS REMOVED OUTSIDE DISTURBED AREAS IN STABLE, WELL-DRAINED
STOCKPILES AND COVER AS NEEDED TO PREVENT DUST. STOCKPILES SHOULD BE PROTECTED BY
APPROPRIATE EROSION CONTROL MEASURES TO PREVENT STOCKPILED TOPSOIL ENTERING STORM WATER
RUNOFF. RESTORE STOCKPILED TOPSOIL TO UNPAVED AND UN-LANDSCAPED AREAS UPON COMPLETION OF
GRADING OPERATIONS AND SOD OR SEED DISTURBED AREAS AS SPECIFIED.
H. REMOVE AND RELOCATE ANY UNDERGROUND IRRIGATION PIPING, SPRINKLER HEADS AND CONTROL VALVES

ASSOCIATED WITH THE ONSITE SEWAGE DISPOSAL SYSTEM CONSTRUCTED FOR THE SMOKE SHOP.
FOR CLARITY, PAVEMENT JOINTS AND UTILITIES ARE NOT SHOWN ON THIS SHEET.
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GENERAL NOTES

3
JOINT LEGEND

LEGEND

A. REFER TO SHEET V-101 FOR BASIS OF VERTICAL AND HORIZONTAL CONTROL
B. REFER TO SHEET C-101 FOR ADDITIONAL NOTES AND REQUIREMENTS

C. DIMENSIONS SHOWN ARE TO FACE OF CURB/EDGE OF PAVEMENT UNLESS
OTHERWISE NOTED.

D. AT THE CONTRACTOR'S OPTION, DOWELED CONSTRUCTION JOINTS MAY BE
SUBSTITUTED FOR DOWELED EXPANSION JOINTS REFER TO NOTE E, BELOW,
REGARDING CHANGES IN THE JOINT LAYOUT.

E. CONTRACTOR MAY NOT DEVIATE FROM THE SITE JOINTING PLAN SHOWN WITHOUT
CONTACTING THE A/E AND RECEIVING APPROVAL FOR THE DEVIATION PRIOR TO
CONSTRUCTION OF THE PAVEMENT IN QUESTION. IF THE CONTRACTOR REQUESTS
A DEVIATION, SUCH A REQUEST MUST INCLUDE A DRAWING OF THE CONTRACTOR'S
PROPOSED REVISIONS TO THE SITE JOINTING PLAN AND AN EXPLANATION FOR THE
REQUESTED REVISION. THE A/E IS NOT REQUIRED TO APPROVE A REQUEST FOR
DEVIATIONS FROM THE SITE JOINTING PLAN SHOWN. SHOULD THE CONTRACTOR
DEVIATE FROM THE SITE JOINTING PLAN SHOWN WITHOUT RECEIVING A/E
APPROVAL, ANY DEVIATIONS FROM THE SITE JOINTING PLAN SHOWN SHALL BE
CORRECTED BY THE CONTRACTOR AT THEIR OWN EXPENSE.

R - FULLY REINFORCED SLAB, RE: 1/C-501.

SJ - CONTRACTION JOINT, RE: 7/C-502.

DCJ - DOWELED CONSTRUCTION JOINT, RE: 4/C-502.

TEJ4 - THICKENED EDGE JOINT, PCC TO ASPH, RE: 11/C-502.
DEJ - DOWELED EXPANSION JOINT, RE: 5/C-502.

BCJ - CONSTRUCTION TYPE BUTT JOINT, RE: 1/C-502.

STJ - SIDEWALK TOOLED JOINT, RE: 9/C-502.

SWE.J - SIDEWALK EXPANSION JOINT, RE: 10/C-502.

HEAVY DUTY CONCRETE PAVEMENT
RE: 1/C-501.

SIDEWALK
RE: 3/C-501.

GRAVEL SURFACE
RE: 12/C-502.
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REPORT OF SUBSURFACE EXPLORATION
AND GEOTECHNICAL EVALUATION
MusCOGEE CREEK NATION (MCN) - MEAT PROCESSING FACILITY
OKMULGEE, OKLAHOMA

BUILDING & EARTH PROJECT NoO.: OK200205

PREPARED FOR:
Thompson Construction, Inc.

SEPTEMBER 21, 2020

BUILDING & EARTH

Geotechnical, Environmental, and Materials Engineers





1403 South 70t East Ave

Tulsa, OK 74112
BUILDING & EARTH Ph: (u91sg) 439-9005

www.BuildingAndEarth.com

Geotechnical, Environmental, and Materials Engineers

September 21, 2020

Thompson Construction, Inc.
8141 E 74" Place
Tulsa, Oklahoma 74133

Attention: Mr. Kendall Carter

Subject: Report of Subsurface Exploration and Geotechnical Evaluation
Muscogee Creek Nation (MCN) - Meat Processing Facility
Okmulgee, Oklahoma
Building & Earth Project No: OK200205

Dear Mr. Carter:

Building & Earth Sciences, Inc. has completed the authorized subsurface exploration and
geotechnical engineering evaluation for the MCN Meat Processing Facility located in Okmulgee,
Oklahoma.

The purpose of this exploration and evaluation was to determine general subsurface conditions
at the site and to address applicable geotechnical aspects of the proposed construction and site
development. The recommendations in this report are based on a physical reconnaissance of the
site and observation and classification of samples obtained from eleven (11) test borings
conducted at the site. Confirmation of the anticipated subsurface conditions during construction
is an essential part of geotechnical services.

We appreciate the opportunity to provide consultation services for the proposed project. If you
have any questions regarding the information in this report or need any additional information,
please call us.

Respectfully Submitted,
BUILDING 8 EARTH SCIENCES, INC.
Certificate of Authorization, #3975, Expires 6/30/2022
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Subsurface Exploration and Geotechnical Evaluation,
MCN Meat Processing Facility - Okmulgee, Oklahoma
Project No: OK200205, September 21, 2020

EXECUTIVE SUMMARY

The subsurface exploration and geotechnical engineering evaluation, which is the subject
of this report, has been implemented to define the general conditions, which should be
considered in the design and site preparation specifications for the project. The following
is a summary of our recommendations and considerations to aid with design and
construction of the proposed development. Refer to subsequent sections within the
report for a detailed discussion of these topics.

= Site development considerations:

(0}

Page | 1

Initial site preparation should consist of the removal of removal of existing
trees, tree stumps, root systems, desiccated soils, grass, and topsoil.

Onsite clay soils in the proposed Meat Processing Facility will require
undercutting and replacement to reduce the maximum Potential Vertical
Rise (PVR) to levels that are tolerable for planned slabs-on-grade. The
building areas extending at least 5 feet beyond the building perimeter lines
are to be undercut as follows, depending on specified maximum PVR for
this project:

Design Recommended Minimum Lower
Maximum PVR  Plasticity Structural Fill Below
(inches) Grade Supported Slabs (feet)
~ 1 3.0
~ Ya 4.0
~ 5.5

The subgrade in building and pavement areas is to be scarified to a depth
of 8 inches, moisture conditioned to within a range of -1 to +3 percent of
the optimum moisture content, and recompacted to at least 95 percent of
the material’s standard Proctor maximum dry density.

Onsite alluvial deposits encountered in the proposed lagoon areas,
comprised of sandy lean clays (CL), appear suitable for use as lower plasticity
structural fill in proposed building and pavement areas. Supplemental
laboratory testing on bulk samples is recommended to further evaluate their
suitability for their intended use.

BUILDING & EARTH
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Subsurface Exploration and Geotechnical Evaluation,
MCN Meat Processing Facility - Okmulgee, Oklahoma
Project No: OK200205, September 21, 2020

0 Onsite residual fat clays (CH) encountered in the Meat Processing Facility

area appear suitable for use for lagoon liner construction. Supplemental
laboratory testing on remolded test specimens is recommended to further
evaluate their suitability for their intended use.

Groundwater was encountered at depths of 7 to 10 feet in the lagoon areas.
Weathered shale and sandstone with thickness of about 1.5 to 2 feet were
encountered below alluvial clay soils at depths of about 9 to 14 feet. The
alluvium and weathered rock were underlain by hard limestone and soft to
moderately hard shale at depths of about 8.5 to 15.5 feet. Auger refusal
occurred on limestone at depths ranging from 9 to 22.5 feet. Design and
construction of lagoons are to take these subsurface conditions into
consideration.

= Foundation considerations:

0 The proposed building can be supported on conventional shallow footings

bearing in new structural fill or stiff residual clays that are dimensioned using
a maximum net allowable bearing capacity of 2,500 psf.

The residual clays exhibited higher plasticity characteristics; as such, the
contractor should use caution during foundation construction as to not
allow the bearing soils to dry while exposed to the elements. Desiccated
soils will need to be undercut prior to placement of reinforcing steel and
replaced with properly compacted, approved lower plasticity structural fill.

= Pavement considerations:

Page | 2

0 Pavement sections should be supported on either lime stabilized subgrade

with a thickness of 8 inches, or a low plasticity structural fill subbase with a
thickness of 12 inches.

Consideration should be given to using rigid pavement sections for heavy
duty drives, parking, and loading areas subjected to frequent heavy tractor-
trailer truck traffic. Dowelled joints should be used for heavy duty drives
subjected to daily heavy truck traffic.

BUILDING & EARTH





Subsurface Exploration and Geotechnical Evaluation,
MCN Meat Processing Facility - Okmulgee, Oklahoma
Project No: OK200205, September 21, 2020

1.0 PROJECT & SITE DESCRIPTION

The subject site is located approximately 1,500 feet south of the intersection of E0830
Road and Highway 75, near Okmulgee, Oklahoma. General information relative to the
proposed site and the proposed development is listed in Table 1 below. Photographs
depicting the current site conditions are presented on the following pages.

Development
Item

Detail Description

Size (Ac.)® ~5

A smoke shop with asphalt pavement around the building
was noted to the west of the proposed meat processing
facility. Three (3) larger barns were noted to the south and
east of the proposed facility.

Existing Development

General Site Project area was covered in tall grass at the time of site
reconnaissance. A small creek was noted to northwest of
Vegetation the proposed lagoon area, and a pond was noted east of
the proposed facility location. Mature trees were noted
near the existing creek

Proposed facility and lagoon areas are relatively flat with

Slopes slight slopes towards the existing creek
No. of Bldgs. One (1)
Square Ft. Roughly 26,000 square feet
Stories Single Story (assumed)
Proposed Construction Concrete, tilt-up panels
Buildings Column Loads @ 50 kips (provided)
Wall Loads ™ 2 to 4 kips per linear foot (provided)
Preferred Foundation Conventional Shallow Foundation (assumed)
Preferred Slab Slab-on-Grade (assumed)
Traffic Not Provided, assumed ESAL capacities
Pavements Standard Duty 160,000 (assumed)
Heavy Duty 550,000 (assumed)
Additional . . . .
Proposed Lift Station and Lift Station: Northeast of planned meat processing facility
Construction Lagoons Proposed Lagoons: Southeast of existing creek crossing

Table 1: Project and Site Description

Page |3
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Subsurface Exploration and Geotechnical Evaluation,
MCN Meat Processing Facility - Okmulgee, Oklahoma
Project No: OK200205, September 21, 2020

Reference:

Scope of Work for Geotechnical Investigation, prepared by New Fire Native Design Group
Site Plan, prepared by Search, LLC, dated 8/5/20

Site Sketch, unnamed and undated

Table 1 Notes:

1.

If final loading conditions exceed preliminary given loads, Building & Earth Sciences should
be allowed to review the proposed structural design and its effects on our recommendations
for foundation design.

It should be noted that at the time of preparing this report, information regarding building
footprint, layout, and grading was not available. Since information on layout and final
grades was not provided, assumptions have been made for the purpose of this report.
Therefore, it will be essential for Building & Earth to review the site plan and topographic
and proposed grading plans, when they become available, and be contracted to provide
supplemental recommendations when warranted based on the new project information.

We understand the proposed construction includes multiple lagoons to the southeast of the
proposed facility. As part of our scope of work for this project, we have collected subsurface
information in the general vicinity of the proposed lagoon locations. This data can be found
in the Appendix of this report.

Proposed Meat
Processing Facility

’
L

Proposed Lagoons

on
Figure 1: Approximate Location of the Project Site, (Google Earth October 2018)

At the time of our site reconnaissance, the planned construction area was covered with
grass and topsoil. An existing creek was noted to the northwest of the proposed lagoons,
and a pond was noted to the east of the proposed facility location.
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Figure 3: Existing creek located to the northwest of the proposed lagoon area
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Figure 4: Photo taken north of boring B-06 looking southeast

Figure 5: Proposed Meat Processing Facility Area, looking southeast
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2.0 SCOPE OF SERVICES

The authorized subsurface exploration was performed on Wednesday, September 2, 2020
and Friday, September 4, 2020 in conformance with our proposal OK22341, dated August
28, 2020. Notice to proceed was provided by Thompson Construction, Inc., by signing
and returning our proposal the same day.

The purpose of the geotechnical exploration was to determine general subsurface
conditions at specific boring locations and to gather data on which to base a geotechnical
evaluation with respect to the proposed construction. The subsurface exploration for this
project consisted of eleven (11) test borings. The site was drilled using a Diedrich D50 ATV
drill rig equipped with hollow stem augers and an automatic hammer.

The boring locations were determined in the field by a representative of our staff using a
handheld GPS device. As such, the boring locations shown on the Boring Location Plan
attached to this report should be considered approximate.

The soil/rock samples recovered during our site investigation were visually classified and
specific samples were selected by the project engineer for laboratory analysis. The
laboratory analysis consisted of:

Test ASTM No. of Tests
Natural Moisture Content D2216 42
Atterberg Limits D4318 8
Material Finer Than No. 200 Sieve by Washing D1140 3
Unconfined Compression Test on Soil Samples D2166 2
Water Soluble Chloride and Sulfate, and pH N/A 2

Table 2: Scope of Laboratory Tests

The results of the laboratory analysis are presented on the enclosed Boring Logs and in
tabular form in the Appendix of this report. Descriptions of the laboratory tests that were
performed are also included in the Appendix.

The information gathered from the exploration was evaluated to determine a suitable
foundation type for the proposed structure. The information was also evaluated to help
determine if any special subgrade preparation procedures will be required during the
earthwork phase of the project.
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The results of the work are presented within this report that addresses:

= General site geology.
= Summary of existing surface conditions.
= A description of the subsurface conditions encountered at the boring locations.

= A description of the groundwater conditions observed in the boreholes during
drilling.

= A monitoring well was installed at boring location B-07, and borings B-08
through B-11 were left open for delayed groundwater readings.

= Presentation of laboratory test results.

= Site preparation considerations including material types to be expected at the site,
treatment of any encountered unsuitable soils, excavation considerations, and
surface drainage.

= Recommendations to be used for design of loading dock walls, including lateral
earth pressures, coefficient of friction, and subsurface drainage provisions.

= General corrosivity potential assessment.

= Recommendations to be used for design of slabs-on-grade, including modulus of
subgrade reaction.

= Seismic Site Classification per IBC 2015 based on SPT test boring information.

= Compaction requirements and recommended criteria to establish suitable material
for structural backfill.

= Recommended typical flexible and rigid pavement sections based on assumed
traffic loading conditions.

3.0 GEOTECHNICAL SITE CHARACTERIZATION

The following discussion is intended to create a general understanding of the site from a
geotechnical engineering perspective. It is not intended to be a discussion of every
potential geotechnical issue that may arise, nor to provide every possible interpretation
of the conditions identified. The following conditions and subsequent recommendations
assume that significant changes in subsurface conditions do not occur between
boreholes. However, anomalous conditions can occur due to variations in existing fill that
may be present at the site, or the geologic conditions at the site, and it will be necessary
to evaluate the assumed conditions during site grading and foundation installation.
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3.1 GEOLOGY

3.1.1 PrROPOSED MEAT PROCESSING FACILITY

Based upon review of the United States Geological Survey (USGS) open file report 03-247,
A Digital Geologic Map Database of Oklahoma, the subject site north of the existing creek
is underlain by the Wewoka Formation. The formation is composed of shale, sandstone,
and minor limestone in various combinations, and generally yields only limited amounts
of poor-quality water.

3.1.2 PROPOSED LAGOON AREA

Based upon review of the United States Geological Survey (USGS) open file report 03-247,
A Digital Geologic Map Database of Oklahoma, the project site south of existing creek is
underlain by Alluvial Deposits primarily comprised of sandy clays, clayey sands, and silty
sands. The alluvial deposits were underlain by the Wewoka Formation.

The subsurface conditions encountered at the project site generally correlate with the
published geologic references.

3.2 EXISTING SURFACE CONDITIONS

At the time of our subsurface exploration on September 2, 2020 and September 4, 2020,
the proposed project areas were on vacant land. The boring locations were covered in tall
grasses and weeds. Mature trees and a small creek were noted to the northwest of the
proposed lagoon area. A smoke shop surrounded by asphalt pavement was noted to the
west of the proposed facility, and three (3) larger barns were noted to the south and east
of the proposed facility.

Topsoil was encountered in the exploratory borings with an approximate thickness of 3
inches. The topsoil conditions reported apply only to the specific boring locations. For this
report, topsoil is defined as the soil horizon which contains the root mat of the noted
vegetation.

3.3 SuBSURFACE CONDITIONS

A generalized stratification summary has been prepared using data from the test borings
and is presented in the table below. The stratification depicts the general soil/rock
conditions and strata types encountered during our field investigation.
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Stratum
No.

20

3@

43

Typical
Thickness

1.7 to 4.7’

25'to 7.5

3to7

Termination
Layer

Description

Near Surface Residuum:

lean clays (CL) with fine
roots, trace ferrous nodules
and some sandstone

fragments

Dark brown, reddish brown,
and grayish brown in color

Residual soils: lean-to fat
clays (CL-CH) and fat clays
(CH) with ferrous staining
and trace sandstone

fragments

Dark brown, brown, gray,
yellowish brown, bluish
gray, olive gray, olive, light
yellowish brown, and dark
grayish brown in color

Weathered Rock consisting
of clayey shale and

weathered shale

Light brown, brown,
yellowish brown, light gray,
olive brown, and light
yellowish brown in color

Wewoka Formation

Shale, fissile

Gray and light gray in color

Consistency/Rock
Hardness

Medium stiff to very stiff

Stiff to very stiff

Soft rock formation

Soft to moderately hard

Lab Testing

Data @

Atterberg Limits:
LL = 35 and 39,
PL = 16 and 14,

Pl =19 and 25

General
Moisture
Content Range:
13 to 23%

Atterberg Limits:

LL = 45 to 50,

PL = 15 and 16,

Pl =33to 35

General
Moisture
Content Range:
17 to 28%

General
Moisture
Content Range:
14to 17%

No tests
performed

Table 3: Stratification Summary - Proposed Meat Processing Facility Area

Table 3 Notes:

1. Borings B-05 and B-06 were terminated within the residual clay stratum at a depth of about 10

feet.

2. Borings B-02 and B-04 were terminated within the weathered rock stratum at a depth of about 15

feet.

3. Borings B-01, B-03, and B-07 were terminated within the Wewoka Formation at depths of about
19 to 24 feet.

4. For Atterberg Limits: LL = Liquid Limit, PL = Plastic Limit, and PI = Plasticity Index
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Stratum Typical
No. Thickness

Consistency/Rock
Hardness

Description

Lab Testing
Data

Alluvium: lean clays and
sandy lean clays (CL), and
some sandy silty clays (CL-ML) = Medium stiff to stiff
with roots, black ferrous

staining and silty sand seams

Soft to medium stiff

soils were
1 2.2't0 13.7' | and lenses encountered in
Dark brown, reddish brown, borings B-08 and B-09
light brown, grayish brown, at a depth of about 8.5
light gray, yellowish red, feet.

yellowish brown, and reddish
yellow in color

Weathered Rock consisting of
calcareous weathered shale

) Sandstone: Poorly
and weathered sandstone with

Q) ' cemented
2 15102 limestone seams
. ) Shale: soft
Yellowish brown, brown, light
gray, and dark gray in color
Wewoka Formation
L consisting of shale and Shale: Soft to
3@ | Termination | oo ctone moderately hard
Layer

Gray, dark gray, and light gray = Limestone: hard
in color

Table 4: Stratification Summary - Proposed Lagoon Area(s)

Table 4 Notes:

1. Encountered in borings B-09 and B-11 only.

Atterberg Limits:
LL =27 to 25,
PL = 12to 14,

Pl =7to 13

General Moisture
Content Range:
11 to 21%

Percent Fines:
53 and 56%

No tests
performed

No tests
performed

2. Auger refusal was encountered in limestone at depths of about 9 to 22.5 feet in borings B-08

through B-11.

Subsurface profiles have been prepared based on the data obtained at the specific boring
locations and is presented in the Appendix. For specific details on the information
obtained from individual test borings, please refer to the Boring Logs included in the
Appendix. The ground surface elevations at the boring locations indicated in this report
were estimated from the elevation profile of the terrain feature on Google Earth.
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3.3.1 AUGER REFUSAL

Auger refusal is the drilling depth at which the borehole can no longer be advanced using
soil drilling procedures. Auger refusal can occur on boulders, buried debris or bedrock.
Coring is required to sample the material below auger refusal. Auger refusal was
encountered in borings B-08 through B-11 at the approximate depths listed in the table

below.
Boring No. Depth (ft)

B-08 15
B-09 15.5
B-10 9

B-11 22.5

Table 5: Auger Refusal Depths

3.3.2 GROUNDWATER

Proposed Meat Processing Facility Borings:

Groundwater was not encountered in borings B-01 through B-06 at the time of drilling or
prior to backfilling during our subsurface exploration. Borings B-01 through B-06 were
backfilled the same day that they were drilled.

Proposed Lift Station and Lagoon Borings:

Groundwater seepage was encountered during drilling at depths of about 8.5, 7, and 10
feet below existing grades, in lagoon borings B-08, B-09, and B-11, respectively.

As previously mentioned, a monitoring well was installed at lift station/meat processing
plan boring location B-07, and lagoon borings B-08 through B-11 were left open for
delayed groundwater readings. The following table summarizes groundwater depths
referenced from the existing ground surface for borings B-07 through B-11.

Delayed groundwater reading,

Groundwater Depth

Boring No. During Drilling (ft) seven day.::I :I:::gc::;pletion of
B-07 (lift station) Not encountered 42 M
B-08 (west lagoon) 8.5 Not determined due to cave-in
B-09 (west lagoon) 7 Not determined due to cave-in
B-10 (east lagoon) Not encountered Not determined due to cave-in
B-11 (east lagoon) 10 6.8

Table 6: Groundwater Depth
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Table 6 Notes:

1. In accordance with the scope of work described in our proposal, a second water level reading will
be recorded for the monitoring well installed at boring location B-07 on 9/2/2020. Thompson
Construction will notify our office of next date for a water level reading event.

3.4 SEeisMmic SITE CLASSIFICATION

Basis of Evaluation Recommended Site Classification

2015 International Building Code (IBC) and ASCE 7, Chapter 20 C

This recommended seismic site classification is based on the 2015 Edition of the International Building
Code, the subsurface conditions encountered in the borings, and our knowledge of the geologic
conditions of the site. Our subsurface exploration extended to a maximum depth of about 25 feet; hence
the seismic site classification should be re-evaluated in the event subsurface information is made
available to a depth of 100 feet.

Table 7: Seismic Site Classification

4.0 SITE DEVELOPMENT CONSIDERATIONS

A grading plan was not available at the time of this report. Based on the observed site
topography, we assume limited cut and fill (less than 2 feet) will be required to achieve
design grades within the proposed building and pavement areas.

When a grading plan is finalized, Building & Earth should be contracted to review
the plan and its effects on our recommendations.

Based on our evaluation of the subsurface conditions, and the given preliminary
foundation loads, it appears that construction with a shallow foundation system is
feasible. The site development recommendations outlined below are intended for
development of the site to support construction with a shallow foundation system. If a
different type of foundation system is preferred, Building & Earth should be allowed
to review the site development recommendations to verify that they are appropriate
for the preferred foundation system.

The primary geotechnical concerns for the proposed meat processing facility site are:

= The near-surface lean clay soils encountered across the proposed meat processing
facility area are moisture sensitive and prone to losing strength and stability with
slight increases in soil moisture contents and when subjected to repeat traffic
loads.

= Residual clays encountered below near-surface lean clays in the meat processing
facility area typically exhibited medium to high plasticity characteristics with a
moderate to high shrink-swell potential.
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= There is a high probability for development of perched water at the interface of
near-surface, lean clays, and the underlying higher plasticity clays.

= Clayey shale and weathered shale units were encountered in borings B-01 through
B-06 below the residual clays at depth of about 8.5 to 12 feet. Shale associated
with the Wewoka Formation was encountered below the weathered stratum at
depths of about 14 to 17 feet below current grades.

The primary geotechnical concerns for the proposed lagoon sites are:

= Alluvium comprised of lower plasticity lean clays, sandy lean clays, and sandy silty
clays were encountered to depths of about 8.5 to 14 feet.

= The alluvium was underlain by rock units associated with the Wewoka Formation,
which generally included weathered shale and sandstone with thickness of about
1.5 to 2 feet, underlain by hard limestone and soft to moderately hard fissile shale
units. Auger refusal occurred in limestone at depths ranging from 9 to 22.5 feet.

= Groundwater was encountered in the alluvium and within the weathered rock units
at depths of about 7 to 10 feet.

Recommendations addressing the site conditions are presented in the following sections.

4.1 INITIAL SITE PREPARATION

All vegetation, roots, trees, topsoil, and any other deleterious materials, should be
removed from the proposed construction areas. Approximately 3 inches of topsoil was
observed in the borings; however, topsoil could extend to greater depths in unexplored
areas of the site. For this report, topsoil is defined as the horizon which contains most of
the root mat of the noted vegetation.

Grubbing of trees should include removal of the tree stumps and the root systems.
Desiccated clay soils may be present in the zone surrounding the trees. Desiccated clay
soils should be undercut and replaced with structural fill.

A geotechnical engineer should observe stripping and grubbing operations to evaluate
that all unsuitable materials are removed from locations for proposed construction.
Materials disturbed during clearing operations should be stabilized in place or, if
necessary, undercut to undisturbed materials and backfilled with properly compacted,
approved structural fill.
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During site preparation activities, the contractor should identify borrow source materials
that will be used as structural fill and provide samples to the testing laboratory so that
conformance to the Structural Fill requirements outlined below and appropriate moisture-
density relationship curves can be determined.

4.2 MOISTURE SENSITIVE SOILS

Near-surface, lean clays were encountered across the site during the subsurface
exploration. These soils are moisture sensitive and will degrade when allowed to become
saturated. Therefore, not allowing water to pond by maintaining positive drainage and
temporary dewatering methods (if required) is important to help avoid degradation and
softening of the soils.

The contractor should anticipate some difficulty during the earthwork phase of this
project if moisture levels are moderate to high during construction. Increased moisture
levels will soften the subgrade and the soils may become unstable under the influence of
construction traffic. Accordingly, construction during wet weather conditions should be
avoided, as this could result in soft and unstable soil conditions that would require ground
modification, such as in place stabilization or undercutting.

4.3 BUILDING PAD PREPARATION — PROPOSED MEAT PROCESSING FACILITY

Following initial site preparation, residual clay soils are anticipated to be exposed across
the proposed building area. The residual clays encountered within the referenced
proposed building area typically exhibited medium to high plasticity characteristics.

The potential vertical rise of the onsite higher plasticity soils encountered in the borings
was evaluated using the Texas Department of Transportation’s test method TEX-124-E,
Potential Vertical Rise (PVR). This method estimates the PVR of the clay soils based on
the plasticity characteristics, thickness of the soil strata, and surcharge loads.

For this project site, an active zone of 8 feet was used in the calculations. The TxDOT
method indicates a PVR on the order of 1% to 12 inches for the soil moisture contents
encountered at the time of drilling.

A generally accepted practice is an allowance for maximum vertical movement of 1-inch
for grade supported slabs. The following table presents three building pad preparation
alternates based on maximum PVR criteria of 1-inch, ¥-inch, or 2-inch. Specified
thickness of lower plasticity structural fill below grade supported slabs will be dependent
on what is considered tolerable total and differential vertical movements of the slab.
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~ V2 55

Table 8: Estimated Potential Vertical Rise (PVR)

The structural fill placed within the building areas should extend at least 5 feet outside
the perimeter of the proposed structures.

Following recommended undercutting and prior to fill placement, the exposed subgrade
must be thoroughly evaluated and prepared in accordance with Subgrade Evaluation and
Preparation section of this report.

4.4 SUBGRADE EVALUATION AND PREPARATION

Following recommended undercutting and prior to fill placement, the exposed subgrade
should be scarified to depth of 8 inches, moisture conditioned to within range of 1
percent below to 3 percent above the optimum moisture content, and recompacted to
at least 95 percent of the material’s standard Proctor maximum dry density.

We recommend that the project geotechnical engineer or a qualified representative
evaluate the subgrade after the site is prepared. Some unsuitable or unstable areas may
be present in unexplored areas of the site. All areas that will require fill or that will support
structures should be carefully proofrolled with a fully loaded, tandem-axle dump truck (20
to 25-ton), at the following times.

= After an area has been stripped and undercut as needed, and prior to the
placement of any fill.

= After grading an area to the finished subgrade elevation in building and pavement
areas.

= After areas have been exposed to any precipitation, and/or have been exposed for
more than 48 hours.
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Some instability may exist during construction, depending on climatic and other factors
immediately preceding and during construction. If any soft or otherwise unsuitable soils
are identified during the proofrolling process, they must be undercut or stabilized prior
to fill placement, pavement construction, or floor slab construction. All unsuitable material
identified during the construction shall be removed and replaced in accordance with the
Structural Fill section of this report.

4.5 PAVEMENT SUBGRADE PREPARATION

After initial site preparation and depending on final design grades, it is anticipated that a
combination of residual lean clays, residual fat clays, and/or new structural fill will be
exposed at subgrade level.

The onsite residual clay soils have a moderate to high swell potential and they pose a risk
for pavement heave and development of tension cracks when soil moisture contents
increase post-construction. Considering the higher plasticity characteristics of the clay soils,
the proposed pavement sections should not be supported directly on the higher plasticity
clay soils because of their moderate to high swell potential, and poor pavement support
properties.

Two pavement subgrade preparation options are presented in this report:
= Lime stabilize the subgrade to depth of 8 inches; or
= Provide at least 12 inches of lower plasticity structural fill below the aggregate base

course

4.5.1 OPTION I - LIME STABILIZED SUBGRADE

Considering the anticipated subgrade conditions, we recommend chemical stabilization
of the subgrade soils using lime to a depth of 8 inches. Chemical stabilization will reduce
the shrink-swell potential, improve the pavement support properties of the subgrade
soils, improve the durability, and provide for a stable work platform less susceptible to
loss of strength and stability with soil moisture content increases.

Based on experience with soils similar to those encountered at the project site, estimated
quantities of lime based on soil dry weight are tabulated below. Laboratory tests should
be performed on bulk samples of onsite clay soils and a chemical additive provided by
the supplier at the start of the construction phase to evaluate the optimum amount of
stabilizing agent. We further recommend that the supplier of the proposed chemical
additive submit a current chemical analysis report for review and approval by the
geotechnical engineer.
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Lime Stabilizing Agent ODOT Specification ' Estimated Quantity of Stabilizing

Agent, % of Soil Dry Weight
Quick Lime 307 & 706.02 4-5
Hydrated Lime 307 & 706.01 6-7

Table 9: Lime Stabilization Alternates

Notes:
1. ODOT - Oklahoma Department of Transportation, 2019 edition

Cement kiln dust (CKD) with high free lime content from pre-calciner plants, lime kiln
dust (LKD), and carbide lime have also been successfully used with medium to high
plasticity clay soils to reduce their plasticity and shrink-swell potential to within
acceptable level. However, these types of chemical additive are by products and their
composition varies depending on the source from which they are provided. Further
laboratory testing is recommended to estimate needed concentrations for these types
of chemical additive when considered for this project. Building & Earth can assist with
this service prior to start of construction.

Chemical stabilization of the higher plasticity clay soils should be performed in accordance
with the applicable specifications of the Oklahoma Standard Specifications for Highway
Construction, 2019 edition.

4.5.2 OPTION Il - SUBGRADE COMPRISED OF LOWER PLASTICITY MATERIAL

In lieu of lime stabilization, consideration can be given to providing at least 12 inches of
lower plasticity material below the aggregate base course of the pavements. Structural fill
proposed for use in pavement areas should have a 96-hour soaked CBR value of at least 4.

4.6 STRUCTURAL FILL

Requirements for imported lower plasticity structural fill on this project are as follows:
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Soil Type CIas:Ji?i(c:::tion Property Requirements Placement Location
Imported LL<40, 7<PI<18, Lower Plasticity Structural Fill to
m va>100 pcf, P200>30%, be used for construction of building
Clave Sanﬁlor CL, SC Maximum 3" particle size pad (min. 36 to 66" thick) and
y Syhale in any dimension, CBR > pavement subgrade preparation
4.0 for pavements (min. 12" thick)
Proposed
ILagoc.rn ArezI CL CL-ML Same as above for Suitable fgr use as lower plasticity
ezznij?,y;li; Imported Fill structural fill (see note 5)
clays
Not suitable for re-use as structural
Proposed fill in proposed building and
Meat pavement areas due to the high
Processing CL CH,CL-CH  Not Applicable plasticity characteristics.

Facility Area

. For lagoon liner construction, the CH
Residual Clays 9

soils may be suitable (see Note 6)
Table 10: Imported Structural Fill Requirements
Notes:

1. All structural fill should be free of vegetation, topsoil, and any other deleterious materials. The
organic content of materials to be used for fill should be less than 3 percent.

2. LLindicates the soil Liquid Limit; Pl indicates the soil Plasticity Index; yq indicates the maximum dry
density as defined by the density standard outlined in the table below.

3. Laboratory testing of the soils proposed for fill must be performed to verify their conformance with
the above recommendations.

4. Representative bulk samples for any and imported offsite materials are to be collected for soil
classification and moisture-density relationship determination purposes as part of evaluating
suitability for their intended use.

5. The onsite alluvial soils have a significant silt fraction. These types of soils are moisture sensitive,
prone to losing strength and stability with slight soil moisture content increases. The contractor
needs to maintain strict soil moisture control during and following fill placement to maintain stable
subgrade conditions. In addition, portions of the alluvium were wet, or they had relatively high
moisture contents. The contractor needs to anticipate the need for double handling and drying of
the onsite alluvium when considered for use as structural fill.

6. Onsite fat clays from within the Meat Processing Facility site may be suitable for construction of a
lagoon liner; however, supplemental laboratory testing, including flexible wall permeability on
remolded test specimens is needed to assess the material’s hydraulic conductivity at various levels
of compaction and soil moisture contents.
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Placement requirements for structural fill are as follows:

Specification Requirement

Maximum loose lift thickness of 8 to 12 inches, depending on type of

Lift Thickness . .
compaction equipment used.
Density Minimum 95% of the standard Proctor maximum density (ASTM D698)
Moisture +2% of the optimum moisture content as determined by ASTM D698
Building and foundation areas: One test per 2,500 square feet (SF) per lift with
a minimum of three tests performed per lift
Density Testing Pavement area: One test per 5,000 SF per lift with a minimum of three tests
Frequency performed per lift

Utility trenches: One test per 150 linear feet per lift with a minimum of two tests
performed per lift

Table 11: Structural Fill Placement Requirements

4.7 EXcAVATION CONSIDERATIONS

4.7.1 PROPOSED MEAT PROCESSING FACILITY AND LIFT STATION AREAS

All excavations performed at the site should follow OSHA guidelines for temporary
excavations. Excavated soils should be stockpiled according to OSHA regulations to limit
the potential cave-in of soils.

Based on the subsurface conditions encountered in the test borings, the residuum was
underlain by clayey shale and weathered shale units encountered at depths of about 8.5
to 12 feet below existing grades. We anticipate the weathered shale stratum can be
excavated using a track hoe equipped with rock teeth. Excavation difficulty will increase
with increasing depth into the shale unit.

Excavations extending in to the shale unit encountered at depths of about 14 to 17 feet
in borings B-01, B-03 and B-07 will likely require a large track hoe, in good working
condition and equipped with rock teeth and possibly a hydraulic hoe ram attachment.

The ability to excavate rock is a function of the material, the equipment used, the skill of
the operator, the desired rate of removal and other factors. The contractor should review
the borings logs and use their own method to evaluate excavation difficulty

4.7.2 PROPOSED LAGOON AREA

Excavations extending to depths greater than 4 feet should be cut to a stable slope or be
temporarily braced. Temporary slopes should be constructed in strict compliance with
current OSHA excavation regulations.
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Stockpiles should be placed well away from the edge of the excavations and their height
controlled so that they do not surcharge the sides of the excavation. Surface drainage
should be carefully controlled to prevent flow of water into the excavations.

The test borings encountered silty and sandy alluvium. Excavations extending in silty and
sandy soils are prone to sloughing, localized slope instability, and erosion, even when left
open for short periods of time.

Alluvial soils were underlain by limestone and shale units associated with the Wewoka
Formation at depths of about 8.5 to 14 feet. Auger refusal was encountered in all borings
drilled within the proposed lagoon area at depths of about 9 to 22.5 feet. A large track
hoe, in good working condition and equipped with rock teeth and possibly a hydraulic
hoe ram attachment, may be able to excavate the shale unit. Rock excavation techniques
will be required when excavations extend into the auger refusal material (limestone
unit).

The ability to excavate hard rock is a function of the material, the equipment used, the
skill of the operator, the desired rate of removal and other factors. The contractor should
review the boring logs and should use his own method to evaluate excavation difficulty.

4.7.3 GROUNDWATER

Groundwater or perched water likely will be encountered in cuts during mass
grading, in undercut areas for building pad construction, in utility trenches, and
during construction of the lagoons.

It should be noted that fluctuations in the water level could occur due to seasonal
variations in rainfall. The contractor must be prepared to remove groundwater seepage
from excavations if encountered during construction. Excavations extending below
groundwater levels will require dewatering systems (such as well points, sump pumps or
trench drains). The contractor should evaluate the most economical and practical
dewatering method.

4.8 UTILITY TRENCH BACKFILL

All utility trenches must be backfilled and compacted in the manner specified above for
structural fill. It may be necessary to reduce the lift thickness to 4 to 6 inches to achieve
compaction using hand-operated equipment.
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At the perimeter wall crossings, we recommend that clay soils or a flowable fill be used to
backfill the utility trench. The clay or flowable fill will act as a relatively impermeable plug
reducing the risk of water migration from the outside into the interior of the building. The
plug should be at least 36 inches wide and should extend below the perimeter walls to
provide for a proper seal.

4.9 LANDSCAPING AND DRAINAGE CONSIDERATION

The potential for soil moisture fluctuations within building areas and pavement subgrades
should be reduced to lessen the potential of subgrade movement. Site grading should
include positive drainage away from buildings and pavements.

Landscaping and irrigation immediately adjacent to building and pavements should be
limited. Trees can develop large root systems which can draw water from subgrade soils,
resulting in subsequent shrinkage of the soils. Excessive irrigation of landscaping poses a
risk of saturating and softening soils and swelling of higher plasticity clay soils.

4.10 WET WEATHER CONSTRUCTION

Excessive movement of construction equipment across the site during wet weather may
result in ruts, which will collect rainwater, prolonging the time required to dry the
subgrade soils.

During rainy periods, additional effort will be required to properly prepare the site and
establish/maintain an acceptable subgrade. The difficulty will increase in areas where clay
or silty soils are exposed at the subgrade elevation. Grading contractors typically
postpone grading operations during wet weather to wait for conditions that are more
favorable. Contractors can typically disk or aerate the upper soils to promote drying
during intermittent periods of favorable weather. When deadlines restrict postponement
of grading operations, additional measures such as undercutting and replacing saturated
soils or stabilization can be utilized to facilitate placement of additional fill material.

5.0 SHALLOW FOUNDATIONS - PROPSOED MEAT PROCESSING FACILITY

Based on information provided to our office, we understand that the individual column
loads will be on the order of 50 kips and wall loads of 2 to 4 kips per linear foot. If these
preliminary loads are incorrect, our office should be contacted, such that our
recommendations can be reviewed.
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Based on the conditions encountered during our field investigation and after our site
preparation recommendations are implemented as previously described in the Initial Site
Preparation, Building Pad Preparation — Proposed Meat Processing Facility, and Subgrade
Evaluation and Preparation sections of this report, the proposed structure can be
supported on conventional shallow foundations.

Based on the subsurface conditions encountered, and depending on the selected
tolerable PVR Value, we anticipate that properly compacted and approved low plasticity
structural fill and/or stiff residual clay soils will be exposed at footing bearing elevations
within the proposed building area.

Footings bearing in new structural fill or undisturbed stiff residual clays can be
dimensioned for a maximum net allowable bearing pressure of 2,500 pounds per
square foot (psf).

The onsite lean to fat clays and fat clays exhibited higher plasticity characteristics; as such,
the contractor should use caution during foundation construction as to not allow the
bearing soils to dry while exposed to the elements. Drying of the clay soils would increase
their swell potential and the subsequent risk of heave of footings. Desiccated soils will
need to be undercut prior to placement of reinforcing steel and replaced with properly
compacted, approved lower plasticity structural fill.

Total long-term settlement of spread footings designed and constructed as
recommended above is estimated to be less than 1 inch. Differential settlement between
any two points spaced 40 feet across the slab, or along continuous footings is estimated
to be 2-inch or less.

Column footings should be at least 24 inches wide and strip footings should be at least
18 inches wide. These dimensions facilitate hand cleaning of footing subgrades disturbed
by the excavation process and the placement of reinforcing steel. They also reduce the
potential for localized punching shear failure. All exterior footings should bear at least
24 inches below the adjacent exterior grade.

The following items should be considered during the preparation of construction
documents and foundation installation:

= The geotechnical engineer of record should observe the exposed foundation
bearing surfaces prior to concrete placement to verify that the conditions
anticipated during the subsurface exploration are encountered.
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= All bearing surfaces must be free of soft or loose soil and debris prior to placing
concrete.

= The bottom surface of all footings should be level.

= Concrete should be placed the same day the excavations are completed and
bearing materials verified by the engineer. If the excavations are left open for an
extended period, or if the bearing surfaces are disturbed after the initial
observation, then the bearing surfaces should be re-evaluated prior to concrete
placement.

= Water should not be allowed to pond in foundation excavations prior to concrete
placement or above the concrete after the foundation is completed.

= Wherever possible, the foundation concrete should be placed “neat”, using the
sides of the excavations as forms. Where this is not possible, the excavations
created by forming the foundations must be backfilled with suitable structural fill
and properly compacted.

= Grades around the building pad should be sloped to drain away from the building
foundations.

= Roof drains should be routed away from the foundation soils. All drains should be
collected in pipes or discharged outside buildings to prevent drainage into the
subsurface soils.

6.0 FLOOR SLABS

Site development recommendations presented in this report should be followed to
provide for subgrade conditions suitable for support of grade supported slabs. All grade
supported slabs will be supported on a layer of lower plasticity structural fill material
placed in accordance with Building Pad Preparation Section of this report, with thickness
of 3 to 5.5 feet, depending on the tolerable PVR value.

6.1 OFFICE SPACE AREAS

Lightly loaded floor slabs with moisture sensitive floor covering are to be supported on a
minimum four (4) inches thick compacted layer of free-draining, granular material, such
as ASTM No. 57 stone. The purpose of this layer is to serve as a leveling course and act
as a capillary break for moisture migration through the subgrade soil.

Page | 24





Subsurface Exploration and Geotechnical Evaluation,
MCN Meat Processing Facility - Okmulgee, Oklahoma
Project No: OK200205, September 21, 2020

We recommend a minimum 10-mil thick vapor retarder meeting ASTM E 1745, Class C
requirements be placed directly below the slab-on-grade floors. A higher quality vapor
retarder (Class A or B) may be used if desired to further inhibit the migration of moisture
vapor through the slab-on-grade and should be evaluated based on the floor covering
and use. The vapor retarder should extend to the edge of the slab-on-grade floors and
should be sealed at all seams and penetrations.

The slabs should be appropriately reinforced (if required) to support the proposed loads.
With addition of the recommended granular material, an effective modulus of subgrade
reaction of 125 pci can be used in the design of grade supported building floor slabs.

6.2 SLABS SUBJECTED TO VEHICULAR TRAFFIC AND EQUIPMENT LOADS

Concrete slabs subjected to vehicular traffic and equipment loads should be supported
on a minimum six (6) inches thick compacted layer of well graded crushed aggregate
meeting Type “A” standard specifications outlined in the Oklahoma Department of
Transportation (ODOT) Standard Specification for Highway Construction (2019 edition).
The purpose of this layer is to improve support for concrete slabs.

With addition of the crushed aggregate base course, an effective modulus of subgrade
reaction of 150 pci can be used in the design of grade supported slabs.

7.0 LOADING DOCK WALLS

For this report we assume that loading dock walls will have maximum retained heights on
the order of 4 feet. We recommended that all loading dock walls be backfilled with
properly compacted and approved lower plasticity structural fill as outlined in Structural
Fill Section of this report.

The following drained or undrained equivalent fluid pressures should be used to design
the proposed stem walls. When designing for a drained condition, we recommend that a
drainage blanket of ASTM No. 57 aggregate, with a minimum width of 12 inches be placed
behind all walls. The clean aggregate should be wrapped in filter fabric to minimize
intrusion of fines. A perforated drain line should be installed at the base of the wall and
should extend to a sump where water can be collected and removed, or drains should
discharge by gravity flow to a suitable outfall. Drained values should only be used when
a drainage blanket with pipe drains are installed behind the wall.

When designing for an undrained condition, a drainage blanket will not be required. It
should be noted that hydrostatic pressures are included in the undrained values
presented in the table below.
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At rest parameters, should be used to design walls that are not allowed to rotate or
translate. Any surcharge loads must be included in the design.

Equivalent Fluid Unit Weights for Active & At-
Rest Lateral Earth Pressures (pcf)

Soil Parameter Values

Retained
Material Wet Unit | Effective Angle At-Rest Condition Active Condition
Weight of Internal
(pcf) Friction Drained | Undrained Drained Undrained
New Low
Plasticity 125 28° 66 95 45 85

Structural Fill

Table 12: Soil Parameters and Lateral Earth Pressure Values (Drained and Undrained Conditions)

Lateral pressures arising from surcharge loading should be added to the above earth
pressures to determine the total lateral pressures. In addition, transient loads imposed on
the retaining walls by construction equipment during backfilling should be taken into
consideration. Excessively heavy grading equipment (that could impose temporary
excessive lateral pressures) should not be allowed within 5 feet (horizontally) of the walls.
The above soil parameter and lateral earth pressure values assume the following:

= The wall backfill will be horizontal.

= Any backfill will be compacted to 95 percent of standard Proctor maximum dry
density.

= No safety factor is included. The design of the loading dock walls should include
a factor of safety of at least 1.5 against sliding and overturning using the above
recommended values.

= Any surcharge is uniform.

= Wall friction is negligible

8.0 GENERAL SOIL CORROSIIY CONSIDEDRATIONS

Soil resistivity testing (ASTM G57) was performed in the field to determine the onsite soil's
resistance to electrical current. Resistivity measurements were recorded using a Miller
400A analog resistance meter. The Wenner four-electrode soil resistivity method (ASTM
G57) was performed with the electrodes spaced at intervals of 2, 5, 10, and 20 feet. The
field resistivity results are presented in the following table.
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Resistivity (Q-cm)

Boring No. |Array Direction Spacing (ft)
B-02 North-South 1,341 709 651 842
B-02 East-West 1,685 785 651 958
B-05 North-South 1,187 747 728 919
B-05 East-West 1,609 919 747 1,034

Table 13: Field Resistivity Test of Soil Results

Additionally, testing was conducted during our preliminary exploration to aid in
determining the corrosivity of the existing residual soils. This conducted testing included
pH, chloride content, and sulfate content. The results of the original testing are displayed
in the following table.

B-02 (2.5 - 4.0) 6.81 133 1,270
B-05 (0.5 -2.0) 6.17 <4538 178

Table 14: Summary of Corrosion Test Results

The selected samples collected were considered acidic. Taking into consideration the field
resistivity values detailed above, the in-situ materials can be expected to have a moderate
to severe corrosion potential. Professional engineers, specialized in corrosion protection
of underground steel structures, should perform a thorough evaluation of the soil
conditions, and design a corrosion protection system.

The concentration of chloride ions in soils will also contribute to corrosion of steel in
contact with soils. The chloride concentration at Borings B-02 and B-05 was 133 and less
than the recordable limit of 45.8 parts per million (ppm). The presence of chloride ions
typically will promote the corrosion process.

The water-soluble sulfate content of the soil samples collected was found to be 1,270 and
178 ppm. In accordance with table 4.3.1 of American Concrete Institute (ACl) 318, soils
with less than 0.10% (1,000 ppm) of water-soluble sulfate per weight of soils have
negligible sulfate exposure characteristics. Soils with 0.10% (1,000 ppm) to 0.20% (2,000
ppm) of water-soluble sulfate per weight of soils have a moderate exposure to sulfate
characteristics.
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9.0 LAGOON CONSIDERATIONS

We understand that new lagoon cells will be constructed as part of the planned
construction. The precise locations, number of lagoon cells and their plan dimension and
depth were not known at this time. We understand that design and construction of the
lagoons may need to follow the standard specifications set forth by the Oklahoma
Department of Environmental Quality (ODEQ).

Based on the subsurface conditions encountered in Borings B-08 through B-11, we
anticipate that variable conditions will likely be encountered at the lagoon bottom.
Alluvial soils comprised of lean clays and sand silty clays were encountered below topsoil
and extended to depths of about 8.5 to 14 feet below existing ground surface. Alluvial
clays encountered within the proposed lagoon areas typically exhibited medium stiff
consistencies and low plasticity characteristics. Soft to medium stiff clays were
encountered in borings B-08 and B-09 at a depth of about 8.5 feet.

Limestone and shale units associated with Wewoka Formation were encountered beneath
the alluvial clays. Auger refusal was encountered in all borings drilled within the lagoon
area at depths of about 9 to 22.5 feet.

Depending on the depth of the lagoon, alluvial soils, and limestone/shale are expected to
be encountered within the lagoon walls. Groundwater was encountered in the lagoon
borings at depths typically ranging from 7 to 10 feet below the ground surface. Delayed
readings, seven days after completion of drilling, indicated groundwater stabilized at a
level of about 6.8 feet in boring B-11. Borings B-08 and B-09 were dry due to cave-in and
actual delayed water levels could not be determined in these borings at this time.

Design and construction of lagoon cells will need to consider the shallow groundwater
conditions. In accordance with the referenced ODEQ standard specifications, maintain a
4-foot separation between the lagoon bottom and the highest known groundwater
elevation. Groundwater monitoring using piezometers over a period of at least six (6)
months is recommended to evaluate water fluctuations at the site.

In accordance with Oklahoma Department of Environmental Quality (ODEQ) Title 252,
Chapter 656, Subchapter 11, Section 3, soil used in construction of the lagoon soil seal
should have a hydraulic conductivity no greater than 10”7 cm/s, have a high content of
fines, and be free of excessive gravel content.
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The lagoon soils seal should be constructed of fat clay (CH) soils with a Plasticity Index
(PI) greater than 30 and a Liquid Limit (LL) greater than 50. The clay soil should be free of
any organics or any other deleterious materials and should be free of rock fragments. Any
clay soil proposed for construction of the clay liner should be approved by the
geotechnical engineer. As stated in the Structural Fill section of this report, the fat clay
soils encountered in the proposed Meat Processing Facility area may be suitable for
construction of a clay liner. Supplemental laboratory testing, including permeability on
remolded test specimens, is recommended for further evaluate their suitability for
intended use.

The required thickness of the lagoon soil seal will depend on the design depth of the
lagoon cell, the hydraulic conductivity of the undisturbed soils or rock unit exposed in the
bottom and sides of the lagoon cell, the hydraulic conductivity of clay soil used to
construct the soil seal, the level of compaction specified, the soil moisture content of the
clay soil at the time of placement and prior to filling the lagoon cell, and the degree of
cracking that may occur within the soil seal due to wetting-drying and freeze-thaw cycles.
As a minimum, the lagoon soil seal must have a thickness of 12 inches; however, the
design engineer will need to determine the required thickness of the lagoon soil seal in
order to satisfy the overall requirement for the seepage rate through the lagoon bottom
and inside dike not to exceed 500 gal/day/acre (5.4 x 107" cm/s) at a water depth of 6 feet.

The lagoon soil seal should be constructed using a loose lift thickness of about 6 inches.
The clay should be moisture conditioned to within a range of 0 to +4% of the optimum
moisture content and compacted to at least 90% of the standard Proctor maximum dry
density per ODEQ specifications (Building & Earth recommends that the clay liner be
compacted to at least 95% of the standard Proctor maximum dry density with a moisture
content range of +2 to +4% of the optimum moisture content). The specifications should
state that both density and moisture requirements should be met. Density and moisture
tests should be performed on each lift prior to placement of subsequent lifts.

Upon completing construction of the lagoon soil seal, care should be exercised to
maintaining the soil moisture levels within the recommended range in order to limit the
risk of crack development from desiccation of the clay soils when exposed to the
elements. During winter construction, the lagoon soil seal should be protected from
freeze-thaw cycles which can also promote crack development.
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10.0 PAVEMENT CONSIDERATIONS

Specific traffic information was not provided. For pavement design purposes, we have
assumed two levels of traffic shown in the table below, for commonly used pavement
sections. If the pavement were a typical roadway, according to the “AASHTO Guide for
Design of Pavement Structures, 1993", these pavement sections would be adequate for
the following 18-Kip Equivalent Single Axle Load capacities:

Assumed Equivalent Single Axle

Type Loads (ESAL)
Standard Duty 160,000
Heavy Duty 550,000 (™

Table 15: Assumed Traffic Volume

Notes:

1. For heavy duty pavements, we assumed that the pavements will be subjected to less than 30 loaded
semi-tractor trailer trucks per day, for a seven-day work week, and a design life of 20 years.

In addition, we have assumed the following design parameters:

Design Criteria Value ‘
Design life (Years) 20
Terminal Serviceability 2.0
Reliability 85%
Initial Serviceability 4.2 (Flexible) 4.5 (Rigid)
Standard Deviation 0.45 (Flexible) 0.35 (Rigid)

Table 16: Assumed Design Parameters

Refer to the Pavement Subgrade Preparation section earlier in this report with
recommendations to either stabilize the subgrade soils with lime to depth of 8 inches or
providing for at least 12 inches of lower plasticity structural fill. The following
recommended flexible and rigid pavement sections are based on the condition that one
of these pavement subgrade preparation options was used.

All subgrade, base and pavement construction operations should meet minimum
requirements of the Oklahoma Department of Transportation (ODOT), Standard
Specifications for Highway Construction, dated 2019. The applicable sections of the
specifications are identified as follows:
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Material Specification Section
Portland Cement Concrete Pavement 414 & 701
Bituminous Asphalt Wearing Layer 411 & 708
Bituminous Asphalt Binder Layer 411 & 708
Mineral Aggregate Base Materials 303 & 703
Lime Stabilized Subgrade 307 & 706

Table 17: ODOT Specification Sections

10.1 FLEXIBLE PAVEMENT

The asphalt pavement sections described herein were designed using the “AASHTO Guide
for Design of Pavement Structures, 1993". Alternative pavement sections were designed
by establishing the structural numbers used for the AASHTO design system and
substituting materials based upon structural equivalency as follows:

Material Structural No.

Asphalt Concrete 042
Crushed Stone Base 0.14
Lime Stabilized Subgrade 0.05
Low Plasticity Structural Fill (minimum 0.02
CBR of 4.0)

Table 18: Structural Equivalent Coefficient

Based on the materials encountered at the boring locations and after our
recommendations for site preparation are implemented, flexible pavements at the subject
site may be designed based on an estimated California Bearing Ratio (CBR) of 2.5. The
following flexible pavement sections are based on the design parameters presented
above:

Minimum Recommended Thickness (in)

Material
Standard Duty Heavy Duty

2.0 2.0 HMAC Surface Course (Superpave “S4")
2.5 45 HMAC Binder Course (Superpave “S3")
6.0 6.0 Crushed Aggregate Base (ODOT Type “A")

Table 19: Asphalt Pavement Recommendations
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10.2 RiIGID PAVEMENT

The following rigid pavement sections are based on the design parameters presented
above. We assume a modulus of subgrade reaction (k) of 75 pci. We have assumed
concrete elastic modulus (Ec) of 3.1 X 10° psi, and a concrete modulus of rupture (S'c) of
600 psi.

Minimum Recommended Thickness (in)

Material
Standard Duty Heavy Duty
5.0 6.0 Portland Cement Concrete, f'c=4,000 psi
4.0 6.0 Crushed Aggregate Base (ODOT Type “A”)

Table 20: Rigid Pavement Recommendations

The concrete should be protected against moisture loss, rapid temperature fluctuations,
and construction traffic for several days after placement. All pavements should be sloped
for positive drainage. We suggest that a curing compound be applied after the concrete
has been finished.

For access drive approaches, trash compactor pads, loading areas, and other pavement
areas that are frequently subjected to high traffic loads with frequent braking and turning
of wheels, consideration should be given to using a rigid pavement section comprised of
7 inches Portland cement concrete over 6 inches of limestone aggregate base.

In our professional opinion, a rigid pavement section will perform better than a flexible
pavement for heavy duty pavements subjected to frequent heavy truck traffic, particularly
in radius with frequent braking and turning of wheels. For heavy-duty rigid pavements
subjected to repeat heavy traffic loading conditions, consideration should be given to
providing dowels at all construction joints for improved load transfer between the
concrete panels.

Although not referenced in the ODOT specifications, based on our experience with project
sites in this region and anticipated traffic loads, we recommend Portland cement concrete
should have a minimum 28-day compressive strength of 4,000 psi, maximum slump of 4
inches, and air content of 5 to 7 percent.

For rigid pavements, we recommend a jointing plan be developed to control cracking and
help preclude surficial migration of water into the base course and subgrade. If a jointing
plan includes widely spaced pattern (spacing typically greater than 30 times the slab
thickness), consideration should be given to include steel reinforcement in rigid
pavements, per Section 3.4 of the American Association of State Highway and
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Transportation Officials (AASHTO) Guide for Design of Pavement Structures 1993, and
Section 3.8 of the American Concrete Institute (ACl) Guide for the Design and
Construction of Concrete Parking Lots. Additionally, we recommend the joints be sealed
to further preclude surficial moisture migration into the underlying supporting soils.

All pavements should be sloped, approximately ' inch per foot, to provide rapid surface
drainage. Water allowed to pond on or adjacent to the pavement could saturate the
subgrade and cause premature deterioration of the pavements as a result of loss of
strength and stability. Periodic maintenance of the pavement should be anticipated. This
should include sealing of cracks and joints and maintaining proper surface drainage to
avoid ponding of water on or near the pavement areas.

11.0 SUBGRADE REHABILITATION

The subgrade soils often become disturbed during the period between initial site grading
and construction of surface improvements. The amount and depth of disturbance will
vary with soil type, weather conditions, construction traffic, and drainage.

The engineer should evaluate the subgrade soil during final grading and prior to stone
placement to verify that the subgrade is suitable to receive pavement base or floor slabs.
The final evaluation may include proofrolling or density tests.

Subgrade rehabilitation can become a point of controversy when different contractors are
responsible for mass and final grading. The construction documents should specifically
state which contractor will be responsible for maintaining and rehabilitating the subgrade.
Rehabilitation may include wetting, mixing, and re-compacting soils that have dried
excessively or drying soils that have become wet.

12.0 CONSTRUCTION MONITORING

Field verification of site conditions is an essential part of the services provided by the
geotechnical consultant. To confirm our recommendations, it will be necessary for
Building & Earth personnel to make periodic visits to the site during site grading. Typical
construction monitoring services are listed below.

= Periodic observations and consultations by a member of our engineering staff
during site grading
= Field density tests during structural fill placement on a continuous basis

=  Observation and verification of the bearing surfaces exposed after foundation
excavation
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= Reinforcing steel inspections

= Inspections of structural masonry

= Molding and testing of concrete cylinders and grout specimens

= Structural steel inspections

= Monitoring and testing during fireproofing

= Sampling of asphalt for mix verification and coring for determination of in-place

thickness and density

13.0 CLOSING AND LIMITATIONS

This report was prepared for Thompson Construction, Inc., for specific application to the
subject project located in Okmulgee, Oklahoma. The information in this report is not
transferable. This report should not be used for a different development on the same
property without first being evaluated by the engineer.

The recommendations in this report were based on the information obtained from our
field exploration and laboratory analysis. The data collected is representative of the
locations tested. Variations are likely to occur at other locations throughout the site.
Engineering judgment was applied in regards to conditions between borings. It will be
necessary to confirm the anticipated subsurface conditions during construction.

This report has been prepared in accordance with generally accepted standards of
geotechnical engineering practice. No other warranty is expressed or implied. In the
event that changes are made, or anticipated to be made, to the nature, design, or location
of the project as outlined in this report, Building & Earth must be informed of the changes
and given the opportunity to either verify or modify the conclusions of this report in
writing, or the recommendations of this report will no longer be valid.

The scope of services for this project did not include any environmental assessment of
the site or identification of pollutants or hazardous materials or conditions. If the owner
is concerned about environmental issues Building & Earth would be happy to provide an
additional scope of services to address those concerns.

This report is intended for use during design and preparation of specifications and may
not address all conditions at the site during construction. Contractors reviewing this
information should acknowledge that this document is for design information only.
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An article published by the Geoprofessional Business Association (GBA), titled Important
Information About Your Geotechnical Report, has been included in the Appendix. We
encourage all individuals to become familiar with the article to help manage risk.
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GEOTECHNICAL INVESTIGATION METHODOLOGIES

The subsurface exploration, which is the basis of the recommendations of this report, has
been performed in accordance with industry standards. Detailed methodologies employed
in the investigation are presented in the following sections.

DRILLING PROCEDURES — STANDARD PENETRATION TEST (ASTM D1586)

At each boring location, soil samples were obtained at standard sampling intervals with a
split-spoon sampler. The borehole was first advanced to the sample depth by augering and
the sampling tools were placed in the open hole. The sampler was then driven 18 inches
into the ground with a 140-pound automatic hammer free-falling 30 inches. The number
of blows required to drive the sampler each 6-inch increment was recorded. The initial
increment is considered the “seating” blows, where the sampler penetrates loose or
disturbed soil in the bottom of the borehole.

The blows required to penetrate the final two (2) increments are added together and are
referred to as the Standard Penetration Test (SPT) N-value. The N-value, when properly
evaluated, gives an indication of the soil’s strength and ability to support structural loads.
Many factors can affect the SPT N-value, so this result cannot be used exclusively to evaluate
soil conditions.

The SPT testing was performed using a drill rig equipped with an automatic hammer.
Automatic hammers mechanically control the height of the hammer drop, and doing so,
deliver higher energy efficiency (90 to 99 % efficiency) than manual hammers (60 %
efficiency) which are dropped using a manually operated rope and cathead system. Because
historic data correlations were developed based on use of a manual hammer, it is necessary
to adjust the N-values obtained using an automatic hammer to make these correlations
valid. Therefore, an energy correction factor of 1.3 was applied to the recorded field N-values
from the automatic hammer for the purpose of our evaluation. The N-values discussed or
mentioned in this report and shown on the boring logs are recorded field values.

Samples retrieved from the boring locations were labeled and stored in plastic bags at the
jobsite before being transported to our laboratory for analysis. The project engineer
prepared Boring Logs summarizing the subsurface conditions at the boring locations.
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UNDISTURBED SAMPLING

Soil samples are obtained using Shelby tube samplers. The Shelby tube is a three (3) inch
diameter, thin walled sampling tube that allows for relatively undisturbed sampling of soil.
The undisturbed or thin-walled tube sampling is conducted in general accordance with
ASTM D1587.

The sampling procedure consists of augering to the sample depth, then cleaning out the
open borehole and continuously pushing the thin-walled, metal Shelby tube into the soil.
The Shelby tubes are carefully withdrawn from the borehole to reduce the possibility of
disturbing the sample. The ends of the Shelby tube are sealed in the field and the tubes are
transported to the laboratory for testing.

FIELD RESISTIVITY (ASTM G57)

Soil resistivity testing is performed in the field to determine the underlying soils resistance
to electrical current. Resistivity measurements were recorded using a Miller 400A analog
resistance meter. The Wenner four-electrode soil resistivity method (ASTM G57) was
performed with the electrodes spaced at intervals of 2, 5, 10, and 20 feet. The field resistivity
results ate presented in a table later in the Appendix.
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BORING LOG DESCRIPTION

Building & Earth Sciences, Inc. used the gINT software program to prepare the attached boring
logs. The gINT program provides the flexibility to custom design the boring logs to include
the pertinent information from the subsurface exploration and results of our laboratory
analysis. The soil and laboratory information included on our logs is summarized below:

DEPTH AND ELEVATION

The depth below the ground surface and the corresponding elevation are shown in the first
two columns.

SAMPLE TYPE

The method used to collect the sample is shown. The typical sampling methods include Split
Spoon Sampling, Shelby Tube Sampling, Grab Samples, and Rock Core. A key is provided at
the bottom of the log showing the graphic symbol for each sample type.

SAMPLE NUMBER
Each sample collected is numbered sequentially.

BLOWS PER INCREMENT, REC%, RQD%

When Standard Split Spoon sampling is used, the blows required to drive the sampler each 6-
inch increment are recorded and shown in column 5. When rock core is obtained the recovery
ration (REC%) and Rock Quality Designation (RQD%) is recorded.

SOIL DATA

Column 6 is a graphic representation of four different soil parameters. Each of the parameters
use the same graph, however, the values of the graph subdivisions vary with each parameter.
Each parameter presented on column 6 is summarized below:

e N-value- The Standard Penetration Test N-value, obtained by adding the number of
blows required to drive the sampler the final 12 inches, is recorded . The graph labels
range from 0 to 50.

e Qu-Unconfined Compressive Strength estimate from the Pocket Penetrometer test in
tons per square foot (tsf). The graph labels range from 0 to 5 tsf.

e Atterberg Limits — The Atterberg Limits are plotted with the plastic limit to the left, and
liquid limit to the right, connected by a horizontal line. The difference in the plastic and
liquid limits is referred to as the Plasticity Index. The Atterberg Limits test results are
also included in the Remarks column on the far right of the boring log. The Atterberg
Limits graph labels range from 0 to 100%.

e Moisture — The Natural Moisture Content of the soil sample as determined in our
laboratory.
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SOIL DESCRIPTION

The soil description prepared in accordance with ASTM D2488, Visual Description of Soil
Samples. The Munsel Color chart is used to determine the soil color. Strata changes are
indicated by a solid line, with the depth of the change indicated on the left side of the line and
the elevation of the change indicated on the right side of the line. If subtle changes within a
soil type occur, a broken line is used. The Boring Termination or Auger Refusal depth is shown
as a solid line at the bottom of the boring.

GRAPHIC

The graphic representation of the soil type is shown. The graphic used for each soil type is
related to the Unified Soil Classification chart. A chart showing the graphic associated with
each soil classification is included.

REMARKS

Remarks regarding borehole observations, and additional information regarding the
laboratory results and groundwater observations.
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Major Divisions

SOIL CLASSIFICATION METHODOLOGY

Symbols

7 Lithology | Group |

Group Name & Typical Description

Well-graded gravels, gravel — sand mixtures, little or

Gravel and GW _
Gravelly Clean Gravels no fines
Soils (Less than 5% fines) GP Poorly-graded gravels, gravel - sand mixtures, little
M " or no fines
Coarse ore than
. 50% of
Grained coarse L GM | Silty gravels, gravel - sand - silt mixtures
. S Gravels with Fines
Soils fraction is
larger than (More than 12% fines) )
No. 4 sieve GC Clayey gravels, gravel — sand — clay mixtures
More than d and
50% of Sand an . .
Well-graded sands, gravelly sands, little or no fines
material is Sandy Clean Sands sw J gravery f
larger than Soils
No. 200 (Less than 5% fines) Sp Poorly-graded sands, gravelly sands, little or no
sieve More than fines
size 50% of
coarse L SM | Silty sands, sand - silt mixtures
fraction is Sands with Fines
smaller than (More than 12% fines)
ore than ines) [ g
No. 4 0 LA SC | Clayey sands, sand - clay mixtures
LA yey y
sieve TSI
ML Inorganic silts and very find sands, rock flour, silty or
Fine Silts and ) clayey fine sands or clayey silt with slight plasticity
. Clavs Inorganic
Grained 4 // CL Inorganic clays of low to medium plasticity, gravelly
i clays, sandy clays, silty clays, lean clays
Soils Liquid Limit 7 % ys, sandy clays, silty clay y:
less than 50 - -
Organic —— | OL Organic silts and organic silty clays of low plasticity
More than . o =
50%,0f . Inorganic silts, micaceous or diatomaceous fine
mater;[al is Silts and sand, or silty soils
smaller .
Clays Inorganic
than 4 9
No. 200 . Inorganic clays of high plasticity
. Liquid Limit
sieve
size greater than [ . Loh o
) o . um to hi ticity, .
50 Organic rganic clays of medium to high plasticity, organic

CNANANAN A NN
WANA A AN A AN

silts

Highly Organic Soils

Nl () 7wV Bt |

TS T S

A

PT

N M M i

Peat, humus, swamp soils with high organic
contents

Table 1: Soil Classification Chart (based on ASTM D2487)
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SOIL CLASSIFICATION METHODOLOGY

Geotechnical, Environmental, and Materials Engineers

Building & Earth Sciences classifies soil in general

accordance with the Unified Soil Classification 60

System (USCS) presented in ASTM D2487. Table 1

and Figure 1 exemplify the general guidance of 50

the USCS. Soil consistencies and relative densities — CH or OH
are presented in general accordance with 9;'— 40

Terzaghi, Peck, & Mesri's (1996) method, as §

shown on Table 2, when quantitative field and/or = 30

laboratory data is available. Table 2 includes § CLoroL

Consistency and Relative Density correlations s 20

with N-values obtained using either a manual * MH or OH
hammer (60 percent efficiency) or automatic 107

hammer (90 percent efficiency). The Blows Per 0 ML or OL

Increment and SPT N-values displayed on the
boring logs are the unaltered values measured in
the field. When field and/or laboratory data is not
available, we may classify soil in general
accordance with the Visual Manual Procedure Figure 1: Plasticity Chart (based on ASTM D2487)
presented in ASTM D2488.

0 10 20 30 40 50 60 70 80 90 100
Liquid Limit (LL)

Non-cohesive: Coarse-Grained Soil Cohesive: Fine-Grained Soil
SPT Penetration Estimated Range of
SPT Penetration (blows/foot) . Unconfined Compressive
. : Consistency
(blows/foot) Relative Automatic | Manual Strength (tsf)
Density Hammer* | Hammer
Automatic Manual <2 <2 Very Soft < 0.25
Hammer* Hammer
0-3 0-4 Very Loose 2-3 2-4 Soft 0.25-0.50
3-8 4-10 Loose 3-6 4-8 Medium Stiff 0.50 - 1.00
8-23 10 - 30 Medium Dense 6-12 8-15 Stiff 1.00 - 2.00
23 -38 30-50 Dense 12-23 15-30 Very Stiff 2.00-4.00
> 38 > 50 Very Dense > 23 > 30 Hard > 4.00

Table 2: Soil Consistency and Relative Density (based on Terzaghi, Peck & Mesri, 1996)

* - Modified based on 80% hammer efficiency
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KEY TO LOGS
Geotechnical, Environmental, and Materials Engineers
Standard Dynamic Cone Soil Particle Size U.S. Standard
Penetration Test Penetrometer
ASTM D1586 or I (Sower DCP) Boulders Larger than 300 mm N.A.
AASHTO T-206 ASTM STP-399 Cobbles 300 mm to 75 mm N.A.
Gravel 75 mm to 4.75 mm 3-inch to #4 sieve
Shelby Tube No Sample
Sampler O Recoverp Coarse 75 mm to 19 mm 3-inch to ¥-inch sieve
ASTM D1587 y , , ,
Fine 19 mm to 4.75 mm 3/-inch to #4 sieve
Sand 4.75 mm to 0.075 mm #4 to #200 Sieve
Rock Core Sample Groundwater at .
. # #
ASTM D2113 Z Time of Drilling Coarse 475 mm to 2 mm 4 to #10 Sieve
Medium 2 mm to 0.425 mm #10 to #40 Sieve
Fine 0.425 mm to 0.075 mm #40 to #200 Sieve
Auger Cuttings 1 Grqundwater as Fines Less than 0.075 mm Passing #200 Sieve
— Indicated
Silt Less than 5 um N.A.
Clay Less than 2 um N.A.

Table 1: Symbol Legend Table 2: Standard Sieve Sizes

Standard

Penetration

Test

Resistance

A measure of a soil's plasticity characteristics in

are presented in tons per square foot (tsf).

N-Value calculated using ASTM D1586 or AASHTO T- Atﬁien:?gfg gene'rayl accordance wi'Fh ASTM D43‘18. The sqil
] 206. Calculated as sum of original, field Plast|C|ty' {ndex .(PI) s represente?tlv'e Qf‘ this
recorded values. P'L_L‘L characteristic and is bracketed by the Liquid Limit (LL)
and the Plastic Limit (PL).
Qu Unconfined compressive strength, typically ; . .
A estimated from a pocket penetrometer. Results o Motsture Percent natural moisture content in  general
® accordance with ASTM D2216.

Table 3: Soil Data

Table 4: Soil Drilling Methods

Hollow Stem Auger Flights on the outside of the shaft advance soil cuttings to the surface. The
9 hollow stem allows sampling through the middle of the auger flights. .
Descriptor Meaning
Mud Rotary / A cutting head advances the boring and discharges a drilling fluid to
Wash Bore support the borehole and circulate cuttings to the surface. Trace Likely less than 5%
Solid Flight Auger Flights on the outside bring.soil cuttin.gs to the surface. Solid stem requires Few 5to 10%
removal from borehole during sampling. Little 15 to 25%
Cylindrical bucket (typically 3-inch diameter and 8 inches long) attached to a Some 30 to 45%
Hand Auger
metal rod and turned by human force. Mostly 50 to 100%

Table 5: Descriptors
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Geotechnical, Environmental, and Materials Engineers

KEY TO LOGS

Manual Hammer

The operator tightens and loosens the rope around a rotating drum assembly to lift
and drop a sliding, 140-pound hammer falling 30 inches.

Automatic Trip Hammer

An automatic mechanism is used to lift and drop a sliding, 140-pound hammer
falling 30 inches.

Dynamic Cone Penetrometer
(Sower DCP) ASTM STP-399

Table 6: Sampling Methods

Uses a 15-pound steel mass falling 20 inches to strike an anvil and cause penetration
of a 1.5-inch diameter cone seated in the bottom of a hand augered borehole. The
blows required to drive the embedded cone a depth of 1-3/4 inches have been
correlated by others to N-values derived from the Standard Penetration Test (SPT).

Table 8: Moisture Condition

Non-plastic A 1/8-inch thread cannot be rolled at any water content.
Low The thread can barely be rolled and the lump cannot be formed when drier than the
plastic limit.
The thread is easy to roll and not much time is required to reach the plastic limit. The
Medium thread cannot be re-rolled after reaching the plastic limit. The lump crumbles when
drier than the plastic limit.
It takes considerable time rolling and kneading to reach the plastic limit. The thread
High can be re-rolled several times after reaching the plastic limit. The lump can be
formed without crumbling when drier than the plastic limit.
Table 7: Plasticity
Dry Absence of moisture, dusty, dry to the touch.
Moist Damp but no visible water.
Wet Visible free water, usually soil is below water table.

Table 9: Structure
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Stratified Alternating layers of varying material or color with layers at least 2 inch thick.
Laminated Alternating layers of varying material or color with layers less than % inch thick.
Fissured Breaks along definite planes of fracture with little resistance to fracturing.
Slickensides Fracture planes appear polished or glossy, sometimes striated.
Cohesive soil that can be broken down into small angular lumps which resist further
Blocky
breakdown.
Lensed Inclusion of small pockets of different soils, such as small lenses of sand scattered
through a mass of clay.
Homogeneous Same color and appearance throughout.






Geotechnical, Environmental, and Materials Engineers

GW Well-graded gravels, gravel — sand

Asphalt
mlxtures little or no fines P

C[ay with Gravel

Aggregate Base < Sand with Gravel

GM - Silty gravels, gravel — sand - silt

. Silt with Gravel
mixtures

1WA W 3y Topsoil

ALY

:\.‘ UA gy
< GC- Clayey gravels, gravel — sand — clay

. Concrete
mixtures

« Gravel with Sand

| SW - Well-graded sands, gravelly sands,

| little or no fines Coal

Gravel with Clay

: SP - Poorly-graded sands, gravelly sands,
little or no fines

SM - Silty sands, sand - silt mixtures W Sandy Clay

CL-ML - Silty Clay Gravel with Silt

Limestone
o -
/| SC - Clayey sands, sand — clay mixtures Clayey Chert Chalk
ML - Inorgamc silts and very find sands, Low and High .
rock flour, silty or clayey fine Plas ticity Cla Siltstone
sands or clayey silt with slight plasticity v -y
7 - : . K
% CL {nprgamc clays of low to medium Low Plasticity Silt and 7 '
/ plasticity, gravelly clays, sandy Cla 2 Till
g _//1 clays, silty clays, lean clays 4 7t
... - oL- Organic silts and organic silty clays High Plasticity Silt Sandy Clay with
- — — — | of low plasticity and Clay :] Cobbles and Boulders

Fill Sandstone with Shale

MH - Inorganic silts, micaceous or
diatomaceous fine sand, or silty soils

CH - Inorganic clays of high plasticity Weathered Rock Coral

OH - Organic clays of medium to high

\J\J\/\J\.J\J\.AJ\,
SUTIIOTTS plasticity, organic silts
WANAAAN AN

Sandstone Boulders and Cobbles

NEZENEZEN TN

ooy ay o, PT-Peat, humus, swamp soils with high ———=s Shale " Soil and Weathered
L{, M \\_"/ \\ _—

organic contents " Rock

Table 1: Key to Hatches Used for Boring Logs and Soil Profiles
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BORING LOCATION PLAN
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REFERENCE USED
TO PRODUCE THIS
DRAWING:

Google Earth Satellite
Imagery Dated
October 27, 2018 with
Site Plan overlay,
unnamed and undated

BORING LOCATION PLAN

DATE: 9/4/2020

PROJECT NO. | PROJECT NAME / LOCATION:

MCN - Meat Processing Facility

OK200205 Okmulgee, OK

SCALE:

As Shown
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SUBSURFACE PROFILES
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° 726
z / 724
o) BT=10.0 16 16 /
= é
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N < a
s0+ |9 A«
. 50+
NY N9
718 - ——— : — 718
BT=15.0 I 50+
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< BT=15.0
716 L&i - 716
714 50+ 714
BT=19.0
I I I I I I I I
0 50 100 150 200 250 300 350
Key to Hatches Legend Building & Earth Sciences, Inc.
8200 N Classen Blvd., Suite 116, Oklahoma City, OK 73114
V v/ I BT=Boring Termination, TPT=Test Pit Terminated - ™
. ; USCS Low USCS High . MCN Meat Processing Facility
Topsoil / I / I AR=Auger Refusal, ER=Excavation Refusal 9
A Plasticity Clay A Plasticity Clay ug u xcavati u Okmulgee, OK

Site Map Scale 1 inch equals 255 feet

Weathered Rock %Shale

\ USCS Low to High
N Plasticity Clay

N=Standard Penetration Test N-Value
Qu=Unconfined compressive strength estimate
from pocket penetrometer test (tsf)
Water Level Reading at time of drilling.

Water Level Reading after drilling.

hvA
A 4

0 41

—

Horizontal Scale (feet)
Vertical Exaggeration: 9x

A-A': Subsurface Profile

PROJECT NO: OK200205 | PLATE NO: A-1 | DATE: 9/17/20
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Key to Hatches Legend Building & Earth Sciences, Inc.
1403 S 70th East Avenue, Tulsa, OK 74112
% % BT=Boring Termination, TPT=Test Pit Terminated - "~
{Topsoil ) uscs Low . J|uscs Low e Rofuen) £ ion Refusal MCN Meat Processing Facility
?AQ P j Plasticity Clay j Plasticity Silty Clay AR=Auger Refusal, ER=Excavation Refusa Okmulaee. OK
4 4 N=Standard Penetration Test N-Value gee,
5 ) V USCS Low Qu=Unconfined compressive strength estimate B-B': Subsurface Profile
35_0 Limestone / Plasticity Sandy Weathered Rock from pocket penetrometer test (tsf)
ZAClay Y Water Level Reading at time of drilling. PROJECT NO: OK200205 | PLATE NO: B-1 [oATE: 9717720
hal Y Water Level Reading after drilling. = . .
Shale
o " 0 41
Horizontal Scale (feet)

Site Map Scale 1 inch equals 255 feet

Vertical Exaggeration: 8x
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BORING LOGS
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LOG OF BORING

Designation: B-01
Sheet 1 of 1

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/4/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Sunny
EQUIPMENT USED: Diedrich D50 ELEVATION: 733
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: SE corner of proposed building LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
Elz|HSw & aawmha = v
T|O |wwlSx= 1. 2 3 4 < T
[l | | i — o SOIL DESCRIPTION b REMARKS
o | < |22 22| | Atterberg Limits | ) =
al= <§( <§( @z 20 40 60 80 S ©
i %12 @® % Moisture @
20 40 60 80 _
it 63— TOPSOIL: 3 inches 7327
b 1 1 i SaJPle% LEAN CLAY (CL): stiff, dark brown, reddish
5 M:185% |, ) brown, medium plasticity, moist, with some 7310
1 1 = . fine roots and few ferrous nodules, m/
o ; Sample 2 \(RESIDUAL) / /
] 1X] 2 3 PL: 16 FAT CLAY (CHY: stiff, dark brown, brown, gray,
| 5 S |PL34 high plasticity, moist, with ferrous nodules,
M: 17.9% (RESIDUAL) UC: 2,830 psf @ 7.6% strain
5| 3 Sample°3
M: 19.3% olive brown /
- 725 %
1 ] 10 samplea 122 724.0 /4,
X 4 20 lv?;r?4_2% CLAYEY SHALE: soft, light brown, brown, N9
104 ] 24 yellowish brown, with calcareous deposits, I
(WEATHERED ROCK) N9
_ -9 .
N9
i Lo
N9
4 7201 I
» | llowish b Y
| ] 21 N ray, olive gray, yellowish brown o,
X 5 50/6" : >§>[] gray, gray, y :
15— Lol
| 16.0 717.08N 74
SHALE: moderately hard, gray, light gray,
4 fissile, (WEWOKA FORMATION)
=4 7154
1 Xe| 0 18.9 714.1
Boring Terminated at 18.9 feet.
20—
4 Groundwater not
encountered at time of
47104 driIIing.
Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density

based on correction factor
for Automatic hammer.

saMpLETYPE  [X] split Spoon

N-VALUE
% MOISTURE PERCENT NATURAL MOISTURE CONTENT
AVA

4

STABILIZED GROUNDWATER LEVEL

Wlsieoy Tube

STANDARD PENETRATION RESISTANCE (AASHTO T-206)

REC RECOVERY LL:
RQD ROCK QUALITY DESIGNATION PL:

GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:

Qu

LIQUID LIMIT M: NATURAL MOISTURE CONTENT

PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE
PLASTICITY INDEX
POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL

Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC

Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK
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LOG OF BORING

Designation: B-02
Sheet 1 of 1

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/2/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Cloudy
EQUIPMENT USED: Diedrich D50 ELEVATION: 732
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: NE corner of proposed building LOGGED BY: Antony Atencio
. O N-Value O
£ |w| . = 10 20 30 40
‘g P % 2 wn é A Qu(tsf) A E %
Ll |y zgEg 1 2 3 4 o SOIL DESCRIPTION & REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ Z| 2 40 6 8 < ©
i %12 @ % Moisture @
20 40 60 80
Do | [#FT\TOPSOIL: 3 inches 7347
7 1 %8_87% LEAN CLAY (CL): very's'giff, dark brown, grayish
brown, medium plasticity, moist, with some
1730 fine roots and trace sandstone fragments,
(RESIDUAL)
1 'X > 8 Sample 2
9 M: 15.7%
| i 9
5 Sample 3 | 50 727.0
3 LL: 50 FAT CLAY (CH): stiff, dark brown, brown, 7
1 JAl3 451 E:ﬁ;é yellowish brown, high plasticity, moist,
E) M- 28.4% (RESIDUAL) /
4 725 %
X a8 amelet |95 722.5%
104 | 16 CLAYEY SHALE: soft, brown, yellowish brown, NI
light gray, (WEATHERED ROCK) o
-~ Q b 4
-Q. .
4 720 NI
- .
-~ Q b a
-Q. .
1 1V ) N9
- | 149 olive gray 7171 ,° -
Boring Terminated at 14.9 feet.
=1 7154
20—
47104 Groundwater not
encountered at time of
i drilling.
Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density

based on correction factor
for Automatic hammer.

sampLETYPE [ sheiby Tube

N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY

% MOISTURE PERCENT NATURAL MOISTURE CONTENT

AV GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:
A 4 STABILIZED GROUNDWATER LEVEL

&Split Spoon

LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT

RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE

PLASTICITY INDEX

Qu  POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL

Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC

Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





BUILDING & EARTH

Geotechnical, Environmental, and Materials Engineers

LOG OF BORING

Designation: B-03
Sheet 1 of 1

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME:

MCN Meat Processing Facility

PROJECT NUMBER: 0OK200205
DRILLING METHOD: Hollow Stem Auger
EQUIPMENT USED: Diedrich D50

LOCATION: Okmulgee, OK
DATE DRILLED: 9/4/20
WEATHER: Sunny
ELEVATION: 733

DRILL CREW:  Mohawk
LOGGED BY: Antony Atencio

HAMMER TYPE: Automatic
BORING LOCATION: Center of proposed building
. O N-Value O
£ |w| . = 1020 30 40
— ~ | o
Elz = g wn & A Qu(tsf) A ﬁ:
T|O |ww Sx2 1. 2 3 4 =y
| E|ZF oY —
o | < [l _.ﬂ-s | Atterberg Limits | )
Bl2|23® 2| 20 %0 w0 & S
i %12 @® % Moisture @

SOIL DESCRIPTION

GRAPHIC

REMARKS

730

20

40 60 80

TOPSOIL: 3 inches

-
4%}

hY
N

LEAN CLAY (CL): stiff, dark brown, reddish
brown, grayish brown, medium plasticity,
moist, with some fine roots, (RESIDUAL)

very stiff

w
[ NN

4 725

N
o~ o

— 720

+ 715
50/5"

5.0 728.0
LEAN TO FAT CLAY (CL-CH): stiff, olive brown,
yellowish brown, medium to high plasticity,
moist, (RESIDUAL)

7.5 725.5
FAT CLAY (CH): very stiff, yellowish brown,
olive gray, bluish gray, high plasticity, moist,

(RESIDUAL)

10.0 723.0
WEATHERED SHALE: soft, light yellowish N9
brown, brown, (WEATHERED ROCK) ta.

N3
- Q. .
N3
- Q. .
N3
<,
)
. Q. .
\ <
. Q. .

17.0 71607
SHALE: soft to moderately hard, gray, light
gray, fissile, (WEWOKA FORMATION)

18.9 7141

< 710

25—

Boring Terminated at 18.9 feet.

UC: 4,070 psf @ 2.5% strain

Groundwater not
encountered at time of
drilling.

Borehole backfilled on date
drilled unless otherwise
noted.

Consistency/Relative Density
based on correction factor
for Automatic hammer.

saMpLETYPE  [X] split Spoon

N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY

% MOISTURE PERCENT NATURAL MOISTURE CONTENT

AV GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:
A 4 STABILIZED GROUNDWATER LEVEL Qu

Wlsieoy Tube

LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT

RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE

PLASTICITY INDEX
POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC

Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





LOG OF BORING 1403 S 70th East Avenue

Tulsa, OK 74112

BUILDING & EARTH

Designation: B-04 Office: (918) 439-9005
Sheet 1 of 1
Geotechnical, Environmental, and Materials Engineers
PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/2/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Cloudy
EQUIPMENT USED: Diedrich D50 ELEVATION: 733
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: NW corner of north area of proposed building LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
Elz|HSw & aawmha = v
T|O |wwlSx= 1. 2 3 4 < T
| E |22 oww — o SOIL DESCRIPTION % REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ | 20 40 60 80 < ©
—l - B
o |9 @® % Moisture @
20 40 60 80 S
A 83—\ TOPSOIL: 3 inches 7327
b 1 2 Sample 1 LEAN CLAY (CL): stiff, dark brown, medium
1 3 o
2 M:19.0% plasticity, moist, with fine roots, (RESIDUAL)
i No recovery on Shelby
1730 5 sample. Tube broke in auger
s| | 5.0 728.0
4 Sample 3 LEAN TO FAT CLAY (CL-CH}: stiff, olive brown,
i ] 3 4 M: 21.9% olive, yellowish brown, medium to high
6 plasticity, moist, with trace weathered
i ] sandstone fragments, (RESIDUAL)
- 725
4 ] 5 Sample 4 very stiff, light brown, gray, light yellowish
4 6 M: 19.8% brown, with ferrous staining, shaley
10— 1 10
i 12.0 721.0
CLAYEY SHALE: soft, light brown, olive brown, N3
- 720 (WEATHERED ROCK) La.
\ <
i .X 5 .q.'.
14.7 718.3KN\ 2 2
157 1 Boring Terminated at 14.7 feet.
=1 7154
20—
i Groundwater not
encountered at time of
17104 drilling.
Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density
Do based on correction factor
A for Automatic hammer.
SAMPLETYPE [X] split Spoon sty Tube
N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT
% MOISTURE PERCENT NATURAL MOISTURE CONTENT RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE
v GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:  PLASTICITY INDEX
A 4 STABILIZED GROUNDWATER LEVEL Qu POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC
Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





LOG OF BORING 1403 S 70th East Avenue

BUILDING & EARTH Tulsa, OK 74112

Designation: B-05 Office: (918) 439-9005
Sheet 1 of 1
Geotechnical, Environmental, and Materials Engineers
PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/4/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Sunny
EQUIPMENT USED: Diedrich D50 ELEVATION: 734
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: South drive area LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
Elz|HSw & aawmha = v
T|O |wwlSx= 1. 2 3 4 < T
| E |22 oww — o SOIL DESCRIPTION % REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ | 20 40 60 80 < ©
—l w) - 0, B
w |V @® % Moisture @
20 40 60 80
I 83— TOPSOIL: 3 inches 7337
1 1Y+ 3 Sample 1 LEAN CLAY (CL): medium stiff to stiff, dark
" M:23.1% brown, low plasticity, moist, with roots,
7 1 - (RESIDUAL)
4 V1, 451 Sample 2 very stiff, brown, reddish brown
2 M: 21.3%
< 730 =
s| | 5.0 729.0
3 5 Sample 3 LEAN TO FAT CLAY (CL-CH): very stiff, dark
4 E 6 M: 22.7% brown, brown, dark grayish brown, medium
8 to high plasticity, moist, (RESIDUAL)
1 1 85 725.5
4 725 5 Sample 4 FAT CLAY (CH): very stiff, yellowish brown, 7
4 8 M: 23.6% brown, olive brown, high plasticity, moist, /
10 10 100 (RESIDUAL) NN/ //,
Boring Terminated at 10 feet.
= 720
15—
=1 7154
20—
i Groundwater not
encountered at time of
i drilling.
Borehole backfilled on date
17101 drilled unless otherwise
noted.
25 Consistency/Relative Density
based on correction factor
Lo for Automatic hammer.
saMpLETYPE  [X] split Spoon
N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT
% MOISTURE PERCENT NATURAL MOISTURE CONTENT RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE
v GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:  PLASTICITY INDEX
A 4 STABILIZED GROUNDWATER LEVEL Qu POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC
Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





BUILDING & EARTH

Geotechnical, Environmental, and Materials Engineers

LOG OF BORING

Designation: B-06
Sheet 1 of 1

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/2/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Cloudy
EQUIPMENT USED: Diedrich D50 ELEVATION: 733
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: North drive area LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
@z,%%m & A Qusf) A = =
T|O |wwlSx= 1. 2 3 4 < T
[l | | i — SOIL DESCRIPTION b REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ Z| 2 4 6 8 < ©
o (VY @® % Moisture @
20 40 60 80 _
Sn il |sample1 [83—\TOPSOIL: 3 inches P32
1 1Y+ % :5'[: ?3 LEAN CLAY (CL): medium stiff, dark grayish
3 PI: 25 brown, dark brown, medium to high plasticity,
N 1 N M: 23.1% moist, with roots, (RESIDUAL)
17301V ,| 3 Sample 2 stiff
g M: 20.4%
s| | 5.0 728.0
2 Sample 3 FAT CLAY (CH): stiff, grayish brown, gray, light
i | 3 3 M: 22.2% yellowish brown, high plasticity, moist,
4 (RESIDUAL) /
4 7251 %
i . 3 Sample 4 very stiff, olive, light olive gray /
¢ 2 st 7
o 8 100 723047
Boring Terminated at 10 feet.
< 720
15—
=1 7154
20—
i Groundwater not
encountered at time of
17104 drilling.
Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density
based on correction factor
for Automatic hammer.

saMpLETYPE  [X] split Spoon

N-VALUE
% MOISTURE PERCENT NATURAL MOISTURE CONTENT
AVA

4

STABILIZED GROUNDWATER LEVEL

STANDARD PENETRATION RESISTANCE (AASHTO T-206)

GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:

REC RECOVERY

LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT

RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE

Qu

PLASTICITY INDEX
POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL

Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC

Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





BUILDING & EARTH

Geotechnical, Environmental, and Materials Engineers

LOG OF BORING

Designation: B-07
Sheet 1 of 2

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: 0OK200205 DATE DRILLED: 9/2/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Cloudy
EQUIPMENT USED: Diedrich D50 ELEVATION: 733
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: Proposed lift station LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
Elz|HSw & aauwmha = v
T|O |wjlw Sx2 1. 2 3 4 < T
E|lE |42 3w — [a) SOIL DESCRIPTION b REMARKS
o | < |22 25| | Atterberg Limits | ) =
ol <§( <§( @ Z| 20 40 6 8 < ©
o |v|n @® % Moisture @
20 40 60 80 _ '
A 03 TOPSOIL: 3 inches 7327[ 3% 3
LEAN CLAY (CL): stiff, dark brown, low
i ] 3 plasticity, moist, with roots, (RESIDUAL)
1 Sample 1
4 M: 13.0%
4
2.5 730.5
Sample 2 LEAN TO FAT CLAY (CL-CH): stiff, brown,
~ 730+ 5 LL: 48 reddish brown, high plasticity, moist, with
2 5 PL: 15 ferrous staining, (RESIDUAL)
5 PI: 33 Groundwater was not
= M: 17.0% encountered at time of
4 ] A 4 drilling.
Seven days after
completion of drilling, free
5 ) olive gray water was recorded at 4.2
> feet (EL 728.8).
3 3 Sample 3
1] : M: 22.2%
- 725
] 4 4 Sample 4
166 M: 16.1% | 9.5 7235
- CLAYEY SHALE: soft, light brown, yellowish N3
10— brown, (WEATHERED ROCK) S
=
-Q..
i \ <
-Q..
\ <
-Q..
i NI
o,
(a)
. 720. -Q .
(a)
. L
140 ightgray, gray 7190[A 5
s| 5 WEATHERED SHALE: soft, light gray, a)
32 (WEATHERED ROCK) cQ.
Y

saMpLETYPE  [X] split Spoon

N-VALUE
% MOISTURE PERCENT NATURAL MOISTURE CONTENT

STANDARD PENETRATION RESISTANCE (AASHTO T-206)

REC RECOVERY

AV GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED

A 4 STABILIZED GROUNDWATER LEVEL

Qu

LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT
RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE
* PLASTICITY INDEX

POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC @ Dunn, NC e Jacksonville, NC
Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





BUILDING & EARTH

Geotechnical, Environmental, and Materials Engineers

LOG OF BORING

Designation: B-07
Sheet 2 of 2

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: 0OK200205 DATE DRILLED: 9/2/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Cloudy
EQUIPMENT USED: Diedrich D50 ELEVATION: 733
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: Proposed lift station LOGGED BY: Antony Atencio
. O N-Value O
E|w| . = 10 20 30 40
gZ%gmé A Qu(tsf) A E %
Ll |y zgEg 1 2 3 4 o SOIL DESCRIPTION & REMARKS
o | < |22 22| | Atterberg Limits | ) =
3555‘“; 20 40 60 80 < ©
o (VY @ % Moisture @
20 40 60 80
A WEATHERED SHALE: soft, light gray, Na)
(WEATHERED ROCK)(continued from 14.0 cQ.
feet. ) N9 )
i <.
\°
-Q..
1 17.0 716.0£ .
SHALE: soft to moderately hard, gray, light
gray, (WEWOKA FORMATION)
= 7154
X 6| s0/5"
20—
i Hard drilling
< 710
X 7| S0/5 239 709.1
] 1 Boring Terminated at 23.9 feet. Monitoring well installed
25—
- 705 1
Borehole backfilled on date
drilled unless otherwise
b noted.
Consistency/Relative Density
based on correction factor
Lo for Automatic hammer.
saMpLETYPE  [X] split Spoon
N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT

% MOISTURE PERCENT NATURAL MOISTURE CONTENT
AVA

4

STABILIZED GROUNDWATER LEVEL

GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED

RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE

PI:
Qu

PLASTICITY INDEX
POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC
Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





BUILDING & EARTH

Geotechnical, Environmental, and Materials Engineers

LOG OF BORING
Designation: B-08

Sheet 1 of 1

1403 S 70th East Avenue
Tulsa, OK 74112
Office: (918) 439-9005

PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/4/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Sunny
EQUIPMENT USED: Diedrich D50 ELEVATION: 718
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: North area of proposed western lagoon LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
Elz|HSw & aquwmh a = o)
T|O |wwSx= 1.2 3 4 < T
| E |22 oww — SOIL DESCRIPTION b REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ Z| 2 40 6 8 < ©
o (VY @ % Moisture @
20 40 60 80 _
it 63—\ TOPSOIL: 3 inches A7
b ] 1 % Sample 1 |e°1 LEAN CLAY (CL): medium stiff, dark brown,
3 M:16.1% medium plasticity, moist, with roots,
1 7 - Sample2 | p5  (ALLUVIAL) 7155
1715 3 2 SANDY SILTY CLAY (CL-ML): medium stiff,
2 2 T reddish brown, low plasticity, moist, with
i 2 M 15.2% roots, (ALLUVIAL)
F: 55.8%
Sample 3
> 3 M: 17.6%
| wet, with silty sand seams and lenses
<4 710 Z
| | 1 Sample 4 Groundwater encountered at
4| 2 VR soft to medium stiff 8.5 feet (EL 709.5) at time of
10 | 2 drilling.
- 705 -x 5| s 13.5 704.5
i . LIMESTONE: hard, gray, light gray, with minor l I
shale and fossils, (WEWOKA FORMATION) I
15— 15.0 703.0 T
Auger Refusal at 15 feet.
- 700
20—
1% Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density
based on correction factor
for Automatic hammer.

saMpLETYPE  [X] split Spoon

N-VALUE

Wlsieoy Tube

STANDARD PENETRATION RESISTANCE (AASHTO T-206)

% MOISTURE PERCENT NATURAL MOISTURE CONTENT

v

4

GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED Pl:
STABILIZED GROUNDWATER LEVEL

REC RECOVERY

LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT

RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F:  PERCENT PASSING NO. 200 SIEVE

Qu

PLASTICITY INDEX
POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC
Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





LOG OF BORING 1403 S 70th East Avenue

BUILDING & EARTH Tulsa, OK 74112

Designation: B-09 Office: (918) 439-9005
Sheet 1 of 1
Geotechnical, Environmental, and Materials Engineers
PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: 0OK200205 DATE DRILLED: 9/4/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Sunny
EQUIPMENT USED: Diedrich D50 ELEVATION: 719
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: South area of proposed western lagoon LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
— ~ |
Ez,zgm & A Qu(tsh A = v
T|O |wwSx= 1.2 3 4 < T
| E |22 oww — o SOIL DESCRIPTION % REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ >| 20 40 60 80 < ©
—l wv) - 0, B
w |V @ % Moisture @
20 40 60 80 _
i [®FT\TOPSOIL: 3 inches Fe7p
1 1 e SANDY LEAN CLAY (CL): medium stiff, reddish
brown, light brown, low plasticity, dry to
b moist, with black ferrous staining and silty
sand seams and lenses, (ALLUVIAL)
4 ] ) 2 Sample 2 moist
% M: 13.9%
= 7154 =
5_ 4
3 3 Sample 3
E i M: 12.2%
1] - VA /
7] Groundwater encountered at
| | /17 feet (EL 712) at time of
EE'rEPSIE4 7774 drilling.
i 710.X 4 1 PL: 12 light gray, yellowish red, wet, with sand 7
2 PI: 13
10 2 M: 21.2%
F: 62.7%
i 705_Z 5| 50/6 14.0 70500
WEATHERED SHALE: soft, dark gray, N3 )
15— calcareous, with limestone seams, tQ.
15.5  (WEATHERED ROCK) 70354 o3 A L
b Auger Refusal at 15.5 feet. pparant Limestone
— 700
20—
’ Borehole backfilled on date
1 6951 drilled unless otherwise
: : noted.
Pro B N S S Consistency/Relative Density
S based on correction factor
I for Automatic hammer.
sampLe TYPE [ shelby Tube DX]split spoon
N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT
% MOISTURE PERCENT NATURAL MOISTURE CONTENT RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F: PERCENT PASSING NO. 200 SIEVE
AVA GROUNDWATER LEVEL IN THE BOREHOLE AT TIME OF DRILLING UD UNDISTURBED PI:  PLASTICITY INDEX
A 4 STABILIZED GROUNDWATER LEVEL Qu POCKET PENETROMETER UNCONFINED COMPRESSIVE STRENGTH

Birmingham, AL ® Auburn, AL ® Huntsville, AL ® Montgomery, AL ® Mobile, AL ® Tuscaloosa, AL
Columbus, GA e Louisville, KY @ Raleigh, NC ® Dunn, NC e Jacksonville, NC
Springdale, AR e Little Rock, AR e Tulsa, OK e Oklahoma City, OK e Durant, OK





LOG OF BORING 1403 S 70th East Avenue

BUILDING & EARTH Tulsa, OK 74112

Designation: B-10 Office: (918) 439-9005
Sheet 1 of 1
Geotechnical, Environmental, and Materials Engineers
PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/4/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Sunny
EQUIPMENT USED: Diedrich D50 ELEVATION: 717
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: North area of proposed eastern lagoon LOGGED BY: Antony Atencio
. O N-Value O
£ |w| . = 10 20 30 40
Elz|HSw & aquwmh a = o)
T|O |wwSx= 1.2 3 4 < T
| E |22 oww — o SOIL DESCRIPTION % REMARKS
o | < |22 22| | Atterberg Limits | ) =
ol <§( <§( @ >| 20 40 60 80 < ©
—l wv) - 0, B
w |V @ % Moisture @
20 40 60 80 _
- 83—\ TOPSOIL: 3 inches 677
b 1 1 i SL“P"LJ LEAN CLAY (CL): stiff, dark brown, reddish
2 M:10.7% brown, low plasticity, dry to moist, with some
1 7151 - 55 fineroots, (ALLUVIAL) 7145
4 2 Sample 2 SANDY LEAN CLAY (CL): stiff, brown, reddish
2 3 M: 13.6% brown, yellowish brown, low plasticity, moist,
4 4 (ALLUVIAL)
Sample 3
S LL: 22 . .
3 PL: 14 reddish yellow, light gray
1 Al 3] 3 PI: 8
4 M: 16.6% /
4710 F: 53.3% 7
1 1 4] so01° h 8.5 108517/
4 90 _ LIMESTONE: hard, gray, light gray, (WEWOKA 708.0[ I
S \FORMATION) /
10— 1 T T Auger Refusal at 9 feet.
- 705 1
15—
4 700
20—
1 6951 Groundwater not
encountered at time of
i drilling.
Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density
based on correction factor
Lo for Automatic hammer.
saMpLETYPE  [X] split Spoon
N-VALUE STANDARD PENETRATION RESISTANCE (AASHTO T-206) REC RECOVERY LL: LIQUID LIMIT M: NATURAL MOISTURE CONTENT
% MOISTURE PERCENT NATURAL MOISTURE CONTENT RQD ROCK QUALITY DESIGNATION PL: PLASTIC LIMIT F: PERCENT PASSING NO. 200 SIEVE
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LOG OF BORING 1403 S 70th East Avenue

BUILDING & EARTH Tulsa, OK 74112

Designation: B-11 Office: (918) 439-9005
Sheet 1 of 1
Geotechnical, Environmental, and Materials Engineers
PROJECT NAME: MCN Meat Processing Facility LOCATION: Okmulgee, OK
PROJECT NUMBER: OK200205 DATE DRILLED: 9/4/20
DRILLING METHOD: Hollow Stem Auger WEATHER: Sunny
EQUIPMENT USED: Diedrich D50 ELEVATION: 718
HAMMER TYPE: Automatic DRILL CREW:  Mohawk
BORING LOCATION: South area of proposed eastern lagoon LOGGED BY: Antony Atencio
. O N-Value O
E |w| . = 10 20 30 40
Elz|HSw & aawmha = v
T|O |wjlw S 1. 2 3 4 < T
| E |22 oww — o SOIL DESCRIPTION % REMARKS
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ol <§( <§( @ | 20 40 60 80 < ©
—l w) - 0, B
w (Vv @® % Moisture @
20 40 60 80
I 83— TOPSOIL: 3 inches asaar
b ] 1 i Sample 1 LEAN CLAY (CL): stiff, dark grayish brown, low
5 M:14.1% plasticity, moist, with roots, (ALLUVIAL)
i Sample 2
S B M: 17.3%
s| | 5.0 713.0
3 Sample 3 LEAN CLAY (CL): stiff, reddish yellow, gray,
i X 3 4 @?7;% medium plasticity, moist, with black ferrous
El staining and trace fine roots, (ALLUVIAL) A 4
b - Groundwater encountered at
10 feet (EL 708) at time of
1 7101 < drilling and stabilized at 6.8
| <] 4| 506" :Ea:r?ps?goz 90 709.0 feet (EL 711.2).
A WEATHERED SANDSTONE: poorly cemented, N3
104 ] S S L SR yellowish brown, light gray, brown, AVA I
[T S SR (WEATHERED ROCK) N )
i 11.0 7070V o
SHALE: soft to moderately hard, dark gray,
i light gray, slightly weathered, fissile,
(WEWOKA FORMATION)
< 705
<] 5| 50/5
15—
— 700
<] 6| 504"
with some thin limestone seams
20— —
T 225 695.5
1 6954 Auger Refusal at 22.5 feet.
Borehole backfilled on date
i drilled unless otherwise
noted.
25 Consistency/Relative Density
Lo based on correction factor
A for Automatic hammer.
SAMPLETYPE [X] split Spoon sty Tube
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LABORATORY TEST PROCEDURES

A brief description of the laboratory tests performed is provided in the following sections.

DESCRIPTION OF SOILS (VISUAL-MANUAL PROCEDURE) (ASTM D2488)

The soil samples were visually examined by our engineer and soil descriptions were
provided. Representative samples were then selected and tested in accordance with the
aforementioned laboratory-testing program to determine soil classifications and
engineering properties. This data was used to correlate our visual descriptions with the
Unified Soil Classification System (USCS).

POCKET PENETROMETER

Pocket Penetrometer tests were performed on cohesive soil samples. The pocket
penetrometer provides a consistency classification, and an indication of the soils unconfined
compressive strength (Qu).

NATURAL MOISTURE CONTENT (ASTM D2216)

Natural moisture contents (M%) were determined on selected samples. The natural moisture
content is the ratio, expressed as a percentage, of the weight of water in a given amount of
soil to the weight of solid particles.

ATTERBERG LIMITS (ASTM D4318)

The Atterberg Limits test was performed to evaluate the soil’s plasticity characteristics. The soil
Plasticity Index (PI) is representative of this characteristic and is bracketed by the Liquid Limit
(LL) and the Plastic Limit (PL). The Liquid Limit is the moisture content at which the soil will
flow as a heavy viscous fluid. The Plastic Limit is the moisture content at which the soil is
between “plastic” and the semi-solid stage. The Plasticity Index (Pl = LL - PL) is a frequently
used indicator for a soil's potential for volume change. Typically, a soil's potential for volume
change increases with higher plasticity indices.

MATERIAL FINER THAN NO. 200 SIEVE BY WASHING (ASTM D1140)

Grain-size tests were performed to determine the partial soil particle size distribution. The
amount of material finer than the openings on the No. 200 sieve (0.075 mm) was determined
by washing soil over the No. 200 sieve. The results of wash #200 tests are presented on the
boring logs included in this report and in the table of laboratory test results.
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UNCONFINED COMPRESSION TEST ON SOIL SAMPLES (ASTM D2166)

Unconfined compressive strength tests are performed on relatively undisturbed samples
extruded from Shelby tubes. The unconfined compressive strength test provides indication of
the approximate strength of cohesive soils in terms of total stresses. A tube sample is
extruded and trimmed square to prepare a specimen with length to diameter ratio between
2.0 and 2.5. The specimen is placed in a loading device and subjected to a uniaxial
compressive load. Load and deformation readings were recorded during each test. The
sample is loaded until the load values decrease with increasing strain, or until the sample has
experienced 15% strain. The unconfined compressive strength (Qu) is reported as the
maximum stress value or stress value recorded at 15% strain, whichever occurred first.

WATER SOLUBLE CHLORIDE AND SULFATE, AND PH

Representative samples of soil and groundwater are collected and analyzed for sulfates,
chlorides, and pH to evaluate the corrosion potential of the site. These tests were performed
in order to obtain information regarding the soil’s relative ability to transmit electrical
currents and thus, corrode metals places in contact with it. Soil sulfate content tests were
performed on the samples to evaluate sulfate attack on buried concrete. The test results are
compared to published standards applicable to the project construction for assignment of
corrosion potential ratings.
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LABORATORY TEST RESULTS

The results of the laboratory testing are presented in the following tables.

BORING NO.

B-01
B-01
B-01
B-01
B-02
B-02
B-02
B-02
B-03
B-03
B-03
B-03
B-04
B-04
B-04
B-05
B-05
B-05
B-05
B-06
B-06
B-06
B-06
B-07
B-07
B-07
B-07
B-08
B-08
B-08
B-08

DEPTH

05-20
25-40
40-6.0
8.5-10.0
00-20
25-40
5.0-6.5
8.5-10.0
05-20
20-40
5.0-6.5
8.5-10.0
05-20
50-6.5
8.5-10.0
05-20
25-40
50-6.5
8.5-10.0
05-20
25-40
50-6.5
8.5-10.0
05-20
25-40
50-6.5
8.5-10.0
05-20
25-40
40-6.0
8.5-10.0

MOISTURE
CONTENT

(%)
18.5
17.9
19.3
14.4
20.9
15.7
284
16.7
13.0
15.9
229
27.0
19.0
219
19.8
231
213
22.7
23.6
23.1
204
22.2
25.6
13.0
17.0
22.2
16.1
16.1
15.2
17.6
19.2

LIQUID
LIMIT

50

50

35

39

48

21

PLASTIC
LIMIT

16

15

16

14

15

14

PLASTICITY
INDEX

34

35

19

25

33

% PASSING
#200 SIEVE

56

CLASSIFICATION

CL-ML

TABLE L-1: General Soil Classification Test Results

Soils with a Liquid Limit (LL) greater than 50 and Plasticity Index (Pl) greater than 25 usually exhibit
significant volume change with varying moisture content and are considered to be highly plastic






LABORATORY TEST RESULTS

The results of the laboratory testing are presented in the following tables.

BORING NO.

B-09
B-09
B-09
B-09
B-10
B-10
B-10
B-11
B-11
B-11
B-11

DEPTH

00-20
25-40
50-6.5
8.5-10.0
05-20
25-40
5.0-6.5
05-20
20-40
50-6.5
85-90

MOISTURE
CONTENT
(%)
9.9
13.9
12.2
21.2
10.7
13.6
16.6
14.1
17.3
17.9

13.8

LIQUID
LIMIT

25

22

PLASTIC
LIMIT

12

14

PLASTICITY
INDEX

13

% PASSING
#200 SIEVE

63

53

CLASSIFICATION

CL

CL

TABLE L-1: General Soil Classification Test Results

Soils with a Liquid Limit (LL) greater than 50 and Plasticity Index (Pl) greater than 25 usually exhibit
significant volume change with varying moisture content and are considered to be highly plastic






LABORATORY TEST RESULTS
The results of the laboratory testing are presented in the following tables.

Sample pH Chloride (ppm) Sulfate (ppm)

B-02 (2.5 - 4.0) 6.81 133 1,270
B-05 (0.5 -2.0) 6.17 <45.8 178

Table A-2: Corrosion Test Results

Unconfined . .
Boring No. Samp::t;D epth USCS Classification Compressive Strain (a:;)Fallure
Strength (psf) ;
B-01 50-6.5 Fat Clay (CH) 2,830 7.6
B-03 2.5-40 Lean Clay (CL) 4,070 2.5

Table A-3: Unconfined Compression Test of Soil Results

Resistivity (Q-cm)

Boring No. |Array Direction Spacing (ft)
B-02 North-South 1,341 709 651 842
B-02 East-West 1,685 785 651 958
B-05 North-South 1,187 747 728 919
B-05 East-West 1,609 919 747 1,034

Table A-4: Field Resistivity Test of Soil Results
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UNCONFINED COMPRESSIVE STRENGTH TEST RESULTS
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BUILDING & EARTH

G i I. and E

G e RSt UNCONFINED COMPRESSION TEST (ASTM D 2166)

Tulsa, Oklahoma 74112
p (918) 439-9005 f (918) 439-9255

Project Name: MCN Meat Processing Facility Project Reference: Okmulgee, OK

Project No.: OK200205 Client: Thompson Construction, Inc.

Boring No. B-01  Sample No. S3 Sample Type Shelby Depth (ft) 4to6

Sample Description: Fat Clay (CH)

Initital Diameter, in. 2.84  |Wet Density, pcf 124.3
Initital Area, in® 6.34  |Dry Density, pcf 101.2
Initial Height, in. 5.68 |Liquid Limit N/A
Length/Diamater Ratio 2.0 Plastic Limit N/A
Moisture Content, % 22,9 |Plasticity Index N/A
Compressive Strength Plot
3000 "
| Compressive
2,830
P Strength, psf
. . o
2500 Strain at Failure, % 7.6
2000 '{
4
o /
2
;)’ 1500
0 [
o
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n
js' 1000 1
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500 T
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0 j{
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BUILDING & EARTH
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G e RSt UNCONFINED COMPRESSION TEST (ASTM D 2166)

Tulsa, Oklahoma 74112
p (918) 439-9005 f (918) 439-9255

Project Name: MCN Meat Processing Facility Project Reference: Okmulgee, OK
Project No.: OK200205 Client: Thompson Construction, Inc.

Boring No. B-03  Sample No. S2 Sample Type Shelby Depth (ft) 2to4
Sample Description: Lean Clay (CL)

Initital Diameter, in. 2.85  |Wet Density, pcf 122.5
Initital Area, in® 6.38  |Dry Density, pcf 103.9
Initial Height, in. 5.70 |Liquid Limit N/A
Length/Diamater Ratio 2.0 Plastic Limit N/A
Moisture Content, % 17.9  [Plasticity Index N/A
Compressive Strength Plot
4500 "
Compressive
4,070
Strength, psf
4000 e
Strain at Failure, % 2.5
//
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Il/
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Green Country Testing, Inc.

6825 E 38th Street
Tulsa, OK 74145 @ Green Country
TEL: 918-828-9977 FAX: 918-828-7756 ITESTING
Website: www.greencountrytesting.com

September 18, 2020

Teja Maganti
Building & Earth
1403 S 70th E Ave

Tulsa, OK 74112
TEL: (918) 439-9005
FAX: (918) 439-9255

RE: Samples Order No.: 2009323
Dear Teja Maganti:

Green Country Testing, Inc. received 2 sample(s) on 9/16/2020 for the analyses presented in the
following report.

In accordance with your instructions, Green Country Testing conducted the analysis shown on
the following pages on samples submitted by your company. The results relate only to the items
tested. Unless otherwise noted, all analysis were conducted using EPA approved
methodologies. Test reports meet all the NELAC requirements. All relevant sampling
information is on the attached chain-of-custody form. The initials SUB as the analyst designate
any testing sub-contracted by Green Country Testing.

Certifications/Accreditation: OK - 7604 - AR - ADEQ - KS - E-10232
A scope of Certified/Accredited parameters is available upon request. If you have any questions

regarding these tests results, please feel free to call.

Sincerely,

=

Brian Duzan ce:
. Accounts Payable
Laboratory Director

Original





Green Country Testing, Inc.

6825 E 38th Street

Tulsa, OK 74145

TEL: 918-828-9977 FAX: 918-828-7756
Website: www.greencountrytesting.com

Green Country

ITESTING WO#: 2009323

Analytical Report

(continuous)

Date Reported: ~ 9/18/2020

CLIENT: Building & Earth Lab Order: 2009323

Project: Samples

Lab ID: 2009323-001 Collection Date: 9/10/2020 3:00:00 PM

Client Sample ID: B-2 Matrix: SOLID

Analyses Result PQL Qual Units DF Date Analyzed

CHLORIDE IN SOIL OR SEDIMENT SW9251 Analyst: BG
cl 133 49.3 mg/Kg 1 9/18/2020 9:51:00 AM

SULFATE IN SOIL OR SEDIMENT E375.4 Analyst: BG
S04 1,270 49.3 mg/Kg 1 9/18/2020 10:45:00 AM

Lab ID: 2009323-002 Collection Date: 9/10/2020 3:00:00 PM

Client Sample ID: B-5 Matrix: SOLID

Analyses Result PQL Qual Units DF Date Analyzed

CHLORIDE IN SOIL OR SEDIMENT SW9251 Analyst: BG
cl <458 458 mg/Kg 1 9/18/2020 9:51:00 AM

SULFATE IN SOIL OR SEDIMENT E375.4 Analyst: BG
S04 178 458 mg/Kg 1 9/18/2020 10:45:00 AM
Qualifiers: H Holding times for preparation or analysis exceeded M Manual Integration used to determine area response

ND  Not Detected at the Reporting Limit
RL Reporting Detection Limit

PL Permit Limit
W Sample container temperature is out of limit as specified at testcode

Original
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Green Country Testing, Inc.

6825 E 38th Street

Tulsa, OK 74145

TEL: 918-828-9977 FAX: 918-828-7756
Website: www.greencountrytesting.com

Green Country

N €

T E ST

QC SUMMARY REPORT

WO#:
18-Se

2009323

p-20

Client: Building & Earth
Project: Samples TestNo: E375.4

Sample ID: MB-R44906 SampType: MBLK TestCode: SO4_S Units: mg/Kg Prep Date: RunNo: 44956

ClientID: PBS Batch ID: R44956 TestNo: E375.4 Analysis Date: 9/18/2020 SegNo: 487628

Analyte Result PQL SPKvalue SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
SO4 <48.7 48.7

Sample ID: LCS-R44906 SampType: LCS TestCode: SO4_S Units: mg/Kg Prep Date: RunNo: 44956

ClientID: LCSS Batch ID: R44956 TestNo: E375.4 Analysis Date: 9/18/2020 SeqgNo: 487629

Analyte Result PQL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
SO4 1,640 48.3 1,800 0 91.2 80 120

Sample ID: 2009323-001AMS SampType: MS TestCode: SO4_S Units: mg/Kg Prep Date: RunNo: 44956

ClientID: B-2 Batch ID: R44956 TestNo: E375.4 Analysis Date: 9/18/2020 SeqNo: 487631

Analyte Result PQL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
S04 1,930 47.8 1,800 1,266 36.9 55.9 126 S
Sample ID: 2009323-001AMSD  SampType: MSD TestCode: SO4_S Units: mg/Kg Prep Date: RunNo: 44956

Client ID: B-2 Batch ID: R44956 TestNo: E375.4 Analysis Date: 9/18/2020 SeqNo: 487632

Analyte Result PQL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
SO4 1,960 47.7 1,800 1,266 38.8 55.9 126 1,930 1.69 11 S
Qualifiers: H Holding times for preparation or analysis exceeded M Manual Integration used to determine area response ND  Not Detected at the Reporting Limit

PL Permit Limit RL  Reporting Detection Limit S Spike Recovery outside accepted recovery limits
W Sample container temperature is out of limit as specified at testcode Origina|
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Green Country Testing, Inc.

6825 E 38th Street
Tulsa, OK 74145

Green Country

QC SUMMARY REPORT

TEL: 918-828-9977 FAX: 918-828-7756 IESTINGE WO#: 2009323
Website: www.greencountrytesting.com 18-Sep-20
Client: Building & Earth
Project: Samples TestNo: SW9251
Sample ID: MB-R44906 SampType: MBLK TestCode: CHLOR_S Units: mg/Kg Prep Date: RunNo: 44953
ClientID: PBS Batch ID: R44953 TestNo: SW9251 Analysis Date: 9/18/2020 SegNo: 487582
Analyte Result PQL SPKvalue SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Cl <48.7 48.7
Sample ID: LCS-R44906 SampType: LCS TestCode: CHLOR_S Units: mg/Kg Prep Date: RunNo: 44953
ClientID: LCSS Batch ID: R44953 TestNo: SW9251 Analysis Date: 9/18/2020 SegNo: 487583
Analyte Result PQL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
Cl 1,780 48.3 1,800 0 99.0 80 120
Sample ID: 2009323-001AMS SampType: MS TestCode: CHLOR_S Units: mg/Kg Prep Date: RunNo: 44953
ClientID: B-2 Batch ID: R44953 TestNo: SW9251 Analysis Date: 9/18/2020 SeqgNo: 487585
Analyte Result PQL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
Cl 1,810 47.8 1,800 132.6 93.1 52.9 125
Sample ID: 2009323-001AMSD  SampType: MSD TestCode: CHLOR_S Units: mg/Kg Prep Date: RunNo: 44953
ClientID: B-2 Batch ID: R44953 TestNo: SW9251 Analysis Date: 9/18/2020 SeqNo: 487586
Analyte Result PQL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
Cl 1,750 47.7 1,800 132.6 90.1 52.9 125 1,809 3.04 9.64
Qualifiers: H Holding times for preparation or analysis exceeded M Manual Integration used to determine area response ND  Not Detected at the Reporting Limit
PL Permit Limit RL  Reporting Detection Limit S Spike Recovery outside accepted recovery limits
W Sample container temperature is out of limit as specified at testcode Origina|

Page 3 of 3





Important Information about This

keotechnical-Engineering Report

Subsurface problems are a principal cause of construction delays, cost overruns, claims, and disputes.

While you cannot eliminate all such risks, you can manage them. The following information is provided to help.

Geotechnical Services Are Performed for
Specific Purposes, Persons, and Projects
Geotechnical engineers structure their services to meet the
specific needs of their clients. A geotechnical-engineering
study conducted for a civil engineer may not fulfill the needs of
a constructor — a construction contractor — or even another
civil engineer. Because each geotechnical- engineering study

is unique, each geotechnical-engineering report is unique,
prepared solely for the client. No one except you should rely on
this geotechnical-engineering report without first conferring
with the geotechnical engineer who prepared it. And no one

— not even you — should apply this report for any purpose or
project except the one originally contemplated.

Read the Full Report

Serious problems have occurred because those relying on
a geotechnical-engineering report did not read it all. Do
not rely on an executive summary. Do not read selected
elements only.

Geotechnical Engineers Base Each Report on

a Unique Set of Project-Specific Factors
Geotechnical engineers consider many unique, project-specific
factors when establishing the scope of a study. Typical factors
include: the client’s goals, objectives, and risk-management
preferences; the general nature of the structure involved, its
size, and configuration; the location of the structure on the
site; and other planned or existing site improvements, such as
access roads, parking lots, and underground utilities. Unless
the geotechnical engineer who conducted the study specifically
indicates otherwise, do not rely on a geotechnical-engineering
report that was:

« not prepared for you;

« not prepared for your project;

« not prepared for the specific site explored; or

« completed before important project changes were made.

Typical changes that can erode the reliability of an existing

geotechnical-engineering report include those that affect:

« the function of the proposed structure, as when it’s changed
from a parking garage to an office building, or from a light-
industrial plant to a refrigerated warehouse;

« the elevation, configuration, location, orientation, or weight
of the proposed structure;

» the composition of the design team; or

« project ownership.

As a general rule, always inform your geotechnical engineer
of project changes—even minor ones—and request an

NS

assessment of their impact. Geotechnical engineers cannot
accept responsibility or liability for problems that occur because
their reports do not consider developments of which they were
not informed.

Subsurface Conditions Can Change

A geotechnical-engineering report is based on conditions that
existed at the time the geotechnical engineer performed the
study. Do not rely on a geotechnical-engineering report whose
adequacy may have been affected by: the passage of time;
man-made events, such as construction on or adjacent to the
site; or natural events, such as floods, droughts, earthquakes,
or groundwater fluctuations. Contact the geotechnical engineer
before applying this report to determine if it is still reliable. A
minor amount of additional testing or analysis could prevent
major problems.

Most Geotechnical Findings Are Professional
Opinions

Site exploration identifies subsurface conditions only at those
points where subsurface tests are conducted or samples are
taken. Geotechnical engineers review field and laboratory
data and then apply their professional judgment to render

an opinion about subsurface conditions throughout the

site. Actual subsurface conditions may differ — sometimes
significantly — from those indicated in your report. Retaining
the geotechnical engineer who developed your report to
provide geotechnical-construction observation is the most
effective method of managing the risks associated with
unanticipated conditions.

A Report’s Recommendations Are Not Final
Do not overrely on the confirmation-dependent
recommendations included in your report. Confirmation-
dependent recommendations are not final, because
geotechnical engineers develop them principally from
judgment and opinion. Geotechnical engineers can finalize
their recommendations only by observing actual subsurface
conditions revealed during construction. The geotechnical
engineer who developed your report cannof assume
responsibility or liability for the report’s confirmation-dependent
recommendations if that engineer does not perform the
geotechnical-construction observation required to confirm the
recommendations’ applicability.

A Geotechnical-Engineering Report Is Subject
to Misinterpretation

Other design-team members’ misinterpretation of
geotechnical-engineering reports has resulted in costly

J
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problems. Confront that risk by having your geotechnical
engineer confer with appropriate members of the design team
after submitting the report. Also retain your geotechnical
engineer to review pertinent elements of the design team’s
plans and specifications. Constructors can also misinterpret

a geotechnical-engineering report. Confront that risk by
having your geotechnical engineer participate in prebid and
preconstruction conferences, and by providing geotechnical
construction observation.

Do Not Redraw the Engineer’s Logs
Geotechnical engineers prepare final boring and testing logs
based upon their interpretation of field logs and laboratory
data. To prevent errors or omissions, the logs included in a
geotechnical-engineering report should sever be redrawn
for inclusion in architectural or other design drawings, Only
photographic or electronic reproduction is acceptable, but
recognize that separating logs from the report can elevate risk.

Give Constructors a Complete Report and
Guidance

Some owners and design professionals mistakenly believe they
can make constructors liable for unanticipated subsurface
conditions by limiting what they provide for bid preparation.
To help prevent costly problems, give constructors the
complete geotechnical-engineering report, but preface it with
a clearly written letter of transmittal. In that letter, advise
constructors that the report was not prepared for purposes

of bid development and that the report’s accuracy is limited;
encourage them to confer with the geotechnical engineer

wha prepared the report (a modest fee may be required) and/
or to conduct additional study to obtain the specific types of
information they need or prefer. A prebid conference can also
be valuable. Be sure constructors have sufficient time to perform
additional study. Only then might you be in a position to

give constructors the best information available to you,

while requiring them to at least share some of the financial
responsibilities stemming from unanticipated conditions.

Read Responsibility Provisions Closely

Some clients, design professionals, and constructors fail to
recognize that geotechnical engineering is far less exact than
other engineering disciplines. This lack of understanding

has created unrealistic expectations that have led to
disappointments, claims, and disputes. To help reduce the risk
of such outcomes, geotechnical engineers commonly include
a variety of explanatory provisions in their reports. Sometimes
labeled “limitations,” many of these provisions indicate where
geotechnical engineers’ responsibilities begin and end, to help

others recognize their own responsibilities and risks. Read
these provisions closely. Ask questions. Your geotechnical
engineer should respond fully and frankly.

Environmental Concerns Are Not Covered

The equipment, techniques, and personnel used to perform
an environmental study differ significantly from those used to
perform a geotechnical study. For that reason, a geotechnical-
engineering report does not usually relate any environmental
findings, conclusions, or recommendations; e.g., about

the likelihood of encountering underground storage tanks

or regulated contaminants. Unanticipated environmental
problems have led to numerous project failures. If you have not
yet obtained your own environmental information,

ask your geotechnical consultant for risk-management
guidance. Do not rely on an environmental report prepared for
someone else.

Obtain Professional Assistance To Deal

with Mold

Diverse strategies can be applied during building design,
construction, operation, and maintenance to prevent
significant amounts of mold from growing on indoor surfaces.
To be effective, all such strategies should be devised for

the express purpose of mold prevention, integrated into a
comprehensive plan, and executed with diligent oversight by a
professional meld-prevention consultant. Because just a small
amount of water or moisture can lead to the development of
severe mold infestations, many mold- prevention strategies
focus on keeping building surfaces dry. While groundwater,
water infiltration, and similar issues may have been addressed
as part of the geotechnical- engineering study whose findings
are conveyed in this report, the geotechnical engineer in
charge of this project is not a mold prevention consultant;
none of the services performed in connection with the
geotechnical engineer’s study were designed or conducted for
the purpose of mold prevention. Proper implementation of the
recommendations conveyed in this report will not of itself be
sufficient to prevent mold from growing in or on the structure
involved.

Rely, on Your GBC-Member Geotechnical Engineer
for Additional Assistance

Membership in the Geotechnical Business Council of the
Geoprofessional Business Association exposes geotechnical
engineers to a wide array of risk-confrontation techniques
that can be of genuine benefit for everyone involved with

a construction project. Confer with you GBC-Member
geotechnical engineer for more information.

GEOTECHNICAL
BUSINESS COUNCIL
W of e Geoprofessiond) Business Association
8811 Colesville Road/Suite G106, Silver Spring, MD 20910
Telephone: 301/565-2733  Facsimile: 301/589-2017

e-mail: info@geoprofessional.org  www.geoprofessional.org

Copyright 2015 by Geoprofessional Business Association {(GBA). Duplication, reproduction, or copying of this document, or its contents, in whole or in part,
by any means whatsoever, is strictly prohibited, except with GBA’s specific written permission. Excerpting, quoting, or otherwise extracting wording from this document
is permitted anly with the express written permission of GBA, and only for purposes of scholarly research or book review. Only members of GBA may use
this document as a complement to or as an element of a geotechnical-engineering report. Any other firm, individual, or other entity that se uses this document without
being a GBA member could be commiting negligent or intentional (fraudulent) misrepresentation.
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Introduction

This Storm Water Pollution Prevention Plan (SWP3) is prepared for Thompson Construction Inc. per the
guidelines in the EPA Construction General Permit for Construction Activities.

In the preparation of this report, Pro SWPPP, LLC has relied upon certain information supplied by the
Client, and upon commonly used sources of data. Pro SWPPP, LLC does not warrant the accuracy of the
information obtained from those sources and has not independently verified such information.

1.0 Site Description
A. Project Description
This project consists of the new construction of a Meat Processing Facility to serve
Muscogee Creek Nation located in Beggs, Okmulgee County, Oklahoma. Plans call for
Site Work, Parking Lots, Paving, Utilities, and Landscaping associated with construction
of a 27,000 sq ft meat processing facility per the plans and specifications.

B. Potential Pollutants
Potential pollutants expected to be on site during this construction activity consist of
typical construction materials. There is a possibility that any or all of the following may
be encountered during this construction activity: Concrete, Fuels, Detergents, Wood,
Steel, Fertilizers, Lubricants, Solvents, Chemicals, Metal, and Hydraulic Fluid.
Any unusual releases of such materials that would be damaging to the environment will
be dealt with immediately with the appropriate response.

C. Sequence of Major Activities
i Implement SWPPP
ii. Rough grading building pad and parking
iii. Place gravel base parking area

iv. Foundations, Slabs Walls
V. Structural steel/Roofing
vi. Interior finishes

vii. Paving and landscaping
viii. Final Stabilization

This project is intended to run from October 2020 through November 2021.

D. Estimated Area to be Disturbed
The total area estimated to be disturbed during this project is 12.5 Acres

E. Soil Composition
° Verdigris silt loam, Okemabh silt loam
F. Vicinity Map

A vicinity map is included as Exhibit | of this report

G. Detailed Site Map
A detailed site map containing drainage patterns, areas where soil disturbances will

occur, locations of all major structural controls, and locations of stabilizations practices
is located in Exhibit Il

H. Location & Description of Support Activities
All Staging Areas, Stockpiles, Spoils, et cetera shall be located such that they will not
adversely affect storm water quality. Otherwise, covering or protecting them with some
protective measure shall be necessary.
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2.0

3.0

Receiving Waters
The closest classified body of water to this site is the Eagle Creek. It is not expected to

be adversely affected by this project.

Endangered Species and Historical Places

The Whooping crane Species is noted as occurring in Okmulgee County, it shall not be
adversely affected by this construction activity.

No Nationally Registered Historical Places shall be adversely affected by this
construction activity.

OKR10 Construction General Permit
OKR10 Construction General Permit is located in the Appendix of this document.

NOI Acknowledgement
An NOI acknowledgement shall be added to this report upon receipt from the EPA. NOI
Was filed with the EPA as this project lies in Indian Lands.

Best Management Practices

A.

B.

Erosion and Sediment Controls

1. Sediment will be retained on site to the maximum extent practicable.

2. Control measures will be properly selected, installed and maintained in accordance
with manufacturer’s specifications and good engineering practice. If periodic
inspections or other information indicates a control has been compromised or
implemented incorrectly the erosion and/or sediment controls will be repaired or
replaced immediately.

3. Sediment will be removed from the filter fences and inlet protection devices when
it reaches 1/3 the height of the control measure. Sediment shall be removed from
sediment traps and sedimentation ponds no later than the time that design capacity
has been reduced by 50%.

4. Should sediment escape the site, accumulations shall be removed at a frequency to
minimize further negative effects, and whenever feasible, prior to the next rain
event.

5. Controls shall be developed to limit, to the extent practicable, offsite transport of
litter, construction debris, and construction materials.

Stabilization Practices
1. Once the construction of the impervious areas is complete, all exposed soils will be
adequately stabilized through hydro mulch seeding or equivalent.
2. Records to be Maintained
Records shall be maintained and either attached to this SWP3 or made readily
available upon request for the following concerns:
a. Dates when major grading activities occur
b. Dates when construction activities temporarily or permanently cease
on a portion of the site
c. Dates when Stabilization Measures are initiated
3. Stabilization Measures
Stabilization measures must be initiated immediately in portions of the site where
construction activities have temporarily or permanently ceased.

Structural Control Practices

a.
b.

Stabilized Construction Entrance
Silt Fence
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4.0 Permanent Storm Water Controls
This project shall integrate with a local underground utilities infrastructure that has been
previously designed to meet the maximum required runoff for this area.

5.0 Other Controls

A

Offsite and Onsite Vehicle Tracking

1. Stabilized construction entrance(s) will be provided to help reduce vehicle tracking of
sediments.

2. Vehicles entering/exiting the site shall be manually washed off with pressurized water
to remove all mud and/or debris in order to prevent mud/debris on streets. Any
vehicles so washed will be washed in a suitable containment area on the site. Wash
water will be kept to a minimum.

Dust Control and Street Cleaning:

1. The paved street adjacent to the site entrance will be cleaned daily, if necessary, to
remove any excess mud, dirt, or debris tracked from the site.

Waste Materials:

1. All waste materials will be collected and disposed of in accordance with all State and
Local solid waste management regulations

2. No construction waste material will be buried on-site.

3. All personnel will be instructed regarding the correct procedure for waste disposal.

Hazardous Wastes:

No hazardous waste is expected to be generated or encountered in this project. In the event

that hazardous waste is encountered, all hazardous waste materials will be disposed of in

the manner specified by State and Local regulations.

Sanitary Wastes:

Alicensed sanitary waste management contractor will regularly collect all sanitary waste

from the portable units.

6.0 Approved State and Local Plans

A. The proposed project has been designed in compliance with applicable State and Local
waste disposal and sanitary sewer regulations.

B. This plan shall be updated, as necessary, in order to comply with any changes applicable to
the protection of surface water resources in sediment erosion site plans or site permits, or
storm water management site plans, or site permits approved by State or Local officials for
which the permittee has received written notice.

7.0 Maintenance

A. Erosion and sediment control measures that have been improperly installed or have been
disabled, run-over, removed or otherwise rendered ineffective must be replaced or
corrected immediately.

B. Maintenance and repairs will be conducted within 24 hours of an inspection report.

C. Sediment shall be remaoved from behind the filter fabric fence when it reaches about 1/3 the
height of the fence.

D. Sediment shall be removed from sediment traps and sedimentation ponds when said
devices’ design capacity has been reduced by 50%.

E. The following is a list of erosion or sediment controls to be implemented on this project that

require maintenance:
1. Stabilization Practices
Preservation of Existing Vegetation where possible
Hydro mulch seeding or equivalent
2. Structural Practices
a. Stabilized Construction Entrance
b. Silt Fence
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8.0 Inspections

A. Inspections for properly installed BMP effectiveness should occur every seven calendar days
and within 24 hours of the end of a %” or greater rain event and within 24 hours of a
discharge generated by snowmelt.

B. Erosion and sediment control measures that have been improperly installed or have been
disabled, run-over, removed or otherwise rendered ineffective must be replaced or
corrected within seven (7) calendar days after an inspection report.

C. This SWP3 shall be modified in accordance with any inspection reports, as necessary, to
better control pollutants in runoff. Revisions to this plan must be completed within seven
(7) calendar days following the inspection.

If existing BMP’s are modified or if additional BMP’s are necessary, an implementation
schedule shall be kept as an amendment with this report. Additionally, these alterations
shall be implemented, it at all possible, prior to the next storm event. Should
implementation prior to the next storm event become impracticable, these alterations shall
be implemented as soon as practicable.

D. Inspection Reporting
1. Areport summarizing the scope of the inspection, names(s) and qualifications of

personnel making the inspection, the dates(s) of the inspection, major observations

relating to the implementation of the storm water pollution prevention plan, and

actions taken shall be made and retained as part of this storm water pollution

prevention plan for at least three (3) years from the date that the site is finally

stabilized. A sample inspection report is contained within the Appendix of this report.
2. Asample inspection report is contained within the Appendix of this report.

E. Personnel:

It is recommended that a properly qualified corporate officer of permittee pertaining to this

SWP3 and its associated TPDES General Permit delegate authority to conduct site

inspections to the corresponding site superintendent in charge of construction activities for

this project. A copy of the delegation letter is contained in the Appendix of this report.

1. Contractor will designate a qualified person or persons to perform the following
inspections:

a. Disturbed areas and areas used for storage of materials that are exposed to
precipitation will be inspected for evidence of, or the potential for, pollutants
entering the drainage system.

b. Erosion and sediment control measures identified in the plan will be observed to
ensure that they are operating correctly.

¢. Where discharge locations or points are accessible, they will be inspected to
ascertain whether erosion control measures are effective in preventing significant
impacts to receiving waters.

d. Locations where vehicles enter or exit the site will be inspected for evidence of
offsite sediment tracking.

9.0 Non-Storm Water Discharge Pollution Prevention Measures
Spill Prevention
The following are the Best Management Practices that shall be followed on-site during
the construction project.
A. Good Housekeeping:
1. An effort will be made to store only enough product required to do the job on-
site at any given time.
2. All materials stored on-site will be stored in a neat, orderly manner in their
appropriate containers and, if possible, under a roof or other enclosure.
3. Products will be kept in their original containers with the original
manufacturer’s label intact.
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Substances shall not be mixed with one another unless recommended by the
manufacturer.

Whenever possible, all of a product will be used up before disposing of the
container.

Manufacturer’'s recommendation for proper use and disposal will be followed.
The site superintendent will inspect daily to ensure proper use and disposal of
materials on-site.

B. Hazardous Products
These practices will be used to reduce the risks associated with hazardous
materials, if hazardous materials are used.

1.

Spill Contingency

Products will be kept in their original containers with the original
manufacturer’s label intact.

Original labels and material safety data will be retained.

If surplus product must be disposed of, manufacturers or local and State
recommended methods for proper disposal will be followed.

Should an on-site spill of hazardous products occur the contractor shall follow all recommended
State and Local regulations for Spill cleanup according to the specific material that was failed to
be contained correctly. Contractor shall take immediate action to ensure that the environment is
minimally affected.

DEQ Spill Reporting Hotline — 800-522-0206

10.0 Erosion & Sedimentation Control Requirements
Any discharge regulated under the Construction General Permit OKR10 must achieve, at a
minimum, the following effluent limitations representing the degree of effluent reduction
attainable by application of the best practicable control technology currently available (BPT).

A. Erosion & Sediment Controls - Design, install, & maintain effective erosion controls and
sediment controls to minimize the discharge of pollutants. At a minimum, such controls
must perform the following:

1.

P
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Control Stormwater volume and velocity within the site to minimize the soil
erosion.

If any stormwater flow will be channelized at the site, stormwater controls
must be designed to control both peak flow rates and total stormwater volume
to minimize erosion at outlets and to minimize downstream channel and
stream bank erosion;

Minimize the amount of soil exposed during construction activity

Minimize the disturbance of steep slopes

Minimize sediment discharges from the site. The design, installation, and
maintenance of erosion and sediment controls must address factors such as
the amount, frequency, intensity and duration of precipitation, the nature of
resulting stormwater runoff, and soil characteristics, including the range of soil
particle sizes expected to be present on the site

If earth disturbance activities are located in close proximity to a surface water,
provide and maintain appropriate natural buffers if feasible and as necessary,
around surface waters, depending on site-specific topography, sensitivity, and
proximity to water bodies. Direct stormwater to vegetated areas to increase
sediment removal and maximize stormwater infiltration. If providing buffers is
infeasible, the permittee shall document the reason that natural buffers are
not feasible, and shall implement the additional erosion and sediment controls
to reduce sediment load

Preserve native topsoil at the site, unless infeasible





8. Minimize soil compaction in post-constructions pervious areas. In areas of the
construction site where final vegetative stabilization will occur or where
infiltration practices will be installed, either:

a. Restrict vehicle and equipment use to avoid soil compaction; or

b. Prior to seeding or planting areas of exposed soil that have been
compacted use techniques that condition the soils to support
vegetative growth, if necessary and feasible;

9. ODEQ does not consider stormwater control features to constitute “Surface
Waters” for the purposes of triggering the buffer requirement.

B. Soil Stabilization — Stabilization of disturbed areas must, at a minimum, be initiated
immediately whenever any clearing, grading, excavating, or other earth disturbing activities
have permanently ceased on any portion of the site, or temporarily ceased on any portion of
the site and will not resume for a period exceeding 7 calendar days. In the context of this
requirement, “immediately” means as soon as practicable, but no later than the end of the
next work day, following the day when earth-disturbing activities have temporarily or
permanently ceased. Temporary stabilization must be completed no more than 7 calendar
days after initiation of soil stabilization measures, and final stabilization must be achieved
prior to termination of permit coverage. In arid, semi-arid, and drought-stricken areas
where initiating vegetative stabilization measures immediately is infeasible, alternative non-
vegetative stabilization measures must be employed as soon as practicable.

C. Dewatering — Discharges from dewatering activities, including discharges from dewatering
of trenches and excavations, are prohibited, unless managed by appropriate controls

D. Pollution Prevention Measures — Design, Install, implement, and maintain effective pollution
prevention measures to minimize the discharge of pollutants. At a minimum, such measures
must be designed, installed, implemented, and maintained to:

1. Minimize the discharge of pollutants from equipment and vehicle washing;
wheel wash water, and other wash waters. Wash waters must be treated in a
sediment basin or alternative control that provides equivalent or better
treatment prior to discharge

2. Minimize the exposure of building materials, building products, construction
wastes, trash, landscape materials, fertilizers, pesticides, herbicides,
detergents, sanitary waste, and other materials present on the site to
precipitation and to stormwater; and

3. Minimize the discharge of pollutants from spills and leaks, and implement
chemical spill and leak prevention and response procedures

E. Prohibited Discharges — The following are prohibited:

1. Wastewater from concrete washouts, unless managed by appropriate controls

2. Wastewater from wash out and cleanout of stucco, paint, form release oils,
curing compounds and other construction materials

3. Fuels, oils, or other pollutants used in vehicle and equipment operation and
maintenance

4. Soaps or solvents used in vehicle and equipment washing

F. Surface Outlets — When discharging from basins and impoundments, utilize outlet structures
that withdraw water from the surface, unless infeasible.

Pro SWPPP, LLC





EXHIBIT |

Pro SWPPP, LLC










Muscogee Creek Nation

Meat Processing Facility
Okmulgee, Oklahoma

100% Rough Grading Package
September 25, 2020

NATIVE

DESIGN GROUP

5801 Broadway Extension, Suite 405
Oklahoma City, OK 73118-7436
405.843.5138 | newfirenative.com

03900 Meat Processing Fadility











YIS FLOT DATE MENIITD W00 AM

AVEDATE:

2
GENERAL NOTES

BUILDING PAD PREPARATION

PAVEMENT PREPARATION

5
*IMPORTANT NOTE**

A REFER TO SHEET V-101 FOR BASIS OF VERTICAL AND HORIZONTAL CONTROL

8. REFER TO SHEET C-001 FOR ADDITIONAL NOTES AND REQUIREMENTS

€. LONTOURS REPRESENT FINISH GRADE SURFACE. CONTRACTOR SHALL MAKE ALLOWANCES FOR TOPSOLL AND
PAVEMENTS. SOD OR SEED TOPSOIL IN DISTURBED AREAS UPON COMPLETION OF GRADING OPERATIONS.

D, SCALE CONTOURS IN ALL GRASS AREAS.

E. STRAIGHT GRADE BETWEEN SPOT ELEVATIONS IN AL PAVED AREAS.

F. AEMOVE AND STOCKPILE 8" OF TOPSOIL FROM DISTURBED AREAS PRIOR TO BEGINNING GRADING
'OPERATIONS, STORE TOPSOIL THUS REMOVED OUTSIDE DISTURBED AREAS IN STASLE. WELL-DRAINED
STOCKPILES 'AND COVER AS NEEDED TO PREVENT OUST, STOCKPILES SHOULD BE PROTECTED BY
APPROPRIATE EROSION CONTROL MEASURES TO PREVENT STOCKPILED TOPSOIL ENTERING STORM WATER
RUNOFF. RESTORE STOCKPILED TOPSOIL TO UNPAVED AND UN-LANDSCAPED AREAS UPON COMPLETION OF

GRADING OPERATIONS AND SOD OR SEED DISTURBED AREAS AS SPECIFIED.

G. REMOVE AND RELOCATE ANY UNDERGROUND TRRIGATION PIPING, SPRINKLER HEADS AN CONTROL VALVES
ASSOCIATED WITH THE ONSITE SEWAGE DISPOSAL SYSTEM CONSTRUCTED FOR THE SMOKE SHOP.

A EXCAVATE EXISTING SOIL BELOW BUILDING PAD TO' A HAX

FLEVATION OF 731.00,

8. SCARDY EXPOSED SUBGRADE TO A DEFTH OF " AND

RECOMPACT,
PLACE ANO COMPACT STRUCTURAL FILL TO A MINIHUM
ELEVATION OF 733,10 BELOW THE BUILDING PAD,

c
D, COMPACT IN ACCORDANCE WITH THE SPECIFICATIONS
E

PROVIDED.

STRUCTURAL FILL MATERIAL MAY BE AVARABLE AT THE
LAGOON SITE AS INDICATED IN THE GEOTECHNICAL REPORT
PROVIDED BY BUILDING B EARTH, DATED SEPTEMBER 21,

A EXCAVATE EXISTING SOIL TO A DEFTH OF 25° BELOW
FINISHED PAVEMENT ELEVATION.

8. SCARIFY EXPOSED SUSGRADE TO A DEFTH OF 6° AND
RECOMPACT.

. PLACE AND COMPACT 12° OF STRUCTURAL FILL BELOW
PAVEMENT AGGREGATE BASE.

D. COMPACT IN ACCORDANCE WITH THE SPECIFICATIONS
PROVIDED.

E. STRUCTURAL FLL MATERIAL MAY BE AVAILABLE AT THE
LAGOON SITE AS INDICATED IN THE GEOTECHNICAL REPORT
%-_Eggrsiggur

g%ﬁ’ﬁiigq

TAKEN OUT OF SERVICE EEFORE REMOVAL OR
RELOCATION,

BlRE
NATIVE
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GENERAL NOTES

LEGEND

THIS PROJECT HAS BEEN DESIGNED TD MINIMIZE ADVERSE OFF-SITE AFFECTS OF

TO PREVENT THE LOSS OF SEDIMENT FROM THE CONSTRUCTION SITE DURING
RAINFALL EVENTS, TO ACCOMPLISH THIS THE FOLLOWING SPECIFIC STEPS WILL BE
"TAXEN DURING CONSTRUCTION:

A. IMMEDIATELY AFTER MOBILIZATION AND PRICR TO INITIATING ANY

PREPARATION MAY BE REQUIRED TO PROPERLY INSTALL THESE PRACTICES.

‘THE RECOMMENDED SEQUENCE FOR INSTALLATION AND REMOVAL OF EROSION
AND SEDIMENT CONTROL MEASURES ARE AS FOLLOWS: PERIMETER CONTROL

'CONSTRUCTION; PAVING; FINAL GRADING, INSTALATION OF GRASS; REMOVAL
O TEMPORNRY 'PRACTICES, AND REMOVAL OF PERIMETER CONTROLS; AND SITE

n

acazn AL SON-DISTURSING ACTIVITH

THE CONTRACTOR WILL TAKE
APPROPRIATE STEPs USING ACCEPTED

UCTION METHODS TO MINIMIZE

THE TIME OF BXPOSURE OF UNPROTECTED SOIL AND OTHER CONSTRUCTION

ALL MANAGEMENT PRACTICES OR CONTROL MEASURES.

). IF DURING THE COURSE OF CONSTRUCTION ANY AREA OF SOIL IS EXPOSED,

. AT THE CONTRACTOR'S DISCRETION, ADDITIONAL TEMPORARY_EROSION

CONTROL PRACTICES (SUCH AS ROCK BAG BARRIERS OR SILT FENCES) MAY BE
INSTALLED ALONG ANY DOWN SLOPE AND SIDE SLOPE PERIMETER OF AREAS

DISCRETION TO STABILIZE ANY UNPROTECTED AREAS DURING CONSTRUCTION
AND HOLD THEM TO FINAL GRADE.

AS SITE_CONDITIONS WARRANT, THE CONTRACTOR MAY ALSO CHOOSE TO
MODIFY THE TYPE OR ARRANGEMENT OF SPECIFIED PRACTICES TO IMPROVE
THEIR EFFECTIVENESS. AS WITH ANY OTHER PROJECT CHANGES, THE

f

CONTRACTOR MUST PRESENT ANY SUCH PROPOSED MODIFICATIONS TO THE
PROJECT ENGINEER FOR APPROVAL PRIOR TO INSTALLATION.

THE CONTRACTOR SHALL INSPECT ALL SPECIFIED PRACTICES AT LEAST ONCE

PLANS, INCLUDING PERIODIC REGRADING AND FINAL GRADING AFTER REMOVAL
OF SUCH SEDIMENT CONTROL MEASURES.

. WHEN WATER IS USED FOR DUST CONTROL, OR TO PROMOTE GRASS, CARE

SHOULD BE EXERCISED TO PREVENT THE ESCAPE OF THIS WATER AND ANY
'SEDIMENT [T MAY CARRY FROM THE CORSTRUCTION SITE.

. CARE MUST BE EXERCISED TO PREVENT EXCESSIVE OFFSITE TRACKING OF MUD

ONTO STREET FRGM THE CONSTRUCTION SITE.

. DURING THE SITE CLEANUP, PRIOR TO THE POSSESSION DATE, EACH

K

SOIL AREAS TO ESTABLISH MINIMUM REVEGETATION DENSITY OF 70% OR

SILT/SEDIMENT BUILD-UP PRICR TO DEMOBILIZATION.

PLACE ERCSION CONTROL BLANKET AND NETTING OVER ANY STORED
MATERIALS,

TEMPORARY GRAVEL
CONSTRUCTION ENTRANCE.

32

— GF —
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2

DIVERSION RIOGE REQUIRED
'WHERE GRADE EXCEEDS 2%

PARKING LOT

NOTES. PLAN

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION
THAT WILL PREVENT TRACKING OR FLOWING OF
SEDIMENT ONTO STREETS. THIS MAY REQUIRE TOP
DRESSING, REPAIR ANIVOR CLEANOUT OF ANY MEASURES
USED TO TRAP SEDIMENT.

TEMPORARY GRAVEL
@WQZM._.ICO._._OZ ENTRANCE

EXTRA STRENGTH FILTER

FABRIC NEEDED WITHOU!
WIRE MESH SUPPORT
STEEL OR WOOD POST
36" HIGH MAX
ATTACH FILTER
FABRIC SECURELY
TO UPSTREAM SOE
©OF POST

1007 MAXIMUM SPACING
WITH WIRE SUPPORT FENCE
67" MAXIMUM SPACING
WITHOUT SUPPORT FENCE

TRENCH DETAIL INSTALLATION WITHOUT

TRENCHING

NOTES

1. SILT FENCE SHALL BE PLACED ON SLOPE GONTOURS TO
MAXIMIZE PONDING EFFICIENCY.

2. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT
AND REMOVE SEDIMENT WHEN NECESSARY. 8” MAXIMUM
RECOMMENDED STORAGE HEIGHT.

3. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA
THAT WILL NOT CONTRIBUTED SEDIMENT OFF-SITE AND CAN
BE PERMANENTLY STABILIZED.

SILT FENCE DETAIL

5
GENERAL NOTES

A
B.

c

D.

m

REFER TO SHEET V-101 FOR BASIS OF VERTICAL
AND HORIZONTAL CONTROL.

REFER TO SHEET C01 AND CG201 FOR
ADDITIONAL NOTES AND REQUIREMENTS.

EROSION CONTROL DEVICES, INSTALLATION ANO
VAINTENANCE  SHALL CONFORM  TO THE
REQUIREMENTS OF THE CITY OF OKMULGEE
ORDINANCES,

CONSTRUCT AND MAINTAIN TEMPORARY GRAVEL
ENTRANCES/EXITS IN ACCORDANCE WITH THE
REQUIREMENTS OF THE CITY OF OKMULGEE.

THE CONTRACTOR IS RESPONSIBLE FOR ADJUSTING

SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS,

. WHEN MORE THAN ONE DETALL 1S GIVEN FOR A

PARTICULAR EROSION CONTROL METHOD (EG.,
INLET PROTECTION), THE CONTRACTOR MAY USE
ANY OF THE DETAILED METHODS AT THEIR OPTION,
PROVIOED THAT THE CONTRACTOR CONFORMS TO
‘THE CITY OF OKMULGEE'S REQUIREMENTS.

THE  CONTRACTOR  SHALL _ MAINTAIN A
STORMWATER POLLUTION PREVENTION PLAN AT
THE JOB SITE, POSTED AND READILY AVAILABLE TO

WITH THE REQUIREMENTS OF THE CNY OF
OKMULGEE,

THE CONTRACTOR SHALL MAINTAIN ALL BMP'S TN A
FUNCTIONAL CONDITION, EFFECTING
MAINTENANCE AT ANY TIME A GIVEN BMP HAS
IMPAIRED FUNCTION DUE TO DAMAGE OR
SEDIMENT _ BUILDUP.  IMPAIRED  FUNCTION
INCLUDES, BUT IS _NOT LIMITED TO, TORN OR

AFTER ANY RAINFALL OF 1 OR MORE.

5801 Broadway Extension, Suie 405
Oklahoma City, OK 73118-7436
405.843.5138 | newirenative.com|
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October 23, 2020

Thompson Construction Inc.
8141 E 74th Place
Tulsa, Oklahoma 74133

OPDES Storm Water General Permit

Delegating an “Authorized Representative”
This letter serves to designate either a person or specifically described position as an
authorized person for signing reports, storm water pollution prevention plans,
certifications or other information requested by the ODEQ or required by the permit.
The following person or position is hereby authorized to sign reports, plans or
certifications other than NOI forms, NOT forms, NOC letters, and Construction Site
Notices.

(Name of Site Superintendent, or Appropriate other, and Official Company Title)
By signing this authorization, | confirm that | meet the following requirements to make
such a designation as set forth in 30 TAC 305.44 as follows:

e  For a corporation, the application shall be signed by a responsible corporate officer. For purposes of this
paragraph, a responsible corporate officer means a president, secretary, treasurer, or vice-president of the
corporation in charge of a principal business function, or any other person who performs similar pol98cy or
decision making functions for the corporation; or the manager of one or more manufacturing, production,
or operation facilities employing more than 250 persons or having gross annual sales or expenditures
exceeding $25 million (in second-quarter 1980 dollars), if authority to sign documents has been assigned or
delegated to the manager in accordance with corporate procedures. Corporate procedures governing
authority to sign permit or post-closure order application s may provide for assignment or delegation to
applicable corporate positions rather than to specific individuals.

e  For a partnership or sole proprietorship, the application shall be signed by a general partner or the
proprietor, respectively.

e  For a municipality, state, federal, or other public agency, the application shall be signed by either a principal
executive officer of a ranking elected official. For purposes of this paragraph, a principal executive officer of
a federal agency includes the chief executive officer of the agency, or a senior executive officer having
responsibility for the overall operations of a principal geographic unit of the agency (e.g., regional
administrator of the EPA).

“I certify under penalty of law that this document and all attachments were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gathered and evaluated
the information submitted. Based on my inquiry of the person or persons who manage the system, or those persons
directly responsible for gathering the information, the information submitted is, to the best of my knowledge and
belief, true, accurate and complete. | at there are significant penalties for submitting false information,
including the possibility of fine and j nt for knowing violations.”

Signed:
Printed name: ; /{ >
Title: W Fenslen

Date: 2 o
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SWPPP SITE INSPECTION REPORT

Project:

Contractor:

. or Construction Site Notice Posted at Site
Entrance?

Date:

2. SWPPP on-site?

3. Inspection Reports included in SW3P?

4. Are certifications Signed and executed by all proper
parties in the SWPPP?

5. Have any BMP’s been modified from the original
SWPPP layout?

6. Are there any discharges leaving the site?

7. Are all BMP’s functioning as expected?

8. Any additional BMP’s required?

9. Is the Stabilized Construction Entrance preventing
street contamination?

10. Are any BMP’s in need of repairs?

11. Have any hazardous materials been exposed?

12. Has there been a release of a reportable quantity
of any hazardous material?

13. Have all soil disturbing activities been completed?

15. Has a Notice of Termination been filed?

Certification: “I certify under penalty of law that this document and all attachments were prepared under my
direction or supervision in accordance with a system designed to assure that qualified personnel properly gather
and evaluate the information submitted. Based on my inquiry of the person or persons who manage this system, or
those persons directly responsible for gathering the information, the information submitted is, to the best of my
knowledge and belief, true, accurate, and complete. | am aware that there are significant penalties for submitting
false information, including the possibility of fine and imprisonment for knowing violations”

Inspector Name (Print):

Company:

Inspector Signature:

Pro SWPPP, LLC











Plan Notification Log

*Note any and all alterations, modifications, improvements, or maintenance to your
Storm Water Pollution Prevention Plan here:

Alteration # Description:
Date: /[ / Subcontractor:
BMP: Alteration:

“I certify under penalty of law that this document and all attachments were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gathered and evaluated
the information submitted. Based on my inquiry of the person or persons who manage the system, or those persons
directly responsible for gathering the information, the information submitted is, to the best of my knowledge and
belief, true, accurate and complete. | am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations.”

Inspector: Date: /_/
Alteration # Description:

Date: A A Subcontractor:

BMP: Alteration:

“| certify under penalty of law that this document and all attachments were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gathered and evaluated
the information submitted. Based on my inquiry of the person or persons who manage the system, or those persons
directly responsible for gathering the information, the information submitted is, to the best of my knowledge and
belief, true, accurate and complete. | am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations.”

Inspector: Date: /_/
Alteration # Description:

Date: A Subcontractor:

BMP: Alteration:

“I certify under penalty of law that this document and all attachments were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gathered and evaluated
the information submitted. Based on my inquiry of the person or persons who manage the system, or those persons
directly responsible for gathering the information, the information submitted is, to the best of my knowledge and
belief, true, azcurate and complete. | am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations.”

Inspector: Date: _ /_ /
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NPDES s 3 UNITED STATES ENVIRONMENTAL PROTECTION AGENCY FORM
FORM “Em WASHINGTON, DC 20460 Approved OMB No.
35108 NOTICE OF INTENT (NOI) FOR THE 2017 NPDES CONSTRUCTION PERMIT 2040-0004

Submission of this Notice of intent (NOI) constitutes notice that the operator identified in Section |l of this form requests authorization to discharge pursuant to the NPDES Construction General Permit {CGP) permit number identified in
Section Il of this form. Submission of this NOI also constitutes notice that the operator identified in Section Il of this form meets the eligihility requirements of Part 1.1 CGP for the project identified in Section IV of this form. Permit coverage is
required prior to commencement of construction activity until you are eligible to terminate coverage as detailed in Part 8 of the CGP. To obtain authorization, you must submit a complete and accurate NOI form. Discharges are not authorized if
your NOI is incomplete or inaccurate or if you were never eligible for permit coverage. Refer to the instructions at the end of this form.

This form has not yet been certified.

NPDES ID:

State/Territory to which your projectisite is discharging: OK

Is your located on ly Indian Country lands? Yes

% Indian Country Lands: The Muscogee (Creek) Nation

Are you requesting coverage under this NO! as a "Federal Operator” as defined in Appx A(h J 2017_cgp. a_- pdf)? No

Have stormwater discharges from your current construction site been covered previously under an NPDES permit? No

Will you use or other at your site? No

Hasa Plan ( )} been In advance of filling this NOI, as required? Yes

Are you able to demonstrate that you meet one of the criteria listed in Appe! D g 7. 17_cgp_final_; d_-_e |_species_reqs_508.pdf) with
respect to of or species listed under the Endangered Species Act (ESA) and federally designated critical habitat?

Yes

Have you the process in App E 7- 17_cgp_final ¢ «e_-_historic_properties_reqs_508.pdf) relating to the protection of
historic properties?

Yes

Indicating "Yes" below, | confirm that | that CGP only the in Part 1.2.1 and the listed in Part 1.2.2. Any discharges not
expressly authorized in this permit cannot become authorized or shieided from liability under CWA section 402(k) by disclosure to EPA, state or local authorities after issuance of this permit via any means, Including the
Notice of Intent (NOI) to be covered by the permit, the Stormwates Pollution Prevention Plan (SWPPP), during an etc. if any g NPDES permit coverage other than the aflowable stormwater
and non-stormwater discharges listed in Parts 1.2.1 and 1.2.2 will be discharged, they must be covered under another NPDES permit

Yes

Operator Information

Operator Information
Operator Name: Thompson Canstruction Inc.

Operator Mailing Address:
Address Line 1: 8141 E74th Place

Address Line 2: City: Tulsa
ZP/Postal Gode: 74133 State: OK

County or Similar Division: Tulsa

Operator Paint of Contact Information

FirstName Middlenitial LastName: Max  Bennett

Title: Project Manager

Phone: 918-344-1544 Ext:
Email: max@tciok.com

NOI Preparer Information

& This NO! is being prepared by someone other than the certifier.

FirstName Middle Initial LastName: Derek E  Chinners

Organization: Pro SWPPP, LLC

Phone: (201). 358 8578 Ext:

Email: dog@proswppp,com

Project/Site Name: Muscogee Creek Nation Meat Processing Facility

Project/Site Address

Address Line 1: 3260 US 75

Address Line 2: City: Beggs
ZIPIPostal Code: 74421 State: OK

County or Similar Division: Okmulgee

Latitude/Longitude: 35.809383'N, 96.014755°W






Latitude/Longitude Data Source: Google Earth Horizontal Reference Datum: WGS 84

Project Start Date: 10/27/2020 Project End Date: 11/27/2021 Estimated Area to be Disturbed: 12
Types of Construction Sites:

* Commercial
Will there be of any buiit or before January 1, 19807 No

Was the pre-development land use used for agricufture? No

Have earth. on your No

Is your project/site located on federally recognized Indian Country lands? Yes

% Indicate Indian reservation or other indian Country land: The Muscogee Creek Nation

Does your intoa Storm Sewer System (MS4)7 No

Are there any waters of the U.S. within 50 feet of your project’s earth disturbances? No

Are any of the waters of the U.S. to which you discharge designated by the state or tribal under its policy as a Tier 2 (or Tier 2.5) water (water quality exceeds levels necessary to support
propagation of fish, shellfish, and wildlife and recreation in and on the water) or as a Tier 3 water Nationa) Water)? See Appe F (http. 17-
7_cgp_final_: dix_f_- tier_3_tier_2 and_tier_2.5 waters_508.pdf)

No

001: Eagle Creek Drainage Ditch

Latitude/Longitude: 35.809393°N, 96,014755°W

Tier Designation: N/A
Is this receiving water impaired (on the CWA 303(d) list)? No

Has a TMDL been for this No

Prevention Flan (SWPPP) v
First Name Middleinitial LastName:Derek E  Chinners
Organization:
Title: Stormwater Consultant, CPESC
Phone: 833-438-7977 Ext.:
Email: de@ProSWPPP.com
v
Using the Instructions in Appendix O of the CGP, under which criterion listed in Appendix D are you eligible for coverage under this permit? Criterion A
Provide a brief summary of the basis for criterion selection listed above (the content fora basis is under the criterion you selected.):
The Whooping Crane is noted as occuring in Okmulgee County, it shall not be adversely affected.
- o
controls as. in Appt E epa. 7. 7_cgp_final_: e_-_historic_properties_reqs_508.pdf) that require
( E 7- 7_cgp_final_appendix_e_-_historic_properties_reqs_508.pdf), Step 1)

Form has not been certified yet.





2017 Construction General Permit (CGP) (as modified)

National Pollutant Discharge Elimination System
General Permit for Discharges from
Construction Activities
(as modified)

In compliance with the provisions of the Clean Water Act, 33 U.S.C. §1251 et. seq., (hereafter
CWA), as amended by the Water Quality Act of 1987, P.L. 100-4, “operators” of construction
activities (defined in Appendix A) that meet the requirements of Part 1.1 of this National
Pollutant Discharge Elimination System (NPDES) general permit, are authorized to discharge
pollutants in accordance with the effluent limitations and conditions set forth herein. Permit
coverage is required from the “commencement of construction activities” (see Appendix A)
until one of the conditions for terminating CGP coverage has been met (see Part 8.2).

This permit becomes effective on June 27, 2019.

This permit and the authorization to discharge expire at 11:59pm, February 16, 2022.

Signed and issued this 14th day of May 2019

Deborah Szaro,
Acting Regional Administrator, EPA Region 1.

Signed and issued this 14th day of May 2019
Jeff Gratz,

Deputy Director, Water Division, EPA Region 2.

Signed and issued this 14th day of May 2019

Jose C. Font,
Acting Director, Caribbean Environmental
Protection Division, EPA Region 2.

Signed and issued this 14th day of May 2019
Catharine McManus,

Deputy Director, Water Division, EPA Region 3.

Signed and issued this 14th day of May 2019

Jeaneanne M. Gettle,
Director, Water Division, EPA Region 4.

Signed and issued this 14th day of May 2019

Joan M. Tanaka,
Acting Director, Water Division, EPA Region 5.

Signed and issued this 14th day of May 2019

Charles W. Maguire,
Director, Water Division, EPA Region 6.

Signed and issued this 14th day of May 2019
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1.1
1.1.1

113
1.14

HOW TO OBTAIN COVERAGE UNDER THE CONSTRUCTION GENERAL PERMIT (CGP)

To be covered under this permit, you must meet the eligibility conditions and follow
the requirements for obtaining permit coverage in this Part.

ELIGIBILITY CONDITIONS

You are an "operator" of a construction site for which discharges will be covered under
this permit. For the purposes of this permit and in the context of stormwater discharges
associated with construction activity, an “operator” is any party associated with a
construction project that meets either of the following two criteria:

a. The party has operational control over construction plans and specifications,
including the ability to make modifications to those plans and specifications; or

b. The party has day-to-day operational control of those activities at a project that are
necessary to ensure compliance with the permit conditions.

Where there are multiple operators associated with the same project, all operators must
obtain permit coverage.! Subcontractors generally are not considered operators for the
purposes of this permit.

Your site's construction activities:

a. Will disturb one or more acres of land, or will disturb less than one acre of land but are
part of a common plan of development or sale that will ultimately disturb one or
more acres of land; or

b. Have been designated by EPA as needing permit coverage under 40 CFR
122.26(a)(1)(v) or 40 CFR 122.26(b}{15){ii);

Your site is located in an area where EPA is the permitting authority (see Appendix B);
Discharges from your site are not:
a. Already covered by a different NPDES permit for the same discharge; or

b. Inthe process of having coverage under a different NPDES permit for the same
discharge denied, terminated, or revoked.2 3

You are able to demonstrate that you meet one of the criteria listed in Appendix D with
respect to the protection of species that are federally listed as endangered or
threatened under the Endangered Species Act (ESA) and federally designated critical
habitat;

You have completed the screening process in Appendix E relating to the protection of
historic properties; and

! If the operator of a “construction support activity” (see Part 1.2.1c) is different than the operator of the
main site, that operator must also obtain permit coverage. See Part 7.1 for clarification on the sharing of
permit-related functions between and among operators on the same site and for conditions that apply to
developing a SWPPP for muitiple operators associated with the same site.

2 Parts 1.1.4a and 1.1.4b do not include sites currently covered under the 2012 CGP that are in the process
of obtaining coverage under this permit, nor sites covered under this permit that are transferring coverage
to a different operator.

3 Notwithstanding a site being made ineligible for coverage under this permit because it falls under the
description of Parts 1.1.4a or 1.1.4b, above, EPA may waive the applicable eligibility requirement after
specific review if it determines that coverage under this permit is appropriate.
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1.2
1.21

You have complied with all requirements in Part 9 imposed by the applicable state,
Indian tribe, or teritory in which your construction activities and/or discharge will occur.

For “new sources” (as defined in Appendix A) only:

a. EPA has not, prior to authorization under this permit, determined that discharges from
your site will cause, have the reasonable potential to cause, or contribute to an
excursion above any applicable water quality standard. Where such a determination
is made prior to authorization, EPA may nofify you that an individual permit
application is necessary. However, EPA may authorize your coverage under this
permit after you have included appropriate controls and implementation procedures
designed to bring your discharge into compliance with this permit, specifically the
requirement to meet water quality standards. In the absence of information
demonstrating otherwise, EPA expects that compliance with the requirements of this
permit, including the requirements applicable to such discharges in Part 3, will result in
discharges that will not cause, have the reasonable potential to cause, or contribute
to an excursion above any applicable water quality standard.

b. Discharges from your site to a Tier 2, Tier 2.5, or Tier 3 water4 will not lower the water
quality of the applicable water. In the absence of information demonstrating
otherwise, EPA expects that compliance with the requirements of this permit,
including the requirements applicable to such discharges in Part 3.2, will result in
discharges that will not lower the water quality of such waters.

If you plan to add "cationic treatment chemicals” (as defined in Appendix A) to
stormwater and/or authorized non-stormwater prior to discharge, you may not submit
your Notice of Intent (NOI) unless and until you notify your applicable EPA Regional
Office (see Appendix L) in advance and the EPA Regional Office authorizes coverage
under this permit after you have included appropriate controls and implementation
procedures designed to ensure that your use of cationic treatment chemicals will not
lead to discharges that cause an exceedance of water quality standards.

TYPES OF DISCHARGES AUTHORIZEDS

The following stormwater discharges are authorized under this permit provided that
appropriate stormwater controls are designed, installed, and maintained (see Parts 2
and 3):

a. Stormwater discharges, including stormwater runoff, snowmelt runoff, and surface
runoff and drainage, associated with construction activity under 40 CFR 122.26(b)(14)
or 122.26(b}(15)(i);

b. Stormwater discharges designated by EPA as needing a permit under 40 CFR
122.26(a)(1)(v) or 122.26(b)(15)(ii);

4 Note: Your site will be considered to discharge to a Tier 2, Tier 2.5, or Tier 3 water if the first water to which
you discharge is identified by a state, tribe, or EPA as a Tier 2, Tier 2.5, or Tier 3 water. For discharges that
enter a stform sewer system prior to discharge, the first water of the U.S. to which you discharge is the
waterbody that receives the stormwater discharge from the storm sewer system. See list of Tier 2, Tier 2.5,
and Tier 3 waters in Appendix F.

5 See “Discharge” as defined in Appendix A. Note: Any discharges not expressly authorized in this permit
cannot become authorized or shielded from liability under CWA section 402(k) by disclosure to EPA, state,
or local authorities after issuance of this permit via any means, including the Notice of Intent (NOI) to be
covered by the permit, the SWPPP, or during an inspection.
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C.

Stormwater discharges from construction support activities (e.g., concrete or asphalt
batch plants, equipment staging yards, material storage areas, excavated material
disposal areas, borrow areas) provided that:

i. The support activity is directly related to the construction site required to have
permit coverage for stormwater discharges;

i. The support activity is not a commercial operation, nor does it serve multiple
unrelated construction sites;

i. The support activity does not continue to operate beyond the completion of the
construction activity at the site it supports; and

iv. Stormwater controls are implemented in accordance with Part 2 and Part 3 for
discharges from the support activity areas.

Stormwater discharges from earth-disturbing activities associated with the

construction of staging areas and the construction of access roads conducted prior

to active mining.

1.2.2 The following non-stormwater discharges associated with your construction activity are
authorized under this permit provided that, with the exception of water used to control
dust and to irrigate vegetation in stabilized areas, these discharges are not routed to
areas of exposed soil on your site and you comply with any applicable requirements for
these discharges in Parts 2 and 3:

1.23

a.

b
c.
d

®

Discharges from emergency fire-fighting activities;

. Fire hydrant flushings;

Landscape irrigation;

. Water used to wash vehicles and equipment, provided that there is no discharge of

soaps, solvents, or detergents used for such purposes;
Water used to control dust;
Potable water including uncontaminated water line flushings;

External building washdown, provided soaps, solvents, and detergents are not used,
and external surfaces do not contain hazardous substances (as defined in Appendix
A) (e.g.. paint or caulk containing polychlorinated biphenyls (PCBs));

Pavement wash waters, provided spills or leaks of toxic or hazardous substances have
not occurred (unless all spill material has been removed) and where soaps, solvents,
and detergents are not used. You are prohibited from directing pavement wash
waters directly into any water of the U.S., storm drain inlet, or stormwater
conveyance, unless the conveyance is connected to a sediment basin, sediment
trap, or similarly effective control;

Uncontaminated air conditioning or compressor condensate;
Uncontaminated, non-turbid discharges of ground water or spring water;

Foundation or footing drains where fiows are not contaminated with process
materials such as solvents or contaminated ground water; and

Construction dewatering water discharged in accordance with Part 2.4.

Also authorized under this permit are discharges of stormwater listed above in Part 1.2.1,
or authorized non-stormwater discharges listed above in Part 1.2.2, commingled with a
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1.3
1.3.1

1.3.2

1.3.3

1.3.4

1.3.5

1.4

1.4.1

1.4.2

discharge authorized by a different NPDES permit and/or a discharge that does not
require NPDES permit authorization.

PROHIBITED DISCHARGES*

Wastewater from washout of concrete, unless managed by an appropriate control as
described in Part 2.3.4;

Wastewater from washout and cleanout of stucco, paint, form release oils, curing
compounds, and other construction materials;

Fuels, oils, or other pollutants used in vehicle and equipment operation and
maintenance;

Soaps, solvents, or detergents used in vehicle and equipment washing or external
building washdown; and

Toxic or hazardous substances from a spill or other release.

To prevent the above-listed prohibited non-stormwater discharges, operators must
comply with the applicable pollution prevention requirements in Part 2.3.

SUBMITTING YOUR NOTICE OF INTENT (NOI)

All *operators” (as defined in Appendix A) associated with your construction site, who
meet the Part 1.1 eligibility requirements, and who seek coverage under this permit,
must submit to EPA a complete and accurate NOI in accordance with the deadilines in
Table 1 prior to commencing construction activities.

Exception: If you are conducting construction activities in response to a public
emergency (e.g., mud slides, earthquake, extreme flooding conditions, widespread
disruption in essential public services), and the related work requires immediate
authorization to avoid imminent endangerment to human health, public safety, or the
environment, or to reestablish essential public services, you may discharge on the
condition that a complete and accurate NOI is submitted within 30 calendar days after
commencing construction activities (see Table 1) establishing that you are eligible for
coverage under this permit. You must also provide documentation in your Stormwater
Pollution Prevention Plan (SWPPP) to substantiate the occurrence of the public
emergency.

Prerequisite for Submitting Your NOI

You must develop a SWPPP consistent with Part 7 before submitting your NOI for
coverage under this permit.

How to Submit Your NOI

You must use EPA’s NPDES eReporting Tool (NeT) to electronically prepare and submit
your NOI for coverage under the 2017 CGP, unless you received a waiver from your
EPA Regional Office.

To access NeT, go to hiips://www.epa.gov/npdes/stormwater-discharges-
construction-activities#ereporting.

Waivers from electronic reporting may be granted based on one of the following
conditions:

¢ EPA includes these prohibited non-stormwater discharges here as a reminder to the operator that the only
non-stormwater discharges authorized by this permit are at Part 1.2.2. Any unauthorized non-stormwater
discharges must be covered under an individual permit or aiternative general permit.
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a.  If your operational headquarters is physically located in a geographic area
(i.e., ZIP code or census fract) that is identified as under-served for broadband
Internet access in the most recent report from the Federal Communications

Commiission; or

b. If you have limitations regarding available computer access or computer

capability.

If the EPA Regional Office grants you approval to use a paper NOI, and you elect to
use it, you must complete the form in Appendix J.

1.4.3

Deadlines for Submitting Your NOI and Your Official Date of Permit Coverage

Table 1 provides the deadlines for submitting your NOI and the official start date of your
permit coverage, which differ depending on when you commence construction

activities.

Table 1 NOI Submittal Deadlines and Official Start Date for Permit Coverage.

Type of Operator

NOI Submittal Deadline?

Permit Authorization Date®

Operator of a new site (i.e., a site
where construction activities
commence on or after February 16,
2017)

At least 14 calendar days before
commencing construction
activities.

Operator of an existing site (i.e., a site
with 2012 CGP coverage where
constfruction activities commenced
prior to February 16, 2017)

No later than May 17, 2017.

New operator of a permitted site (i.e.,
an operator that through transfer of
ownership and/or operation replaces
the operator of an already permitted
construction site that is either a “new
site” or an “existing site")

At least 14 calendar days before
the date the transfer to the new
operator will take place.

14 calendar days after EPA
nofifies you that it has
received a complete NOI,
unless EPA notifies you that
your authorization is delayed
or denied.

Operator of an “emergency-related
project” (i.e., a project initiated in
response to a public emergency
(e.g.. mud slides, earthquake,
extreme flooding conditions,
disruption in essential public services),
for which the related work requires
immediate authorization to avoid
imminent endangerment to human
health or the environment, or to
reestablish essential public services)

No later than 30 calendar days
after commencing construction
activities.

You are considered
provisionally covered under
the terms and conditions of
this permit immediately, and
fully covered 14 calendar
days after EPA notifies you
that it has received a
complete NOI, unless EPA
nofifies you that your
authorization is delayed or
denied.

1.4.4 Modifying your NOI

7 If you miss the deadline to submit your NOI, any and all discharges from your construction activities will

continue to be unauthorized under the CWA until they are covered by this or a different NPDES permit. EPA
may take enforcement action for any unpermitted discharges that occur between the commencement of
construction activities and discharge authorization.

8 Discharges are not authorized if your NOI is incomplete or inaccurate or if you are not eligible for permit

coverage.
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If after submitting your NOI you need to correct or update any fields, you may do so by
submitting a “Change NOI" form using NeT. Waivers from electronic reporting may be
granted as specified in Part 1.4.1. If the EPA Regional Office has granted you approval to
submit a paper NOI modification, you may indicate any NOI changes on the same NOI
form in Appendix J.

When there is a change to the site's operator, the new operator must submit a new NOI,
and the previous operator must submit a Notice of Termination (NOT) form as specified in
Part 8.3.

1.4.5 Your Official End Date of Permit Coverage
Once covered under this permit, your coverage will last until the date that:
a.  You terminate permit coverage consistent with Part 8; or

b.  You receive permit coverage under a different NPDES permit or a reissued or
replacement version of this permit after expiring on February 16, 2022; or

C.  You fail to submit an NOI for coverage under a revised or replacement
version of this permit before the deadline for existing construction sites where
construction activities continue after this permit has expired.

1.5 REQUIREMENT TO POST A NOTICE OF YOUR PERMIT COVERAGE

You must post a sign or other notice of your permit coverage at a safe, publicly
accessible location in close proximity to the construction site. The notice must be located
so that it is visible from the public road that is nearest to the active part of the
construction site, and it must use a font large enough to be readily viewed from a public
right-of-way.? At a minimum, the notice must include:

a.  The NPDES ID (i.e., permit tracking number assigned to your NOI);

b. A contact name and phone number for obtaining additional construction site
information;

c.  The Uniform Resource Locator (URL) for the SWPPP (if available), or the following
statement: “If you would like to obtain a copy of the Stormwater Pollution
Prevention Plan (SWPPP) for this site, contact the EPA Regional Office at [include
the appropriate CGP Regional Office contact information found at
https://www.epg.gov/npdes/contact-us-stormwater#reqgional];" and

d. The following statement “If you observe indicators of stormwater pollutants in the
discharge or in the receiving waterbody, contact the EPA through the following
website: https://www.epga.gov/enforcement/report-environmental-violations.”

2 TECHNOLOGY-BASED EFFLUENT LIMITATIONS

You must comply with the following technology-based effluent limitations in this Part for
all authorized discharges. 10

? If the active part of the construction site is not visible from a public road, then place the notice of permit
coverage in a position that is visible from the nearest public road and as close as possible to the
construction site.

10 For each of the effluent limits in Part 2, as applicable to your site, you must include in your SWPPP (1) a

description of the specific control(s) to be implemented to meet the effluent limit; (2) any applicable
design specifications; (3) routine maintenance specifications; and (4) the projected schedule for its (their)
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2.1

214

GENERAL STORMWATER CONTROL DESIGN, INSTALLATION, AND MAINTENANCE
REQUIREMENTS

You must design, install, and maintain stormwater controls required in Parts 2.2 and
2.3 to minimize the discharge of pollutants in stormwater from construction activities.
To meet this requirement, you must:

Account for the following factors in designing your stormwater controls:
a. The expected amount, frequency, intensity, and duration of precipitation;

b. The nature of stormwater runoff and run-on at the site, including factors such as
expected flow from impervious surfaces, slopes, and site drainage features. You must
design stormwater controls to control stormwater volume, velocity, and peak flow
rates to minimize discharges of pollutants in stormwater and to minimize channel and
streambank erosion and scour in the immediate vicinity of discharge points; and

¢. The soil type and range of soil particle sizes expected to be present on the site.

Design and install all stormwater controls in accordance with good engineering
practices, including applicable design specifications.

Complete installation of stormwater controls by the time each phase of construction
activities has begun.

a. By the time construction activity in any given portion of the site begins, install and
make operational any downgradient sediment controls (e.g., buffers, perimeter
confrols, exit point controls, storm drain inlet protection) that control discharges from
the initial site clearing, grading, excavating, and other earth-disturbing activities.2

b. Following the installation of these initial controls, install and make operational ail
stormwater conirols needed to control discharges prior to subsequent earth-
disturbing activities.

Ensure that all stormwater controls are maintained and remain in effective operating
condition during permit coverage and are protected from activities that wouid reduce
their effectiveness.

a. Comply with any specific maintenance requirements for the stormwater controls
listed in this permit, as well as any recommended by the manufacturer.13

b. If at any time you find that a stormwater control needs routine maintenance, you
must immediately initiate the needed maintenance work, and complete such work
by the close of the next business day.

installation/implementation. See Part 7.2.6.

1" Design specifications may be found in manufacturer specifications and/or in applicable erosion and
sediment control manuals or ordinances. Any departures from such specifications must reflect good
engineering practices and must be explained in your SWPPP. You must also comply with any additional
design and installation requirements specified for the effluent limits in Parts 2.2 and 2.3.

12 Note that the requirement to install stormwater controls prior to each phase of construction activities for
the site does not apply to the earth disturbance associated with the actual installation of these controls.
Operators should take all reasonable actions to minimize the discharges of pollutants during the installation
of stormwater controls.

13 Any departures from such maintenance recommendations made by the manufacturer must reflect
good engineering practices and must be explained in your SWPPP,
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22

2.2.1

222

223

224

c. Ifat any time you find that a stormwater control needs repair or replacement, you
must comply with the corrective action requirements in Part 5.

EROSION AND SEDIMENT CONTROL REQUIREMENTS

You must implement erosion and sediment controls in accordance with the following
requirements to minimize the discharge of poliutants in stormwater from construction
activities.

Provide and maintain natural buffers and/or equivalent erosion and sediment controls
when a water of the U.S. is located within 50 feet of the site's earth disturbances.

a. Compliance Alternatives. For any discharges to waters of the U.S. located within 50
feet of your site’s earth disturbances, you must comply with one of the following
alternatives:

i. Provide and maintain a 50-foot undisturbed natural buffer: or

i. Provide and maintain an undisturbed natural buffer that is less than 50 feet and is
supplemented by erosion and sediment controls that achieve, in combination,
the sediment load reduction equivalent to a 50-foot undisturbed natural buffer; or

iii. If infeasible to provide and maintain an undisturbed natural buffer of any size,
implement erosion and sediment controls to achieve the sediment load
reduction equivalent to a 50-foot undisturbed natural buffer.

See Appendix G, Part G.2 for additional conditions applicable to each compliance
alternative.

b. Exceptions. See Appendix G, Part G.2 for exceptions to the compliance alternatives.

Direct stormwater to vegetated areas and maximize stormwater infiltration and filtering to
reduce pollutant discharges, unless infeasible.

Install sediment controls along any perimeter areas of the site that will receive poliutant
discharges. 4

a. Remove sediment before it has accumulated to one-half of the above-ground
height of any perimeter control.

b. Exception. For areas at “linear construction sites” (as defined in Appendix A) where
perimeter controls are infeasible (e.g., due to a limited or restricted right-of-way),
implement other practices as necessary to minimize pollutant discharges to perimeter
areas of the site.

Minimize sediment track-out.
a. Restrict vehicle use to properly designated exit points;
b. Use appropriate stabilization techniques's at all points that exit onto paved roads.

14 Examples of perimeter controls include filter berms, silt fences, vegetative strips, and temporary diversion

dikes.

15 Examples of appropriate stabilization techniques include the use of aggregate stone with an underlying
geotextile or non-woven filter fabric, and turf mats.
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i. Exception: Stabilization is not required for exit points at linear utility construction
sites that are used only episodically and for very short durations over the life of the
project, provided other exit point controls'é are implemented o minimize
sediment track-out;

c. Implement additional track-out controls'? as necessary to ensure that sediment
removal occurs prior to vehicle exit; and

d. Where sediment has been tracked-out from your site onto paved roads, sidewalks, or
other paved areas outside of your site, remove the deposited sediment by the end of
the same business day in which the track-out occurs or by the end of the next
business day if track-out occurs on a non-business day. Remove the track-out by
sweeping, shoveling, or vacuuming these surfaces, or by using other similarly effective
means of sediment removal. You are prohibited from-hosing or sweeping tracked-out
sediment into any stormwater conveyance, storm drain inlet, or water of the U.S.18

2.2.5 Manage stockpiles or land clearing debris piles composed, in whole or in part, of
sediment and/or soil:

a. Locate the piles outside of any natural buffers established under Part 2.2.1 and away
from any stormwater conveyances, drain inlets, and areas where stormwater flow is
concentrated;

Install a sediment barrier along all downgradient perimeter areas;?

c. For piles that will be unused for 14 or more days, provide cover? or appropriate
temporary stabilization (consistent with Part 2.2.14);

d. You are prohibited from hosing down or sweeping soil or sediment accumulated on
pavement or other impervious surfaces into any stormwater conveyance, storm drain
inlet, or water of the U.S.

2.2.6 Minimize dust. On areas of exposed soil, minimize dust through the appropriate
application of water or other dust suppression techniques to control the generation of
pollutants that could be discharged in stormwater from the site.

2.2.7 Minimize steep slope disturbances. Minimize the disturbance of “steep slopes” (as
defined in Appendix A).

16 Examples of other exit point controls include preventing the use of exit points during wet periods;
minimizing exit point use by keeping vehicles on site to the extent possible; limiting exit point size to the
width needed for vehicle and equipment usage; using scarifying and compaction techniques on the soil;
and avoiding establishing exit points in environmentally sensitive areas (e.g.. karst areas; steep slopes).

17 Examples of additional track-out controls include the use of wheel washing, rumble strips, and rattle
plates.

18 Fine grains that remain visible (i.e., staining) on the surfaces of off-site streets, other paved areas, and
sidewalks after you have implemented sediment removal practices are not a violation of Part 2.2.4.

19 Examples of sediment barriers include berms, dikes, fiber rolls, silt fences, sandbags, gravel bags, or straw
bale.

20 examples of cover include tarps, blown straw and hydroseeding.
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2.2.8 Preserve native topsoil, unless infeasible.2!

2.2.9 Minimize soil compaction.22 In areas of your site where final vegetative stabilization will
occur or where infiliration practices will be installed:

a. Restrict vehicle and equipment use in these locations to avoid soil compaction; and

b. Before seeding or planting areas of exposed soil that have been compacted, use
techniques that rehabilitate and condition the soils as necessary to support
vegetative growth.

2.2.10 Protect storm drain inlets.

Q. Installinlet protection measures that remove sediment from discharges prior to entry
info any storm drain inlet that carries stormwater flow from your site to a water of the
U.S., provided you have authority to access the storm drain inlet; and

b. Clean, orremove and replace, the protection measures as sediment accumulates,
the filter becomes clogged, and/or performance is compromised. Where there is
evidence of sediment accumulation adjacent to the inlet protection measure,
remove the deposited sediment by the end of the same business day in which it is
found or by the end of the following business day if removal by the same business
day is not feasible.

2.2.11 Control stormwater discharges, including both peak flowrates and total stormwater
volume, to minimize channel and streambank erosion and scour in the immediate
vicinity of discharge points. 24,

2.2.12 If you install a sediment basin or similar impoundment:

a. Situate the basin orimpoundment outside of any water of the U.S. and any natural
buffers established under Part 2.2.1;

Cesign the basin orimpoundment to avoid collecting water from wetlands;

Design the basin orimpoundment to provide storage for either:

i. The calculated volume of runoff from a 2-year, 24-hour storm (see Appendix H); or
i. 3,600 cubic feet per acre drained.

21 Stockpiling topsoil at off-site locations, or fransferring topsoil to other locations, is an example of a
practice that is consistent with the requirements in Part 2.2.8. Preserving native topsoil is not required where
the intended function of a specific area of the site dictates that the topsoil be disturbed or removed. For
example, some sites may be designed to be highly impervious after construction, and therefore little or no
vegetation is intended to remain, or may not have space to stockpile native topsoil on site for later use, in
which case, it may not be feasible to preserve topsoil.

22 Minimizing soil compaction is not required where the intended function of a specific area of the site
dictates that it be compacted.

% Inlet protection measures can be removed in the event of flood conditions or to prevent erosion.
24 Examples of control measures that can be used to comply with this requirement include the use of

erosion confrols and/or velocity dissipation devices (e.g.. check dams, sediment fraps), within and along
the length of a stormwater conveyance and at the outfall to slow down runoff.
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d.

Utilize outlet structures that withdraw water from the surface of the sediment basin or
similar impoundment, unless infeasible;25

Use erosion controls and velocity dissipation devices to prevent erosion at inlets and
outlets; and

Remove accumulated sediment to maintain at least one-half of the design capacity
and conduct all other appropriate maintenance to ensure the basin or
impoundment remains in effective operating condition.

2.2.13 If using treatment chemicals (e.g., polymers, flocculants, coagulants):

a.

Use conventional erosion and sediment controls before and after the application of
treatment chemicals. Chemicals may only be applied where treated stormwater is
directed to a sediment control (e.g., sediment basin, perimeter control] before
discharge.

Select appropriate treatment chemicals. Chemicals must be appropriately suited to
the types of soils likely to be exposed during construction and present in the
discharges being treated (i.e., the expected turbidity, pH, and flow rate of
stormwater flowing into the chemical freatment system or areq).

Minimize discharge risk from stored chemicals. Store all freatment chemicals in leak-
proof containers that are kept under storm-resistant cover and surrounded by
secondary containment structures (e.g., spill berms, decks, spill containment pallets),
or provide equivalent measures designed and maintained to minimize the potential
discharge of treatment chemicals in stormwater or by any other means (e.g., storing
chemicals in a covered areaq, having a spill kit available on site and ensuring
personnel are available to respond expeditiously in the event of a leak or spill).

Comply with state/local requirements. Comply with applicable state and local
requirements regarding the use of tfreatment chemicals.

Use chemicals in accordance with good engineering practices and specifications of
the chemical provider/supplier. Use tfreatment chemicals and chemical tfreatment
systems in accordance with good engineering practices, and with dosing
specifications and sediment removal design specifications provided by the
provider/supplier of the applicable chemicals, or document in your SWPPP specific
departures from these specifications and how they reflect good engineering
practice.

Ensure proper training. Ensure that all persons who handle and use treatment
chemicals at the construction site are provided with appropriate, product-specific
training. Among other things, the training must cover proper dosing requirements.

Perform additional measures specified by the EPA Regional Office for the authorized
use of cationic chemicails. If you have been authorized to use cationic chemicals at
your site pursuant to Part 1.1.9, you must perform all additional measures as
conditioned by your authorization to ensure that the use of such chemicals will not
cause an exceedance of water quality standards.

25 The circumstances in which it is infeasible to design outlet structures in this manner are rare. Exceptions
may include areas with extended cold weather, where using surface outlets may not be feasible during
certain time periods (although they must be used during other periods). If you determine that it is infeasible
to meet this requirement, you must provide documentation in your SWPPP to support your determination,
including the specific conditions or time periods when this exception will apply.
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2.2.14 stabilize exposed portions of the site. Implement and maintain stabilization measures
(e.g.. seeding protected by erosion controls until vegetation is established, sodding,
mulching, erosion control blankets, hydromulch, gravel) that minimize erosion from
exposed portions of the site in accordance with Parts 2.2.14a and 2.2.14b.

a. Stabilization Deadlines:2¢

Total Amount of Land Disturbance Deadline

Occurring At Any One Time?’

i. Five acres or less (<5.0) ¢ Initiate the installation of stabilization measures

immediately? in any areas of exposed soil where

Note: this includes sites disturbing more construction activities have permanently ceased or will
than five acres (>5.0) total over the be temporarily inactive for 14 or more calendar days;?
course of a project, but that limit and
disturbance at any one time (i.e., phase | , Complete the installation of stabilization measures as
the disturbance) fo five acres or less soon as practicable, but no later than 14 calendar days
(s5.0) after stabilization has been initiated.

2 EPA may determine, based on an inspection camied out under Part 4.8 and corrective actions required
under Part 5.3, that the level of sediment discharge on the site makes it necessary to require a faster
schedule for completing stabilization. For instance, if sediment discharges from an area of exposed soil that
is required to be stabilized are compromising the performance of existing stormwater controls, EPA may
require stabilization to correct this problem.

Z Limiting disturbances to five (5) acres or less at any one time means that at no time during the project do
the cumulative earth disturbances exceed five (5) acres. The following examples would qualify as limiting
disturbances at any one time to five (5) acres or less:

1. The total area of disturbance for a project is five (5) acres or less.

2. The total area of disturbance for a project will exceed five (5) acres, but the operator ensures that no
more than five (5) acres will be disturbed at any one time through implementation of stabilization
measures. In this way, site stabilization can be used to “free up” land that can be disturbed without
exceeding the five (5)-acre cap to quadlify for the 14-day stabilization deadline. For instance, if an
operator completes stabilization of two (2) acres of land on a five (5)-acre disturbance, then two (2)
additional acres could be disturbed while still qualifying for the longer 14-day stabilization deadline.

% The following are examples of activities that would constitute the immediate initiation of stabilization:

1. Prepping the soil for vegetative or non-vegetative stabilization as long as seeding, planting, and/or
installation of non-vegetative stabilization products takes place as soon as practicable, but no later
than one (1} calendar day of completing soil preparation;

Applying mulch or other non-vegetative product to the exposed areq;

Seeding or planting the exposed areq;

Starting any of the activities in # 1 - 3 on a portion of the entire area that will be stabilized; and
Finalizing arrangements to have stabilization product fully installed in compliance with the deadlines
for completing stabilization.

o wh

2 The requirement to initiate stabilization immediately is triggered as soon as you know that construction
work on a portion of the site is temporarily ceased and will not resume for 14 or more days, or as soon as
you know that construction work is permanently ceased. In the context of this provision, “immediately”
means as soon as practicable, but no later than the end of the next business day, following the day when
the construction activities have temporarily or permanently ceased.

% |f vegetative stabilization measures are being implemented, stabilization is considered “installed” when
all activities necessary to seed or plant the area are completed. If non-vegetative stabilization measures
are being implemented, stabilization is considered “installed” when all such measures are implemented or
applied.
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ii. More than five acres (>5.0) ¢ Initiate the installation of stabilization measures
immediately?' in any areas of exposed soil where
construction activities have permanently ceased or will
be temporarily inactive for 14 or more calendar days;32
and

o Complete the installation of stabilization measu<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>